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JORGENSEN, PONY and ADJUSTABLE products have been preferred worldwide byfine woodworkers, shop experts, professionals and do-it-yourselfers since 1903.Presented in this catalog are JORGENSEN, PONY and ADJUSTABLE clamps, clamp-ing accessories, vises, miter boxes and miter saws, and related fine tools whichconstitute one of the most extensive listings of sizes and styles available from anysingle source.
 ADJUSTABLE CLAMP COMPANY
 404 North Armour Street, Chicago, IL, 60622 Phone: (312) 666-0640 Fax: (312) 666-2723
 www.adjustableclamp.com
 Chairman’s Statement
 When, in 1903, A.V. Holman decided to incorporate the Adjustable ClampCompany, we were manufacturing only our genuine JORGENSENHandscrews.
 By the time that H.V. Holman applied for and received many of his U.S.patents in the 1920’s and 1930’s, we were manufacturing not onlyJORGENSEN Handscrews, but JORGENSEN “C” Clamps, JORGENSEN SteelBar Clamps, PONY “C” Clamps and PONY Clamp Fixtures, as well.
 It was D.V. Holman who expanded our Chicago operations so dramaticallythroughout the 1950’s and 1960’s, and who introduced ADJUSTABLE “C”Clamps, JORGENSEN Hold-Down Clamps, PONY Spring Clamps, PONY BandClamps and PONY Corner Clamps to our line.
 Today, the JORGENSEN, PONY and ADJUSTABLE trade names are wellknown and highly regarded not only for our traditional clamps and clamp-ing accessories…but also for our innovative lines of JORGENSEN, PONY andADJUSTABLE Bench Vises, and JORGENSEN Miter Boxes and Miter Saws.
 We shall continue to manufacture tools only of the best quality and great-est value; we shall continue to make our products readily and dependablyavailable; and we shall continue to dedicate ourselves to helpful service.
 We hope that you will continue to ask for and insist upon our genuineJORGENSEN, PONY and ADJUSTABLE products. We look forward both tohearing from you and working for you in the months and years ahead.
 Thanks for your consideration!
 Dan Holman, Chairman of the Board
 (REV. 09/09) Recyclable
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This condensed guide is intended to list and describe the many styles, sizes and features of the products which we manufacture. Please refer to specific pages for complete product information and specifications.
 A Guide To Our , & Products
 5
 HANDSCREWSJORGENSEN Handscrews are the mostgenerally satisfactory tools for clampingwood, metals, plastics and fabrics. Thejaws adjust to a variety of angles; theyhold more securely than metal clamps;they spread the clamping pressure overbroad areas; and they provide greatreach. Style J Handscrews are availablein a variety of sizes.
 (Page 10) Note: See “SPECIALTY PRODUCTS” sec-tion, Page 10, for JORGENSEN Style#9900 Handscrew Adaptors.Style #9900 - JORGENSEN HandscrewAdaptors - #9963 Adaptor Tips for MiterClamping easily convert JORGENSENHandscrews into miter clamps for miteror butt joint clamping. (Page 10)
 SLIDING-HEAD TYPE STEEL BAR CLAMPSJORGENSEN sliding-head type Steel Bar Clamps place all the adjust-ment in the sliding head for fastest and most convenient operation.Widely used in place of “C” clamps because of instant adjustmentto and from the work. All styles available in a variety of openingcapacities.Style #3400 E-Z HOLD II - Single-handed, light-weight design; glass-filled nylon; non-marring pads with up to 2-3/8” reach.Style #3406 MINI E-Z HOLD II is a light-duty clamp for hobbyists.Style #3600 E-Z HOLD - Light-weight design provides quick, easyone-handed clamping; 2-1/2” reach.Style #3700 - LD - light-duty design; for light fabricating, assemblyand repair work; 2” reach. Style #3700 - Most popular light-weight design; for light fabricating,assembly and repair work; 2-1/2” reach.Style #3700 - HD - heavy-duty design; made for heavy-duty fabricat-ing, assembly and repair work; 3” reach. Style #3900 - Medium-weight design; 3-1/2” reach.Style #4300 - Medium-weight, heavy-duty design; 2-3/4” reach.Style #4500 - Medium-weight design; 5” reach.Style #4700 - Heavy-weight, heavy-duty design; 7” reach.Style #4700 - CP - Style #4700 with copper-plated hardware.Style #4900 - Heavy-weight, heavy-duty design; 9” reach. Style #8000 - Cabinet Master 90º Parallel Steel Bar Clamps are idealfor projects that require squareness or evenly applied pressure.(Pages 19-24)
 FIXED-HEAD TYPE BAR CLAMPS
 JORGENSEN fixed-head type Bar Clampsadjust both at the fixed head (by means ofthe screw and handle) and at the slidingtail-stop. Fixed-head bar clamps are widelyused for “longer length”, general purpose,heavy-duty clamping.
 Style #3500 - Light-weight design; unique,notched aluminum bar.Style #3500DR - Light-weight, deep-reachdesign; unique, notched aluminum bar.Style #4000 - Heavy-duty design for greatstrength.Style #6000 - Notched design; for heavy-duty woodworking.Style #7200 - Heavy-duty “I”-bar designfor strength and rigidity.(Pages 19, 21, 23)
 BAND CLAMPSStyle #1200 PONY light-weight Band Clampfeatures 1” width nylon webbing with 15-ft.capacity; for holding circular, rectangular orodd shapes.Style #1200 PONY Rapid Acting Band Clampis useful for awkward or irregular shapedclamping projects.(Page 25)
 Style #6200 JORGENSEN Band Clamp featuresheavy-duty design with 2” width canvas band;for clamping around the perimeter of anyshape.Band clamps designated by “-S” furnishedwith 1-3/4” steel band FOR CLAMPINGROUND OBJECTS ONLY.(Page 25)
 CLAMP FIXTURESPONY Clamp Fixtures for pipe make eco-nomical, strong and instant-acting barclamps. Easy to mount on pipe withends threaded, all PONY clamp fixturesinclude quality features such as steelthrust-bearings, special, smoothly cutAcme threaded screws and the original“Multiple-Disc-Clutch” design.
 Style #50 - The most popular style; uses3/4” pipe; clamping faces are 1-3/4”square. Style #52 - Uses 1/2” pipe; light-weight;clamping faces are 1-1/2” square.Style #53 - “Double-Bar” type; uses 1/2”pipe.Style #56 - Uses 3/4” pipe; 2-1/2” deepreach; heads may be reversed for“spreader” work. (Pages 11-12)
 LIGHT-SERVICE “C” CLAMPS
 PONY and ADJUSTABLE “C” Clampsare designed to meet the demands oflight-duty service. Available in a varietyof sizes.Style #200 PONY - Ribbed for greatestpossible strength; 5/8” to 3” openingcapacities; various handle styles. Style #1400 ADJUSTABLE - America’smost popular light-weight series;opening capacities of 1” to 8”.Style #3300 PONY - 3-Way EdgingClamp for “right-angle” clamping.“90˚ angle” screw applies pressure tothe edge or the side of work; 2-1/2”opening and 2-1/2” depth. (Pages 14,16)
 HANDSCREW KITSADJUSTABLE Kits provide thespindles, handles with ferrules,and tapped nuts, along withdetailed plans to enable theskilled woodworker to makehis/her own jaws and to assem-ble completed, working hand-screws. Jaw dimensions may bemade to industry specificationsor may be customized.
 Style J-Kits are available in avariety of sizes.
 (Page 10)
 swivel
 screw and handle
 frame
 anvil
 hub
 coil-spring “stop”
 clutch discs (and spring)screw and handle
 tail-stopsliding head
 stationary head
 nuts (rh and lh)
 rivets
 “middle”and “end” spindles
 handles with ferrules
 handles
 “end” spindle
 jaws
 “middle” spindle
 nuts (rh and lh)
 sliding head
 stationary headsliding head
 tail stop screw and handle
 band
 bolt-head
 locking cam
 framestationary head
 screw and handle
 sliding head
 advancing handle
 swivel
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A Guide To Our , & Products
 This condensed guide is intended to list and describe the many styles, sizes and features of the products which we manufacture. Please refer to specific pages for complete product information and specifications.
 INDUSTRIAL SERVICE REGULAR“C” CLAMPS
 JORGENSEN Industrial Service “C”Clamps for “regular” requirements.Frames are correctly designed and liberally proportioned. Available in avariety of opening capacities. Style #100 - “Carriage” Clamps comprise the most economical, all-purpose clamp design.Style #170 - “Deep throat” design for reaching “in”, “around” and“over”. (Pages 13-14)
 INDUSTRIAL SERVICE HEAVIER“C” CLAMPS
 JORGENSEN Industrial Service “C”Clamps for “heavier” requirements.Available in a variety of openingcapacities.Style #120 - “Body” Clamps - heavier,stronger design with deep throat.Style #800 - “Machinists’” Clamps -heavy, ribbed, heat-treated frames.Style #820 - “Machinists’” Clamps -similar to Style #800; feature a rela-tively deep throat.(Pages 13, 15)
 INDUSTRIAL SERVICE EXTREME“C” CLAMPS
 JORGENSEN Industrial Service “C”Clamps are drop-forged and heat-treated for “extreme” requirements.Style #400 - “Regular-service” design;features relatively deep throat.Style #8100 - “Medium-service”design; heavier style for moredemanding requirements.Style #8200 - Square-throat design forextra reach.Style #8400 - Regular duty, extra deepthroat design for extra deep reach.(Page 17)
 INDUSTRIAL SERVICE WELDING“C” CLAMPS
 JORGENSEN Industrial Service “C”Clamps for welding. Style “S” fea-tures JORGENSEN steel shield over thescrew. Style “CP” furnished with cop-per-plated hardware.Style #120-CP - Style #120 “Body”clamps for welding.Style #120-S - “Regular-service”,“deep throat” design.Style #800-S - Heavy-duty design; 2-1/2” throat depth.Style #820-S - Heavy-duty, “deepthroat” design.(Pages 13, 15)
 HOLD-DOWN CLAMPS
 SPRING CLAMPSPONY Spring Clamps are convenient, inexpensive “extra hands”. Spring-operated jawshold any material quickly and efficiently. Hand pressure spreads jaws to grip work. Usewherever relatively light pressure is adequate and where speedy application and removalare important. Spring clamps are available in several opening capacities. Opening capaci-ties and jaw lengths for Style #3200 Spring Clamps are as follows:#3201 - 1-inch opening capacity, 4-inch jaw length;#3202 - 2-inch opening capacity, 6-inch jaw length;#3203 - 3-inch opening capacity, 9-inch jaw length;#3204 - 4-inch opening capacity, 12-inch jaw length.Poly-vinyl (PVC) protected tips and/or handles are available as follows:#320_-H furnished with protected handles only;#320_-T furnished with protected tips only;#320_-HT furnished with protected handles and tips.Regular stock items are indicated by numerals only. Style #3250 - PONY Adjust•a•Clamp™ Spring Clamps have plastic jaws and plastic jawpads; tempered-steel spring and adjusting screw action allows pressure adjustment from 1to 50 lbs.; hold firmly without marring; ideal for delicate materials and irregular shapes.Style 3270 - PONY Micro/Mini Plastic Spring Clamps are ideal for hobbyist, craftsor any light-duty project.(Page 27)
 JORGENSEN Hold-Down design allowsthe clamp to hold work in any locationin the middle or along the edge of awork surface.Style #1600 - “Regular-duty” designslides “on” and “off” pre-spotted hold-ing bolt (furnished) on wood or metalbench, “T”-slot or machine table.#1652 - Hold Down Clamp forWorkbenchesStyle #1700 - “Original” bench holddowns; tap into 3/4” hole in bench top.#1708 - 8” length, #1716 - 16” length,#1722 bench dog used with vise dog.Style #1800 - Industrial version of Style#1600; for drilling, milling, fabricating orassembly operation; furnished with both“T”-slot and machine bolts.Style #1600-S and #1800-S - Weldingservice design of Style #1600 and#1800. Furnished with JORGENSENsteel shield for protection against “spat-ter”, hammer-blows or contact withwelding device.(Pages 26)
 swivel
 frame
 anvil hub
 screw and handle
 swivel
 frame
 anvil hub
 screw and handle
 swivel
 frame
 anvil hub
 screw and handle
 swivel
 frame
 shield assembly w/washers and ferrules
 anvil
 screw and handle
 handle
 (holding-bolt, nut and washers)
 screw
 frame
 (cotter pin)
 sliding jaw
 screw and handle
 frame
 jaw
 jaw tipsrivet
 handle
 spring
 poly-vinyl tip
 poly-vinyl handle
 plastic jaw pads plastic jaws
 CORNER AND FRAMING CLAMPS
 PONY Corner Clamps are useful formaking miter and butt joints for pic-ture frames, doors, screens, windows,molding. PONY Framing Clamps areideal for picture framing and otherdelicate assembly of rectangular work.Style #9100 - PONY Corner Clamps -#9133 Corner and Splicing Clamp;fully adjustable from 0˚ to 180˚.#9144 Miter Box & Corner/SplicingClamp. #9166 90˚ Corner Clamp; the most popular clamp of the series.All hold work up to 3”.#9170 Rapid Acting Miter Clamp willdo miters/butt joints. #9180 90ºAngle Clamp will do miters, butt joints and T-joint.Style #9400 - PONY 4-Corner FramingClamps are a light-weight design withnon-marring Lexan corners. Ideal formost household framing and delicateassembly work. Available in 24” and48” square sizes. (Pages 29, 30)
 6
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This condensed guide is intended to list and describe the many styles, sizes and features of the products which we manufacture. Please refer to specific pages for complete product information and specifications.
 7
 LIGHT AND MEDIUM-DUTY VISES
 PONY vises are designed for projects that require light-duty and medium-duty service. Style #10000 - #13025 Clamp-On Vise attaches tobenchtops of up to 2” thickness; has 3” jaw width and2-1/2” opening capacity. Double guide-bars allowsmooth operation and accurate adjustment.Style #20000 - Swivel-Base Bench Vises feature steeljaw inserts and bright-plated hardware. #23530 has 3-1/2” jaw width and 3” opening capacity. #24545 has4-1/2” jaw width and 4-1/2” opening capacity.Style #26000 - #26545 Woodworker’s Vise featuresdouble guide-bars for smooth operation and accurateadjustment; has 6-1/2” jaw width and 4-1/2” openingcapacity.Style #27000 - Woodworker’s vise #27090 featuresdouble guide-bars, continuous screw action and solidsteel dog; has 7” jaw width, 9” opening capacity. (Pages 32-33)
 HEAVY-DUTY BENCH VISESStyle #29000 - PONY Bench Visesare an alternative to heavier dutybench vises but greater in strengththan light-duty vises. #29040 has4” jaw width and 4” openingcapacity. #29050 has 5” jaw widthand 5” opening capacity. #29060has 6” jaw width and 6” openingcapacity.Style #30000 - ADJUSTABLEDuctile/Steel Bench Vises are of anefficient design, making themstronger than comparable vises ofsimilar weight. #30404 has 4” jawwidth and 4” opening capacity.#30505 has 5” jaw width and 5”opening capacity. #30606 has 6”jaw width and 6” opening capacity.#30808 has 8” jaw width and 8”opening capacity. (Page 33)
 PROFESSIONAL WOODWORKER’S VISES
 JORGENSEN Woodworker’s Vises are thepremier vises for the serious woodworker.Professional performance features includerapid-acting or continuous nut versions,toed-in jaws, solid-steel dog and northernhardwood handle.Style #40000 - All feature 4” x 7” jaw sizeand 9” opening capacity. #40709: rapid act-ing; -C: continuous nut; -SH: rapid actingwith steel handle; -C-SH: continuous nutwith steel handle. (Page 41)Style #41000 - All feature 4” x 10” jaw sizeand 12” opening capacity. #41012: rapidacting; -C: continuous nut; -SH: rapid actingwith steel handle; -C-SH: continuous nutwith steel handle. (Page 34)
 SPECIALTY PRODUCTSStyle #6700 - JORGENSEN Press Screws may be mounted to press “down”, “up” or “sideways”.Design features heavy-duty, 11/16” diameter screw, Acme threads, cast iron bushing and swivel;crank-type handle. (Page 28)Style #6750 - JORGENSEN Scandinavian-type bench screw - #6758 creates a “traditional” vise.Features 1-1/4” diameter screw; 7-5/8” maximum opening. (Page 28)Style #8500 - PONY™Cabinet Claws enable professional-quality cabinet installations for pros and D-I-Y‘ers alike. Both styles offer face frame or frame less cabinet mounting: with accurate fastenerplacement. Features aluminum die-cast claws, plated steel screws, plastic handles and protective clawpads. (Page 28)Style #8900 - E-Z MARK Self-Centering Hinge Bits allow precise, centered drilling of fastener holesfor professional-quality hinge installation. Used in conjunction with Style #9000 E-Z MARK ButtGauges below. (Page 29)Style #9000 - E-Z MARK Hinge Mortise are hinge profile cutters for butt hinge installation. Gaugesmark and cut sharp profiles in doors and jambs. (Page 29)Style #9200 - ADJUSTABLE Square Gauge Sets enable fast accurate layouts of repeat angles for stairstringers, roof framing and other such saw cuts. (Page 30)Style #9300 - ADJUSTABLE Drill Sharpening Jig is made of inexpensive, light-weight aluminum;enables do-it-yourself sharpening of round shank drills up to 1/2” diameter. (Page 30)Style #9600 - PONY Veneer Press Screws are for laminating and deep-reach surface clamping.Aluminum casting houses bushing to fit both 3/4” and 1/2” pipe; thumbscrew handle. (Page 31)Style #9800 - PONY Mounted Clamp Collars are designed to create a wall-mounted or free-standingbase for PONY 3/4” Clamp Fixtures. Available as a set, or as individual components. (Page 31)Style #71000 - JORGENSEN #71243 Universal wood turning lathe for normal spindle turning andface turning. Features heavy aluminum bed, adjustable drill stand and tool rest; works with powereddrills. (Page 31)
 ACCESSORY PRODUCTSStyle #640 - JORGENSEN Edge-Clamp Fixtures, used in conjunction with JOR-GENSEN sliding-head Steel Bar Clamps, apply pressure to edge moldings, T-frames and odd-shaped pieces and to center areas of wide surfaces. (Page 39)Style #3100 - JORGENSEN Clamp Hangers. (Page 39)Style #7400 - Soft, durable plastic pads provide a protective cushion whenclamping wood, plastic and metal surfaces. #7437 JORGENSEN pads fit onto JORGENSEN Style #3600 and Style #3700Steel Bar Clamps. #7456 PONY pads fit onto #50 and #52 PONY Clamp Fixtures and onto JOR-GENSEN Style #3400, #3500, #4000, #6000 and #7200 Bar Clamps (Page 39)Style #9500 - Aluminum Saddles are accessory stands which act as “clamp holders” to create instant workbench surfaces; furnished with mountingscrews. #9537 JORGENSEN Bar Clamp Saddles are for use with JORGENSEN Style#3700 Steel Bar Clamps. #9544 PONY Pipe Saddles are for use with #50 and#56 PONY Clamp Fixtures and with #9622 PONY Veneer Press Screws. (Page 39)Style #31000 - JORGENSEN, PONY and ADJUSTABLE Magnetic Pads for Visescushion and protect workpieces. Pads are made of PVC plastic with magneticstrips or felt-covered wood with full-surface magnetized vinyl. (Page 40)
 jaws
 steel dog
 hardwood handle
 guide bars
 (roller nut with insert)
 swivel base
 jaw faces
 anvil
 forming hornpipe jaws
 lock-downswivel base
 jaw facesanvil
 forming hornpipe jaws
 lock-downguide bar
 swivel
 screw and handle
 bushing
 drillguide
 casting
 claws
 handles
 drillguide
 depth scriber
 cutting edges
 stop
 PROFESSIONAL SWIVEL BENCH VISES
 JORGENSEN Heavy-Duty Swivel BaseBench Vises feature 180° swivel basewith lock-nut, plated replaceable steeljaws for rust resistance and pipe jaws forholding round objects.
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This condensed guide is intended to list and describe the many styles, sizes and features of the products which we manufacture. Please refer to specific pages for complete product information and specifications.
 PLASTIC MITER BOXES
 JORGENSEN Plastic Miter Boxes aredesigned of durable high-impact plasticfor long-lasting use. Recommendedfor light-duty woodworking projects. Style #60000 - #60112 featuresextended front lip design, mountingholes and base openings for woodchips and sawdust; produces 45°, 90°and 45° face miter cuts.#60115 Set includes one 14” backsaw and one #60112 plastic miterbox. (Page 35)
 ALUMINUM MITER BOXES
 JORGENSEN Aluminum Miter Boxes feature die cast designs for lasting use.Crafted, high-quality construction for cutting accuracy.Style #63000 - #63010 Clamp-&-Saw produces fixed-angle 45˚ and 90˚ miters;features material clamps and adjustable saw roller guides. Ideal for pictureframes and decorative moldings. (Page 35)#63134 Handy angle miter box provides easy adjustment to fixed settings formost common cutting angles. Features aluminum back fence and base supports,reinforced wedge plate and durable saw guide. (Page 36)#63145 6-Angle Miter Box provides easy adjustment to fixed settings for mostcommon cutting angles. Accurately designed for the serious home projectenthusiast; features die cast saw guide, cut depth and saw thickness adjust-ments and mounting slots. (Page 35-37)
 PLASTIC / ALUMINUM MITER SAWS
 JORGENSEN Miter Saws are engineered to produce professional quality results.Style #64000#64005 Miter Saws have solid one-piece durable plastic tables with a black finish. Features: 6quick-locking automatic settings at 90°, 45°, 36°, 30°, 22.5°, and 15° angles (right and left).(Page 36)#64034 Miter Saws have solid one-piece durable plastic tables with a black finish. Features: 6quick-locking automatic settings at 90°, 45°, 36°, 30°, 22.5°, and 15° angles (right and left).(Page 36) #64009 Quick Cut Miter Saw cuts miters for home-shops and carpentry use, with optional handsaw use. (Page 36)#64027 Mini-compound miter saw produces precise miters, bevels and compound miters.Features all characteristics of #64016, plus fast, convenient set up for 45˚ bevel cuts. (Page 37)Style #65000 - JORGENSEN Material Hold-Down Clamp for the # 64016 Precision Miter Saw andProfessional Compound Miter Saw #64020 (Page. 37)Style #68000 - Replacement and additional saw blades for JORGENSEN Aluminum Miter Saws;specially designed for cutting various materials. (Page 38)
 base
 back fencelength stop
 material clamp(depth stops)
 adjusting lever
 guide rod
 front lipmounting hole
 base opening material clamp
 fixed saw roller guide
 adjustable saw roller guide
 angle settings
 saw guide
 guide posts
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 PROMOTIONAL ASSORTMENT SETS / DISPLAY ITEMS
 Style #91000 - JORGENSEN/PONY/ADJUSTABLE Clamp Sets feature a vari-ety of “C” clamps, spring clamps, bar clamps and other clamps in assort-ments which include popular features and opening capacities. Useful fora variety of do-it-yourself projects.#91432 - 12-Piece Set contains: 4 each - #1410 and #3201-HT; 2 each - #1420 and #3202-HT. (Page 40)#91435 - 6-Piece Set contains: 2 each - #1410; 2 each - #1420; 2 each - #3201-HT. (Page 40)#91437 - 6-Piece Set contains: 2 each - #1420, #3201-HT, #3202-HT(Page 40)#91439 - 6-Piece Set contains: 2 each - #1410, #1420 and #1430(Page 40)#93410 - 2-Piece Set contains: 2 each - #3410 (Page 18)#93428 - 2-Piece Set contains: 2 each - #3428 (Page 18)
 ADJUSTABLE WRENCHES
 Style 92001- Most popular selling withprecision ground jaws. Page 41
 Style 92001-Professional- Wider beamon handles for comfort and graduatedmarkings for quick adjustments. Page 41
 Style 45800 –Ratcheting- This patentedratcheting wrench makes tightening andloosening fasteners easy. Laminatedconstruction for strength and MADE INUSA to ensure quality. Page 41
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This condensed guide is intended to list and describe the many styles, sizes and features of the products which we manufacture. Please refer to specific pages for complete product information and specifications.
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 PLIERS
 Style 92010- Pony pliers with doubleinjected molded handles for comfort. Theblack nickel finish provides maximum rustresistance. Available in slip joint, tongue& groove, solid joint or miniature styles.Page 46
 Style 45700- Jorgensen steel laminatedpliers are made from high carbon steel.This unique design allows for a more pre-cise teeth pattern than other pliers.These pliers have cushioned grip handlesfor comfort and are MADE IN USA. Page 46
 Style 92011- Pony locking pliers are madefrom alloy steel for strength. They areeasily adjusted with a turn of the adjust-ment screw. The brightly plated finish pro-vides maximum rust resistance. Page 47
 Style 45600- Pony laminated locking pliersare made from high carbon steel. Thelaminated design ensures strength anddurability. The laminated design alsoallows for a more precise teeth patternthan other pliers. These pliers have avinyl grip handle for comfort and areMADE IN USA. Page 47
 Style 45700-EZ Lock Professional-self siz-ing locking pliers. These patented lockingpliers require no screw adjustments forsizing. They are made from high carbonlaminations for strength and durability.Page 47
 SCREWDRIVERSThese professional screw-drivers have an ergonomicallydesigned handle for comfort.The TP/TPR handles have asoft grip feel and providemaximum protection againstoil and solvents in the shop.The chrome vanadium bladesare hardened and temperedfor strength and durability.The magnetized tips allowease of use when starting afastener or picking updropped items from tightspaces.
 Style 92022- Pony economy screw-drivers are designed for the valueconscious shopper. The handles aremade from PVC and have a medi-um carbon steel blade. Page 48
 Style 92022- Pony Heavy-Dutyscrewdrivers are designed for thehomeowner or professional user.The blades are magnetized for pick-ing up items from tight spaces. Theblades are heat-treated fromchrome vanadium steel. Page 48
 Style 92022- Pony ProfessionalScrewdrivers have a celluloseacetate handle to resist againstharmful oils and chemicals. Thechrome vanadium blades are heattreated for superior rust resistance.
 COMBINATION WRENCHES
 Style 92004- Most popular combinationwrenches with chamfered tips for ease ofuse. Available in a full selection of indi-viduals and sets. Page 42
 Style 92004- Professional four point con-tact for maximum contact with fasteners.High polished for great look and ease ofcleaning. These wrenches are slightlylonger than most wrenches for additionaltorque. The chrome vanadium steelensures strength and performance.Available in both individuals and sets.Page 43
 Style 92004-Jumbo wrenches for theindustrial users. These wrenches aremade from chrome vanadium steelstrength and durability. Page 43
 SOCKET SETSStyle 92007- Sets are available in 3/8”and 1/2” drive sizes for the homeowneror professional. The 3/4” drive size setsare designed for the industrial users.Pages 44 – 45.
 PIPE WRENCHES
 Style 92001- Ductile iron handleswith precision ground jaws and abaked enamel finish. Available in afull selection of sizes. Page 42
 Style 92001- Aluminum handles forthe professional. Precision groundjaws and a baked enamel finish.Available up to 48” in length.Page 42
 CUTTING TOOLS & TAPE MEASURES
 Style 92039- Pony Bolt Cutters withdrop-forged heads and tubular steelhandles Pg 51
 Style 92030- Tin Snips with precisionground jaws and colored vinyl grips. Pg 48
 Style 92033- Pony utility knives andreplacement blades. Pg 47
 Style 92043- Jorgensen Professionalutility knife with quick release bladechange and ergonomic design. Pg 47
 Style No 92043- These tape measureshave 1/8” markings along the blade tomake measuring quick and easy. Thecases are made from high impact ABSplastic and they come in a range ofcolors and sizes. These tapes meet allgovernment specifications for measure-ment and accuracy. Page 50
 Style No 92043- This professional tapemeasure has a contoured shape andrubber coated covering for comfort.The case is made from a high impactABS plastic and thumb blade lock elim-inates accidental releases. The bladehas 1/8” markings along the blade tomake measuring quick and easy. Thistape meets all government specifica-tions for measurement and accuracy.Page 50
 STRIKING TOOLS & BARS Style 92060- These Framing hammers are themost universally used hammers in the market. Theheads are heat-treated and tempered from alloysteel for durability. They are available in a variety ofhead weights and handle styles. Pg 50
 Style 92600- These Professional Framing ham-mers have a more generous striking surface thanother hammers. The heads are heat-treated andtempered from alloy steel for strength and durabili-ty. They are available in a variety of head weightsand handle styles. Pg 51
 Style 92061- These Ball Peen hammers are con-centrically ground and polished on both the balland peen. The heads are heat-treated and tem-pered from alloy steel for strength and durability.They are available in a variety of head weights andhandle styles. Page 51
 Style 92062- These Cross Peen hammers aredesigned for bending and shaping materials. Theheads are heat-treated and tempered from alloysteel for strength and durability. They are availablein a variety of head weights and handle stylesThese hammer are designed to be used withunhardened materials. Page 51
 Style 92602- These Drilling hammers have a moregenerous striking surface than other hammers.The heads are heat-treated and tempered fromalloy steel for strength and durability. They areavailable in a variety of head weights and handlestyles. These hammers are designed to be usedwith hardened materials. Page 52
 Style 92061- Rubber Mallets Page 52
 Style 92062-Chipping Hammer Page 52
 Style 92062- Brick Hammer Page 52
 Style 92062-Builders Hammer/Hatchet Page 52
 Style 92065- Pony Sledge Hammers are dropforged and have chamfered striking surfaces toreduce chipping. These sledge hammers are avail-able with hickory or fiberglass handles. Pg 53
 Style 92064- Pony has a full selection of WreckingBars, Nail Pullers, and Pry Bars for the professionalor homeowner. PG 54
 Style 92064- Pony has a full selection of Aligning,Pinch Point, Digging, and Stripping Bars for theprofessional user. Pg 54
 MISCELLANEOUS HAND TOOLS Style 92007- Pony Hex Key set made fromchrome vanadium steel. Hardened and tem-pered for strength and durability. Pg 55
 Style 92029- Pony Heavy-Duty Riveter kit withcast alloy body for durability. The kit has aplastic storage case and 100 assorted rivets.Pg 55
 Style 92034- Pony Hacksaw with adjustableframe from 8”-12”. Pg 55
 Style 92029- Pony Bi-Metal Hacksaw withtubular steel frame. This saw has blade adjust-ments from 45° to 90°, will work as a closequarter saw when needed. Pg 55
 Style 92039- Pony PVC Pipe & Hose Cutterwith ratcheting handle action. This cutter willhandle pipe or hose up to 1-1/4”. Pg 55
 Style 92039- Pony Wire Brushes with hard-wood handles and tempered steel wires. Pg 56
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STOCK JAW LENGTH, MAX. OPENING REACH, MIDDLENUMBER OVERALL BETWEEN JAWS SPINDLE TO JAW
 5/0 4” 2” 2”4/0 5” 2-1/2” 2-1/2”3/0 6” 3” 3”2/0 7” 3-1/2” 3-1/2”0 8” 4-1/2” 4”1 10” 6” 5”2 12” 8-1/2” 6”3 14” 10” 7”4 16” 12” 8”5 18” 14” 9”6 20” 14” 10”7 24” 17” 12”
 Handscrews
 10
 JORGENSEN Handscrews hold tightly over broad areas, providing greater reach and a wider distribution of pressurethan other clamps. The angle between the jaws can beadjusted to fit the work. The jaws hold odd shapes easily,are capable of overlapping, and provide protection againstmarring of finished surfaces. The versatility of JORGENSENHandscrews also allows for specific, concentrated clampingpressure where required. JORGENSEN Handscrews are fastand easy to apply and remove.Jaws - seasoned hard maple, selected straight grain; properly oiled andindividually inspected, finished and tested.Spindles and nuts - cold-drawn steel with special double-lead threads;machined for quick adjustment, strength and durability. Handles - seasoned hardwood; designed for comfort and assembled withheavy-duty steel ferrules.
 Style “J” Adjustable Handscrews
 Style “J” Handscrew Kits
 ADJUSTABLE Do-It-Yourself Handscrew Kits are intended forwoodworkers who want to make their own jaws. Spindles - steel (two: 1 short “end” spindle and 1 long “middle” spindle).Handles - hardwood (two; with ferrules and rivets).Nuts - steel (four: 2 left-hand nuts and 2 right-hand nuts).
 STOCK NUMBERS (Jaw Length): J-04(4”); J-06(6”); J-08(8”); J-10(10”); J-12(12”); J-14(14”); J-16(16”).
 Style No. 9900Adaptor Tips for Handscrews
 #9963 Adaptor Tips for Miter Clamping - This patenteddesign converts JORGENSEN Handscrews into miterclamp. They install easily onto #0 and #1 JORGENSENHandscrews and will securely clamp miter or butt jointsusing hand pressure only.
 Brackets - (2) hardened steel; black enamel finish.Adaptor pins - (2) stainless steel; rust-resistant.Wood screws (4) for mounting - also included.
 Style “J” Handscrews
 Style “J” KitsStock No. 9963
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Clamp Fixtures
 11
 Style No. 50Clamp Fixture for 3/4" black pipe
 America’s most popular, most widely-used clamp fixturedesign, the #50 is ideal for metalworking, woodworkingand frame assembly...in applications that range from do-it-yourself to industrial production. Mounts on anylength 3/4” black pipe with both ends threaded (pipe notfurnished).
 Castings - malleable and/or ductile iron; powder coated orange andblack baked-enamel finish.Screw - 5/8” diameter steel with special, smoothly cut Acme threads;hardened steel thrust bearing in sliding head prevents wear at point ofscrew; crank-type handle.Multiple-Disc-Clutches - plated hardened steel; 4 pieces per set.Clamping faces - approximately 1-3/4” square.Coil-spring “stop” - one is included with each clamp fixture
 A PONY Clamp Fixture is one of the handiest tools in any shop. One set of PONY Clamp Fixtures can be used to make any number of different length bar clamps simply by using the fixtures on different lengths of pipe. Heavy-duty black pipe is recommended. No tools are required for assembly. Simply screw the head assembly onto the pipe threads at one end. Slide the tail-stop onto the pipe at the other end. Then apply the coil-spring stop to the pipe threads at the tail-stop end of the pipe to prevent the tail-stop from sliding off the pipe during adjustment away from the work being clamped.
 PONY Clamp Fixtures are interchangeable from one pipe length to another, so one set can serve several needs. (NOTE: Make sure that pipe lengths are at least 7” longer than work to be clamped.) PONY Clamp Fixtures feature the original Multiple-Disc-Clutch design which allows a secure hold at any point along the pipe; no slipping, no pipe crush-ing...just instant adjustment either toward or away from the work being held. The extended clutch discs are accessible above and below the pipe for easy release. PONY Clamp Fixtures are designed for long life. However, if clutchdiscs become worn, remove the set from casting, reverse or invert the set to create a new leading edge, then re-insert the clutch discs into the casting. See pages 11-12.
 Style No. 52Clamp Fixture for 1/2" black pipe
 Popular and widely-used, the #52 is smaller, lighter andless expensive than the #50 PONY Clamp Fixture. The #52is ideal for do-it-yourself projects and light industri-al/commercial applications. Mounts on any length 1/2”black pipe with both ends threaded (pipe not furnished).
 Castings - malleable and/or ductile iron; powder coated orange finish.Screw - 1/2” diameter steel with special, smoothly cut Acme threads;steel sliding-pin handle.Multiple-Disc-Clutches - plated hardened steel; 3 pieces per set.Clamping faces - approximately 1-1/2” square.Coil-spring “stop” - one is included with each clamp fixture.
 *
 *
 Style No. 50
 Style No. 52
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Clamp Fixtures
 12
 Style No. 53Clamp Fixture for 1/2" black pipe
 This double pipe design prevents thin stock from bucklingduring edge gluing. The work to be clamped is placedbetween the two pipe lengths, which are then turned tosupport the work “above” and “below” as clamping loadis applied. The #53 mounts on two 1/2” black pipes (anylength) with both ends threaded (pipe not furnished).(NOTE: One pipe should be cut 3” longer than the otherto facilitate opening the clamp to apply it across work.)
 Castings - malleable and/or ductile iron; powder coated orange andblack baked-enamel finish.Screw - 5/8” diameter steel with special, smoothly cut Acme threads;hardened steel thrust bearing in sliding head prevents wear at pointof screw; crank-type handle.Multiple-Disc-Clutches - plated hardened steel; 2 sets of 3 discseach.Clamping faces - approximately 2-1/4” wide; distance between barsis 3-1/4”.Coil-spring “stops” - two are included with each clamp fixture.
 Style No. 56Clamp Fixture for 3/4" black pipe
 All moveable parts are in one head. All adjustments aremade from one end. Ideal for countertops, cabinets,inside “tight quarters” work and a variety of other appli-cations, the #56 is a 2-1/2” deep-reach design. The headscan also be reversed to “spread” work. Mounts on anylength 3/4” black pipe with both ends threaded (pipe notfurnished).
 Castings - malleable and/or ductile iron; powder coated orange andblack baked-enamel finish.Screw - 5/8” diameter steel with special, smoothly cut Acme threads;wing-nut handle.Multiple-Disc-Clutches - plated hardened steel; 4 pieces per set.Swivel - 1-1/4” diameter (#1046); exclusive JORGENSEN design, withsteel internal lockwashers for positive “stay-on” power.Coil-spring “stop” - one is included with each clamp fixture.
 Style No. 53
 Style No. 56
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“C” Clamps
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 Style No. 100 “Carriage” Clamps
 Most universally-used general-purpose “C” clamps for reg-ular-duty industrial service. Frames are liberally proportionedand heat-treated for maximum strength. Longer frame hubsand special, square-thread screws assure durability.Frame - heat-treated, perlitic and/or ductile iron; ribbed to resist sidestrain.Anvil - machine-ground; extra-wide.Screw - cold-drawn steel with special, smoothly cut Acme threads;steel sliding-pin handle.Swivel - exclusive JORGENSEN design with steel internal tooth wash-ers for positive “stay-on” power.
 STOCK OPENING DEPTH OF SCREW NORMAL NUMBER MAX. MIN. THROAT DIAMETER LOADLIMIT
 102 2-1/2” 0 1-3/4” 9/16” 1,400 lbs.103 3” 0 1-7/8” 9/16” 1,800 lbs.104 4” 0 2-1/8” 5/8” 2,400 lbs.105 5” 0 2-1/2” 5/8” 2,400 lbs.106 6” 0 2-3/4” 5/8” 2,400 lbs.108 8” 0 3-1/4” 3/4” 2,400 lbs.110 10” 1-1/2” 3-5/8” 13/16” 2,400 lbs.112 12” 3-7/16” 3-5/8” 13/16” 2,400 lbs.112-X 12” 3-7/16” 6” 13/16” 3,000 lbs.
 All JORGENSEN, PONY and ADJUSTABLE “C” Clamps have frames and material weight properly designed for greatest possi-ble strength. JORGENSEN, PONY and ADJUSTABLE “C” Clamps are furnished with carefully machined, full-diameter screwsfor proven, durable threads. Most JORGENSEN “C” Clamps feature our exclusive JORGENSEN steel swivels. See pages 13-17.
 Style No. 120 “Body” Clamps
 Deep throat, general-purpose “C” clamps for regular-dutyindustrial service. High strength-to-weight ratio. Unique,rounded frame design allows clearance at top, back andbottom of work being held. Longer frame hubs and spe-cial, square-thread screws assure durability. Frame - deep throat, heat-treated, pearlitic and/or ductile iron; ribbedto resist side strain; black baked-enamel finish.Anvil - machine-ground; extra-wide.Screw - cold-drawn steel with special, smoothly cut Acme threads;steel sliding-pin handle.Swivel - exclusive JORGENSEN design with steel internal tooth wash-ers for positive “stay-on” power.
 Style 120 is available with copper plated screws, handlesand swivels. They provide protection against weld spatter.Request individual stock numbers by adding –CP. Style 120 is also available with shields over the screwswhich provide protection against weld spatter, accidentalcontact with welding device or hammer blows. Requestindividual stock numbers by adding –S. Note, openingcapacities are a 1/4” less due to shields.
 STOCK OPEN. CAPACITY DEPTH OF EXTREME DIAMETER NORMALNUMBER MAX. MIN. THROAT DEPTH OF SCREW LOAD LIMIT
 122 2” 0 2” 2-3/8” 9/16” 2,500 lbs.123 3” 0 2-1/4” 2-3/4” 9/16” 4,000 lbs.124 4” 0 2-1/2” 3-1/8” 5/8” 4,000 lbs.125 5” 0 3” 3-5/8” 5/8” 4,000 lbs.126 6” 0 3-1/4” 3-7/8” 5/8” 4,000 lbs.128 8” 0 3-3/4” 4-1/2” 3/4” 4,000 lbs.130 10” 2” 4” 4-3/4” 13/16” 5,000 lbs.132 12” 4” 4-1/4” 5” 13/16” 6,000 lbs.
 Style No. 100
 Style No. 120
 Style No. 120 Copper Plated Style No. 120 Shielded
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“C” Clamps
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 Style No. 170 “C” Clamps
 Extra-deep throat “C” clamps for deep reach, regular-dutyindustrial service. Unique, rounded frame design allowsclearance at top, back and bottom of work being held.Frame - extra-deep throat, malleable and/or ductile iron; ribbed toresist side strain.Anvil - machine-ground; extra-wide.Screw - 5/8” diameter; full-length, cold-drawn steel with special,smoothly cut Acme threads; steel sliding-pin handle.Swivel - 1-1/4” diameter (#1046); exclusive JORGENSEN design withsteel internal tooth washers for positive “stay-on” power.
 STOCK OPEN. CAPACITY DEPTH OF EXTREME NORMALNUMBER MAX. MIN. THROAT DEPTH LOAD LIMIT
 174 4” 0 4” 4-7/8” 2,200 lbs.175 5” 0 5” 6” 1,600 lbs.176 6” 0 6” 7-1/8” 1,600 lbs.
 Small, light-weight “C” clamps designed and manufac-tured for very-light-duty industrial service. Complete vari-ety of frame designs and handle types. Full-closing screwsin all sizes. Frame - heat-treated, pearlitic and/or ductile iron; ribbed to resist sidestrain; bright plated finish.Anvil - machine-ground.Screw - full-length; bright plated steel; smoothly rolled threads.Handle - choice of sliding-pin, thumbscrew (-O) or knurled (-X).Swivel - bright plated steel; securely fastened to screw; revolves freely.
 STOCK MAXIMUM EXTREME DIAMETER TYPE OF NORMALNUMBER OPENING DEPTH OF SCREW HANDLE LOAD LIMIT
 227-X 5/8” 7/8” (No.12) KNURLED 1,000 lbs.230-O 1-1/4” 1-3/8” 5/16” THUMBSCREW 1,000 lbs.230-X 1-1/4” 1-3/8” 5/16” KNURLED 1,000 lbs.231 1” 1-1/8” 1/4” SLIDING PIN 900 lbs.231-O 1” 1-1/8” 1/4” THUMBSCREW 900 lbs. 232 2” 1” 5/16” SLIDING PIN 1,000 lbs.232-X 2” 1” 5/16” KNURLED 1,000 lbs.233 1-1/2” 1-1/2” 5/16” SLIDING PIN 800 lbs.233-O 1-1/2” 1-1/2” 5/16” THUMBSCREW 800 lbs.233-X 1-1/2” 1-1/2” 5/16” KNURLED 800 lbs.236-O 1” 3-1/2” 1/4” THUMBSCREW 300 lbs.237 1-1/2” 3-1/2” 5/16” SLIDING PIN 300 lbs.237-O 1-1/2” 3-1/2” 5/16” THUMBSCREW 300 lbs.237-X 1-1/2” 3-1/2” 5/16” KNURLED 300 lbs.242 2-1/2” 1-3/8” 3/8” SLIDING PIN 1000 lbs.242-O 2-1/2” 1-3/8” 3/8” THUMBSCREW 1000 lbs.243 3” 1-3/8” 3/8” SLIDING PIN 1800 lbs.244 2-1/2” 2-1/2” 3/8” SLIDING PIN 1600 lbs.244-O 2-1/2” 2-1/2” 3/8” THUMBSCREW 1600 lbs.245 2-1/2” 4-3/4” 3/8” SLIDING PIN 1200 lbs.245-O 2-1/2” 4-3/4” 3/8” THUMBSCREW 1200 lbs.246 2-1/2” 6-1/4” 3/8” SLIDING PIN 1200 lbs.246-O 2-1/2” 6-1/4” 3/8” THUMBSCREW 1200 lbs.252 1-1/2” 2” 5/16” SLIDING PIN 400 lbs.252-O 1-1/2” 2” 5/16” THUMBSCREW 400 lbs.252-X 1-1/2” 2” 5/16” KNURLED 400 lbs.
 Style No. 200 “C” Clamp
 Style No. 170
 Style No. 200
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“C” Clamps
 Style No. 800Machinists’ Clamp
 Heavy, medium-duty design with pearlitic and/or ductileiron frames and large 13/16” diameter screws for indus-trial service. Widely used by machinists and in heavystructural work and steel plate assembly. Extra-largeanvils are machined flat to assure secure grip. Longerframe hubs and special, square-thread screws assure durability. 1Style 800 is also available with shields over the screwswhich provide protection against weld spatter, accidentalcontact with welding device or hammer blows. Requestindividual stock numbers by adding –S. Note, openingcapacities are a 1/4” less due to shields.Frame - heat-treated, pearlitic and/or ductile iron with black baked-enamel finish.Anvil - machine-ground; extra-wide.Screw - 13/16” diameter cold-drawn steel with special, smoothly cutAcme threads; steel sliding-pin handle.Swivel - 1-3/8” diameter (#1048); exclusive JORGENSEN design withsteel internal tooth washers for positive “stay-on” power.
 STOCK OPEN. CAPACITY. DEPTH OF NORMALNUMBER MAX MIN. THROAT LOAD LIMIT
 802 2” 0 2-1/2” 7,200 lbs.803 3” 0 2-1/2” 7,200 lbs.804 4” 0 2-1/2” 7,200 lbs.805 5” 0 2-1/2” 7,200 lbs.806 6” 0 2-1/2” 7,200 lbs.808 8” 0 2-1/2” 7,200 lbs.810 10” 2” 2-1/2” 7,200 lbs.812 12” 4” 2-1/2” 7,200 lbs.
 Style No. 820Machinists’ Clamps
 Heavy, deep throat, medium-duty design with pearliticiron frames and large, 13/16” diameter screws for indus-trial service. Widely used by machinists for deep-reachheavy structural work and steel plate assembly. Unique,rounded frame design allows clearance at top, back andbottom of work being held. Extra-large anvils aremachined flat to assure secure grip. Longer frame hubsand special square-thread screws assure durability. Style 820 is also available with shields over the screwswhich provide protection against weld spatter, accidentalcontact with welding device or hammer blows. Requestindividual stock numbers by adding –S. Note, openingcapacities are a 1/4” less due to shields.
 STOCK OPEN. CAPACITY DEPTH OF EXTREME NORMALNUMBER MAX. MIN. THROAT DEPTH LOAD LIMIT
 824 4-1/4” 0 3-7/8” 4-11/16” 5,000 lbs.826 6-1/4” 0 4-1/4” 5-1/8” 5,000 lbs.828 8” 0 4-7/16” 5-1/4” 5,000 lbs.
 15
 Style No. 800
 Style No. 800 Shielded
 Style No. 820
 Style No. 820 Shielded
 Frame - deep throat, heat-treated, pearlitic and/or ductile iron -ribbed to resist side strain; black baked-enamel finish.Anvil - machine-ground; extra-wide.Screw - 13/16” diameter; full-length, cold-drawn steel with special,smoothly cut Acme threads; steel sliding-pin handle.Swivel - 1-3/8” diameter (#1048); exclusive JORGENSEN design withsteel internal tooth washers for positive “stay-on” power.
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“C” Clamps
 Style No. 1400“C” Clamps
 #1491 3-Piece Set - Contains one each of the following “C” clamps:#1410, #1420, #1430. Features are identical to the precedingADJUSTABLE Style No. 1400 “C” clamps.
 STOCK FRAME NORMAL NUMBER OPENING x DEPTH LOAD LIMIT
 1410 1” x 1” 400 lbs.1413 1” x 3” 400 lbs.1415 1-1/2” x 1-1/2” 400 lbs.1420 2” x 1” 400 lbs.1422 2-1/2” x 1-3/8” 600 lbs.1423 2” x 3-1/2” 400 lbs.1425 2-1/2” x 2-1/2” 600 lbs.1430 3” x 2” 800 lbs.1434 3” x 4-1/2” 500 lbs.1440 4” x 3” 1200 lbs.1450 5” x 3-1/4” 1200 lbs.1460 6” x 3-1/2” 1200 lbs.1480 8” x 4” 1200 lbs.
 16
 Style No. 2600“C” Clamps This line of Pony “C” Clamps is an imported product manu-factured in Pony’s exclusive factory under strict guidelines thatprovides quality at an affordable price. Smoothly cut acmethreads are protected with a bright plated finish. Ductile castiron frames are powder-coated bright Pony orange for highvisibility and lasting protection.
 STOCK FRAME NORMAL NUMBER OPENING x DEPTH LOAD LIMIT
 2610 1” x 1” 400 lbs.2615 1-1/2” x 1-1/2” 400 lbs.2620 2” x 1” 400 lbs.2622 2-1/2” x 1-3/8” 600 lbs.2625 2-1/2” x 2-1/2” 600 lbs.2630 3” x 2” 800 lbs.2640 4” x 3” 1200 lbs.2650 5” x 3-1/4” 1200 lbs.2660 6” x 3-1/2” 1200 lbs.2680 8” x 4” 1200 lbs.
 America’s most popular and complete line of light-duty“C” clamps. Preferred for most do-it-yourself and house-hold clamping. This line features a complete variety offrame designs with full-closing screws in all sizes.Frame - ductile and/or malleable iron; bright plated finish on frames#1410 through #1434. Anvil - machine-ground. Screw - cold-drawnsteel with special, smoothly “rolled” threads (U.S.S. on #1410 - #1434;Acme on #1440 - #1480); steel sliding-pin handle.. Swivel - brightplated steel; securely fastened to screw; revolves freely.
 Style No. 33003-Way Edging ClampPopular, light-duty #3325 is widely used to repair molding,decorative trim, countertop edging and veneer strips. Frame - heat-treated, pearlitic and/or ductile iron; ribbed to resist sidestrain; bright plated finish.Screws - 3/8” diameter; bright plated finish;(2) steel sliding-pin handles, (1) steel thumbscrew handle.Swivels -bright plated steel; securely fastened to screw; revolve freely. Openingcapacity - 2-1/2” x 2-1/2”.Normal load limit - 800 lbs.
 Style No. 1400
 Style No. 1400
 Style No. 2600
 Style No. 3325
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“C” Clamps
 Style No. 8100Heavy-duty design with drop-forged Carbon Steel frames and largediameter screws Steel sliding-pin handles feature unique, square-headscrews which allow wrench tightening.Frame - heat-treated drop-forged Carbon Steel. Anvil - extra-large;broached for flatness. Screw - heat-treated steel with smoothly rolled or cutthreads and square heads; steel sliding-pin handle. Swivel - turned steel,ball-and-socket type.
 STOCK OPEN. CAPACITY DEPTH OF DIAMETER TEST LOADNUMBER MAX. MIN. THROAT OF SCREW (MINIMUM)
 8103 3” 0 1-3/4” 5/8” 8,750 lbs.8104 4” 0 2” 3/4” 10,000 lbs.8106 6” 2” 2-1/4” 3/4” 11,250 lbs.8108 8” 4” 2-1/4” 3/4” 12,500 lbs.8110 10” 6” 2-3/8” 3/4” 13,750 lbs.8112 12” 8” 2-5/8” 7/8” 15,000 lbs.8115 15” 10” 2-3/4” 7/8” 16,250 lbs.8118 18” 13” 2-7/8” 7/8” 17,500 lbs.
 Style No. 8200Extreme heavy-duty design with massive drop-forged Carbon Steelframes and largest diameter screws. The strongest “C” clamps avail-able. Furnished only with hardened blunt-end screws, featuring squarehead for wrench tightening. Frame - heat-treated drop-forged Carbon Steel. Anvil - extra-large;broached for flatness. Screw - heat-treated steel with extra-large diame-ters, smoothly rolled or cut threads; hardened blunt-end and square head.
 Regular-duty design with drop-forged Carbon Steel frames forgeneral-purpose industrial service. Frame - heat-treated, drop-forged Carbon Steel. Anvil - extra-large;broached for flatness. Screw - heat-treated steel; smoothly “rolled” threads; steelsliding-pin handle. Swivel - turned steel; ball-and-socket type.
 STOCK OPEN. CAPACITY DEPTH OF DIAMETER TEST LOAD NUMBER MAX MIN. THROAT OF SCREW (MINIMUM)
 401-1/2 1-1/2” 0 1-3/8” 3/8” 1,400 lbs.402 2” 0 2” 1/2” 3,300 lbs.403 3” 0 2-3/8” 1/2” 3,500 lbs.404 4” 0 2-3/4” 3/4” 4,100 lbs.406 6” 0 3-5/8” 3/4” 5,400 lbs.408 8” 0 4-1/2” 3/4” 5,900 lbs.410 10” 3 5-3/8” 3/4” 6,200 lbs.412 12” 4 5-3/4” 7/8” 9,300 lbs.
 Style No. 400
 STOCK OPEN. CAPACITY DEPTH OF DIAMETER TEST LOADNUMBER MAX. MIN. THROAT OF SCREW (MINIMUM)
 8201 1-5/16” 0 15/16” 7/16” 5,600 lbs.8202 2-3/8” *1/2” 1-9/16” 3/4” 12,500 lbs.8203 3-5/16” *5/8” 2” 7/8” 16,250 lbs.8204 4-5/8” *1” 2-7/16” 1” 20,000 lbs.8206 6-5/8” *2-1/2” 3-1/4” 1-1/8” 27,500 lbs.8208 8-1/4” *2-1/4” 3” 1-1/4” 31,250 lbs.8210 10-3/8” *4-1/4” 3-1/8” 1-1/4” 35,000 lbs.8212 12-1/2” *6-3/8” 3-1/2” 1-1/4” 40,000 lbs.
 * Full Length Screw available for additional charge
 Style No. 8400 Square Throat Regular-duty, extra-deep throat design with drop-forgedCarbon Steel frames.Frame - heat-treated drop-forged Carbon Steel. Anvil - extra-large;broached for flatness. Screw - heat-treated steel with smoothly rolled orcut threads; steel sliding-pin handle. Swivel - turned-steel, ball-and-sock-et type.
 STOCK OPEN. CAPACITY DEPTH OF DIAMETER TEST LOADNUMBER MAX. MIN. THROAT OF SCREW (MINIMUM)
 8404 4” 0 4-1/2” 3/4” 4,100 lbs.8406 6” 0 6-1/2” 3/4” 5,400 lbs.8408 8” 0 8-1/2” 3/4” 5,900 lbs.
 17
 Style No. 400
 Style No. 8100
 Style No. 8200
 Style No. 8400
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#93410 - 2-Piece Set (2-#3410 - 10” bar/spreader clamps).#93428 - 2-Piece Set (2-#3428 - 28” bar/spreader clamps).
 Bar Clamps
 18
 JORGENSEN Bar Clamps are manufactured in a variety of styles and sizes to perform a variety of functions. Each is com-pletely assembled in our factory and shipped ready to use. Traditionally associated with long-length clamping, shorter JORGENSEN Bar Clamps now are used to replace “C” clamps in many applications because they are faster to open andclose. JORGENSEN Bar Clamps are available with opening capacities from 4” to 96”, and with “reach” dimensionsfrom 1 3/8” to 9”.
 Most JORGENSEN Steel Bar Clamps feature our hardened steel clutch discs that allow secure holding at any pointalong a bar, with instant adjustment either toward or away from the work being held. Extended clutch discs areaccessible above and below the bar for easy release. JORGENSEN Bar Clamps are designed for long life. However,to replace a set of worn clutch discs: (1) Remove the set from its “casting”; (2) Reverse or invert the set to create anew leading edge; (3) Re-insert the set in its casting. Low-cost sets of new clutch discs are available. See pages 18-23.
 Style No. 3400EE--ZZ HHOOLLDD™™ II Bar/Spreader ClampsThese JORGENSEN bar clamps combine the speed and ease of sin-gle-handed use. With a 2-3/8” reach and furnished with soft,durable plastic pads, the E-Z HOLD II design allows the clamp tobe used in two ways – clamp or spreader. The unique in-lineadvancing handle provides comfort and ease of use; permitsgreater travel per squeeze. As a “standard,” quick-acting, one-handed clamp, the patented, innovative sliding head maintainssubstantially higher clamping forces.
 Bar - 1/4” x 3/4” plated, round-edge, high-carbon steel.Advancing handle - glass-filled nylon.
 #3406 MINI E-Z HOLD II is a light-duty hobbyist bar and spread-er clamp. Throat depth of 1-3/8” from bar to top of pad.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 3406 6” —3410 10” 300 lbs.3416 16” 300 lbs.3422 22” 300 lbs.3428 28” 300 lbs.3436 36” 300 lbs.3440 40” 300 lbs.3454 54” 300 lbs.
 CLAMPING
 STOCK MAXIMUM OPENINGNUMBER CAPACITY
 33406 6”33412 12”33418 18”33424 24”33436 36”
 33426 2pc Set (6” bar clamps)
 Style No. 33000Jorgensen ISD 3 Expandable Bar ClampsThe new ISD 3 bar clamps offer increased clamping pressure overour already superior ISD bar clamp. The new Expandable featureallows for 2 clamps to be combined into one single clamp. The feature allows the user to add an additional 6” of clamping lengthto their bar clamps when combined. These bar clamps also featurea quick release mechanism for easy changes to the expandable orreversible position. The ISD bar clamps still feature “dual durome-ter” handles and are a truly “woodworking capable” clamp.
 Style No. 33000
 Style No. 33000
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Bar Clamps
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 These are ideal for all types of light-duty clamping and is a work-horse for its size and design. Used in hobby-craft, light-dutywoodworking, home-shop and do-it-yourself projects. Protectivepads made of thick, durable plastic. Clamps rest parallel on worksurface for ease of work placement and adjustment.Reach – 2” from edge of the bar to center-line of screw.Bar – 5/8” x 3/16” plated, round-edge, high carbon steel.Castings – malleable and/or ductile iron; powder coated orange finish.Screw – 5/16" diameter cold-drawn steel with special, smoothly cut ACMEthreads; handle – varnished hardwood with plated steel ferrule.Clutch discs – hardened, plated steel; two clutch discs and one clutch springconstitute the Multiple-Disc-Clutch for Style 3700-LD.Swivel – 3/4” diameter; plated steel; ball-and-socket type.
 Style No. 3700-LD Light-Duty Steel Bar Clamps
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 3606 6” 600 lbs.3612 12” 600 lbs.3618 18” 600 lbs.3624 24” 600 lbs.3630 30” 600 lbs.3636 36” 600 lbs.
 Style No. 3600 EE--ZZ HHOOLLDD™™Steel Bar ClampsCombines the advantages and features of the Style No. 3700 (seebelow) with the speed and ease of single-handed clamping.Patented, light-weight E-Z HOLDTM design allows one-handedclosing and clamping, permitting precise work alignment by thefree hand. Final tightening pressure, if needed, is applied usingthe wooden handle. #3637 E-Z HOLDTM Adaptor Kit - Converts any existing JOR-GENSEN Style No. 3700 Steel Bar Clamp into an E-Z HOLDSteel Bar Clamp.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 3704-LD 4” 300 lbs.3706-LD 6” 300 lbs.3708-LD 8” 300 lbs.3712-LD 12” 300 lbs.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 3524 24” 1600 lbs.3536 36” 1600 lbs.3548 48” 1600 lbs.3560 60” 1600 lbs.3572 72” 1600 lbs.
 Style No. 3500Aluminum Bar ClampsAn excellent strength-to-weight ratio makes these strong, light-weight aluminum bar clamps perfect for both commercial anddo-it-yourself applications. Anodized aluminum bars are rust-resistant and conveniently notched at one-inch increments toallow easy pre-positioning of the tail-stops. Rectangular designmakes for a stable clamping surface for edge gluing. Clamping faces - approximately 1-5/8” square. Bar - 1-5/16” x 13/16”extruded aluminum, U-shaped channel, anodized and notched on 1” cen-ters. Castings - light-weight aluminum alloy and malleable and/or ductileiron; powder coated orange finish. Screw - 1/2” diameter smoothly cutAcme threads; steel sliding-pin handle. Tail-stop - trigger-spring type.Style 3500 also available with deep reach jaws. Jaws are 3-3/4” heightand 1-3/4” width. Load limit is 1,000 lbs. Request individual stock num-bers by adding –DR.
 Steel insert forgreater strength
 Style No. 3500
 Style No. 3500 Deep Reach
 Style No. 3600
 Style No. 3700-LD
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Bar Clamps
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 These are made for all types of heavy-duty clamping. Used bycabinet-makers, woodworkers, metalworkers or for home-shop and do-it-yourself projects. Protective pads made of thick,durable plastic. Clamps rest parallel on work surface for easeof work placement and adjustment.Reach – 3” from edge of the bar to center-line of screw.Bar – 1” x 5/16” plated, round-edge, high carbon steel.Castings – malleable and/or ductile iron; powder coated orange finish.Screw – 1/2" diameter cold-drawn steel with special, smoothly cut ACMEthreads; handle – varnished hardwood with plated steel ferrule.Clutch discs – hardened, plated steel; three clutch discs and one clutchspring constitute the Multiple-Disc-Clutch.Swivel – 1-3/16” diameter; exclusive JORGENSEN design with steel inter-nal tooth washer for positive “stay-on” power.
 STOCK MAXIMUM OPENING NORMAL NUMBER CAPACITY LOAD LIMIT
 3706-HD 6” 1,000 lbs.3712-HD 12” 1,000 lbs.3718-HD 18” 1,000 lbs.3724-HD 24” 1,000 lbs.3730-HD 30” 1,000 lbs.3736-HD 36” 1,000 lbs.
 Style No. 3700-HD Heavy-Duty Steel Bar Clamp
 Style No. 38000Gear ClampsThis bar clamps has a distinctive “power bar” for rapid action. Theclamp can be easily manipulated for quick adjustments. The barclamps has a handy button to quick;y release the clamp. The 3”throat depth will handle almost all of your woodworking needs.
 Reach – 3”Bar – 1/4” x 3/4”
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 38004 4” 600 lbs.38008 8” 600 lbs.38012 12” 600 lbs.
 These are our most popular medium-duty steel bar clamps - used byhomecrafters, cabinet-makers, woodworkers and metalworkers. StyleNo. 3700, with a 2-1/2” reach, is a sliding-head design: the sliding headis threaded to accommodate the screw. All adjustments are made in themoveable sliding head, making this style fast-acting, easy to open andclose and suitable for “close quarters” clamping. Strong, light-weightsteel bars are rust-resistant. Multiple-Disc-Clutch holds securely at anypoint along the bar. Reach - 2-1/2” from edge of bar to center-line of screw.Bar - 1/4” x 3/4” plated, round-edge, high-carbon steel;Castings - malleable and/or ductile iron; powder coated orange finish. Screw - 3/8” diameter cold-drawn steel with special, smoothly cut U.S.S.threads; handle - varnished hardwood with plated steel ferrule.Clutch discs - hardened, plated steel; two clutch discs and one clutchspring constitute the Multiple-Disc-Clutch.Swivel - 3/4” diameter (#37); plated steel; ball-and-socket type.
 STOCK MAXIMUM OPENING NORMAL NUMBER CAPACITY LOAD LIMIT
 3706 6” 600 lbs.3712 12” 600 lbs.3718 18” 600 lbs.3724 24” 600 lbs.3730 30” 600 lbs.3736 36” 600 lbs.
 Style No. 3700 Steel Bar Clamps
 Style No. 3700
 Style No. 3700-HD
 Style No. 38000
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Bar Clamps
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 Style No. 38000Lever ClampsThis unique design and powerful lever bar makes clamping andholding easy. The top mounted power lever makes the clamp easyto use and adjust. The easy release button makes the removal of theclamp a breeze. The jaws have cushion grip pads to protect yourworking surface.
 STOCK MAXIMUM OPENINGNUMBER CAPACITY
 38406 6”38412 12”
 Style No. 38000
 Style No. 3900Steel Bar ClampsStyle No. 3900 is a sliding-head design: the sliding head is threadedto accommodate the screw. All adjustments are made in the move-able sliding head, making this style fast-acting. Multiple-Disc-Clutchholds securely at any point along the bar.Reach - 3-1/2” from edge of bar to center-line of screw.Bar - 1” x 5/16” round-edge, high-carbon steel; 100,000 pounds psi. tensile strength.Castings - malleable and/or ductile iron; powder coated orange finish.Screw - 1/2” diameter cold-drawn steel with special, smoothly cut Acmethreads; handle - varnished hardwood with plated steel ferrule.Clutch discs - hardened, plated steel; three clutch discs and one clutchspring constitute the Multiple-Disc-Clutch.Swivel - 1-1/4” diameter (#1045); exclusive JORGENSEN design with steelinternal tooth washers for positive “stay-on” power.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 3906 6” 1000 lbs.3908 8” 1000 lbs.3912 12” 1000 lbs.3918 18” 1000 lbs.3924 24” 1000 lbs.3930 30” 1000 lbs.
 Style No. 3900
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 4024 24” 6000 lbs.4030 30” 6000 lbs.4036 36” 6000 lbs.4048 48” 6000 lbs.4060 60” 6000 lbs.4072 72” 6000 lbs.4084 84” 6000 lbs.4096 96” 6000 lbs.
 Style No. 4000Steel Bar ClampsThe Style No. 4000, one of the strongest JORGENSEN stylesmade, is a fixed-head design. The screw and handle is used forfinal clamping adjustment only. The tail-stop containing theMultiple-Disc-Clutch is moveable and holds securely at anypoint along the bar and may be rapidly and easily movedtoward or away from the work being clamped. Clamping faces - approximately 2” x 1-3/4”. Bar - 1-3/8” x 5/16” round-edge, high-carbon steel; 100,000 pounds psi.tensile strength. Castings - malleable and/or ductile iron; powder coatedorange finish. Screw - 5/8” diameter cold-drawn steel with special,smoothly cut Acme threads; hardened steel thrust bearing; crank-typehandle. Clutch discs - hardened, plated steel. Five clutch discs and oneclutch spring constitute the Multiple-Disc-Clutch.
 Style No. 4000
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Bar Clamps
 This heavy-duty design features a wing-nut handle, preferredespecially in metalworking, welding and construction. is a slid-ing-head design: the sliding head is threaded to accommodatethe screw. All adjustments are made in the moveable head,making this style fast-acting. Multiple-Disc-Clutch holdssecurely at any point along bar. Reach - 2-3/4” from edge of bar to center-line of screw.Bar - 1-3/8” x 5/16” round-edge, high-carbon steel; 100,000 pounds psi.tensile strength. Castings - malleable and/or ductile iron; powder coatedorange finish and black baked-enamel finish. Screw - 5/8” diameter cold-drawn steel with special, smoothly cut Acme threads; wing-nut type handle. Clutch discs - hardened, plated steel. Three clutch discs andone clutch spring constitute the Multiple-Disc-Clutch. Swivel - 1-1/4” diameter (#1046); exclusive JORGENSEN design with steel inter-nal tooth washers for positive “stay-on” power.
 STOCK MAXIMUM OPENING NORMAL NUMBER CAPACITY LOAD LIMIT
 4306 6” 2000 lbs.4308 8” 2000 lbs.4312 12” 2000 lbs.4318 18” 2000 lbs.4324 24” 2000 lbs.4330 30” 2000 lbs.4336 36” 2000 lbs.
 This heavy-duty design is one of our most popular steel barclamps. It is a sliding-head design; the sliding head is thread-ed to accommodate the screw. All adjustments are made inthe moveable sliding head, making this style fast-acting.Multiple-Disc-Clutch holds securely at any point along the bar. Reach - 5” from edge of bar to center-line of screw.Bar - 1-3/8” x 5/16” round-edge, high-carbon steel; 100,000 poundspsi. tensile strength. Castings - malleable and/or ductile iron; powdercoated orange finish. Screw - 5/8” diameter cold-drawn steel with spe-cial, smoothly cut Acme threads; handle - varnished hardwood withplated steel ferrule. Wing-nut handle available - request individualstock# by adding -W. Clutch discs - hardened, plated steel. Threeclutch discs and one clutch spring constitute the Multiple-Disc-Clutch.Swivel - 1-1/4” diameter (#1046); exclusive JORGENSEN design withsteel internal tooth washers for positive “stay-on” power.
 Style No. 4300Steel Bar Clamps
 Style No. 4500Steel Bar Clamps
 22
 STOCK MAXIMUM OPENING NORMAL NUMBER CAPACITY LOAD LIMIT
 4506 6” 1200 lbs.4508 8” 1200 lbs.4512 12” 1200 lbs.4518 18” 1200 lbs.4524 24” 1200 lbs.4530 30” 1200 lbs.4536 36” 1200 lbs.
 Style No. 4300
 Style No. 4500
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This heavy-duty steel bar clamp, with extreme deep-reach, is a sliding-head design: the sliding head is threaded to accommodatethe screw. All adjustments are made in the moveable sliding head, making this style fast-acting, Sliding head holds securely at any pointalong the bar.Reach - 7” from edge of bar to center-line of screw. Bar - 1-1/2” x 3/8”round-edge, high-carbon steel; 100,000 pounds psi. tensile strength.Castings - malleable and/or ductile iron; powder coated orange finish.Screw - 5/8” diameter cold-drawn steel with special, smoothly cut Acmethreads; handle - varnished hardwood with plated steel ferrule. Swivel - 1-1/4” diameter (#1046); exclusive JORGENSEN design with steel internaltooth washers for positive “stay-on” power.Style 4700 is available with copper plated screws, handles and swivels. Theyprovide protection against weld spatter. Request individual stock numbersby adding –CP.
 Style No. 4700Steel Bar Clamps
 Bar Clamps
 This heavy-duty steel bar clamp, with extreme deep-reach, is asliding-head design: the sliding head is threaded to accommo-date the screw. All adjustments are made in the moveable sliding head, making this style fast-acting. Sliding head holdssecurely at any point along the bar.Reach - 9” from edge of bar to center-line of screw.Bar - 1-1/2” x 3/8” round-edge, high-carbon steel; 100,000 pounds psi. tensile strength.Castings - malleable and/or ductile iron; powder coated orange finish.Screw - 13/16” diameter cold-drawn steel with special, smoothly cutAcme threads; steel sliding-pin handle.Swivel - 1-3/8” diameter (#1048); exclusive JORGENSEN design withsteel internal tooth washers for positive “stay-on” power.
 Our “old-fashioned” design, notched steel bar clamps are simple to operate. These steel bars are notched at one-inchincrements to allow easy pre-positioning of the tail-stops. Theyare a fixed-head design; the fixed head is threaded to accom-modate the screw. The screws and handles are used for finalclamping adjustment only.Clamping faces - approximately 1-3/4” x 1-1/2”. Bar - 1-3/8” x 5/16” round-edge, high-carbon steel; notched on 2” centers; 100,000 pounds psi. tensile strength.Castings - malleable and/or ductile iron; black baked-enamel finish.Screw - 5/8” diameter cold-drawn steel with special, smoothly cutAcme threads; hardened steel thrust bearing; crank-type handle.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 6024 24” 4000 lbs.6030 30” 4000 lbs.6036 36” 4000 lbs.6048 48” 4000 lbs.6060 60” 4000 lbs.6072 72” 4000 lbs.6084 84” 4000 lbs.6096 96” 4000 lbs.
 Style No. 6000Steel Bar Clamps
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 4908 8” 1200 lbs.4912 12” 1200 lbs.4918 18” 1200 lbs.4924 24” 1200 lbs.4936 36” 1200 lbs.4948 48” 1200 lbs.4960 60” 1200 lbs.
 23
 Style No. 4700
 Style No. 4700-CP
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 4708 8” 1200 lbs.4712 12” 1200 lbs.4718 18” 1200 lbs.4724 24” 1200 lbs.4730 30” 1200 lbs.4736 36” 1200 lbs.4748 48” 1200 lbs.4760 60” 1200 lbs.
 Style No. 4900Steel Bar Clamps
 Style No. 4900
 Style No. 6000
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 Style No. 8000 Cabinet Master 90º Parallel Steel Bar Clamps
 These Jorgensen Bar Clamps are ideal for flat panel, box,cabinet, frame and panel doors assemblies or any otherproject that requires squareness or evenly applied pressure. Large steel reinforced jaws assure the distribu-tion of clamping pressure over large areas. The jaws stayparallel to assure squareness and prevent work piecesfrom bowing or lifting. Built in clamp stand allows clampsto stand upright for one handed use and easier/quicker sliding head adjustment. The sliding head can be reversedon the bar and the clamp then acts as a spreader.
 Clamping Faces - 3-3/4" height and 1-7/8" width Bar - 1-3/16" X 3/8" high-carbon steel.Screws - 5/8" diameter cold-drawn steel with special, smoothly cutACME threads.Handles - solid maple.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 8012 12” 1,000 lbs.8018 18” 1,000 lbs.8024 24” 1,000 lbs.8030 30” 1,000 lbs.8036 36” 1,000 lbs.8048 48” 1,000 lbs.
 STOCK MAXIMUM OPENING NORMALNUMBER CAPACITY LOAD LIMIT
 7224 24” 7000 lbs.7230 30” 7000 lbs.7236 36” 7000 lbs.7248 48” 7000 lbs.7260 60” 7000 lbs.7272 72” 7000 lbs.7284 84” 7000 lbs.7296 96” 7000 lbs.
 Style No. 7200Steel “I” Bar Clamps
 These are our most popular heavy-duty steel bar clamps. The“I”-bar design gives visible assurance of great strength andstiffness. Subjected to the rigorous daily demands of schoolshops, commercial woodworking operations, metalworkingfactories, welding applications and serious woodworking appli-cations, Style No. 7200 is a resilient fixed-head design: thefixed head is threaded to accommodate the screw. The screwsand handles are used for final clamping adjustments only.Multiple-Disc-Clutch holds securely at any point along the bar.Clamping faces - approximately 2” x 1-3/4”. Bar - 1-1/2” x 7/16” high-carbon steel; rolled to a special “I”-beamshape. Castings - malleable and/or ductile iron; powder coated orangefinish. Screw - 5/8” diameter cold-drawn steel with special, smoothlycut Acme threads; hardened steel thrust bearing; crank-type handle.Clutch discs - hardened, plated steel. Five clutch discs and one clutch spring constitute the Multiple-Disc-Clutch for Style #7200.
 Style No. 7200
 Style No. 8000
 Style No. 8000
 Style No. 8000
 Style No. 75000 Forged Bar Clamps
 These drop forged bar clamps are ideal for both metalworking and woodworking. They are chrome plated forsuperior rust resistance. The forged sliding arm moves easily along the frame for quick adjustments. The acmescrew is heat treated to provided longer life.
 STOCK OPEN. CAPACITY DEPTH OF LOAD BarNUMBER MAX. THROAT LIMIT Size
 75306 6” 3” 450 7.5mm x 15mm75312 12” 3” 450 7.5mm x 15mm75318 18” 3” 450 7.5mm x 15mm75418 18” 4-12” 1500 10.6mm x 22mm
 Style No. 75000
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The small, light-weight #1215 Band Clamp features 15feet of 1-inch width, high-strength nylon webbing whichenables the perimeter clamping of round, rectangular andirregular shapes. Positive hold is afforded by the self-lock-ing aluminum cam which also allows instant release. Fourcleverly designed steel “corners” are furnished to assist inclamping mitered joints and to protect the nylon bandfrom sharp corners. A small steel wrench is also furnishedto apply final clamping pressure.
 Band - 1” nylon, 15 feet length; 1,000 lb. Load limit.Frame - steel with black, rust-resistant finish.Cam - aluminum; wrench and corners - plated steel.
 #1225 Rapid Acting Band Clamp is useful for awkward orirregular shaped clamping projects. Clamp a variety of oddshapes; round, polygon or square. Features: 1” x 15’nylon band, plastic non-marring 1” by 1” jaws allow forgreat fit on corners when gluing-up, metal levers allow forrapid adjustment/release and large comfortable plastichandle.
 Band - 1” nylon, 15 feet length; 1,000 lb. Load limit.Frame – glass filled nylon.Cam – aluminum.
 Band Clamps
 25
 Style No. 6200 Band Clamps
 These heavy-duty JORGENSEN band clamps solve the special problems of clamping large round, rectangular andirregular shapes. The 2” width canvas band is recom-mended for most applications. The 1-3/4” width steelband is for clamping ROUND SHAPES ONLY. Positive holdis afforded by the dual self-locking mechanisms whichallow the band to be pulled tight from either or bothsides. The screw and handle are used for final clampingadjustment only. Since head fixture is different for canvasband and steel band, BANDS ARE NOT INTERCHANGE-ABLE.
 Castings - best-grade malleable iron with orange baked-enamel finish.Screws - 5/8” with crank-type handles.
 STOCK NUMBERS (Length of band): 6210 (10’); 6215 (15’); 6220 (20’); 6225 (25’); 6230 (30’).
 For steel band add -S.
 Style No. 1200 Band ClampsStock No. 1215
 Stock No. 1225
 Style No. 6200
 Style No. 6200-S
 These economy tie downs will clamp and hold round,square or irregular shaped objects. They can be used forfurniture repair, edge-gluing, clamping picture frames, orany assembly operations. These clamps are avaiable inboth light-duty and heavy-duty styles.
 STOCK LOAD CLAMPINGNUMBER LIMIT LENGTH OTHER
 88122 1500 Lbs. 15 Ft. 2pc Set88124 1500 Lbs. 15 Ft. 2pc Set w/S Hooks88127 6000 Lbs. 30 Ft.
 Style No. 88000 “Clamp Mate” Band Clamps
 Style No. 88127
 Style No. 88122
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Hold-Down Clamps
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 Style No. 1600Hold-Down Clamps
 #1623 Hold-down clamps offer the advantage of bench-top and machine "surface" clamping. They are designedto rotate 360° around the holding bolt. Use anywhere onwood or metal surfaces. Also available with shieldedscrew which protects screw from weld spatter.
 #1652 Jorgensen Hold-Down Clamp for workbenches orfold-up work tables. Made of glass filled nylon; a quicklocking lever, releases and moves easily on threaded shaft.Hold down capacity 4-1/2” (less workbench thickness).Soft pads protect work surface from marring.
 STOCK OPENING DEPTH OF DIAMETER NORMAL NUMBER CAPACITY THROAT OF SCREW LOAD LIMIT
 1623 3” 1-3/4” 9/16” 2,000 lbs.1623-S 2-3/4” 1-3/4” 9/16” 2,000 lbs.1652 – – 3/4” 50 lbs.
 Style No. 1700Bench Hold-Down
 A versatile, easy-to-use clamp for holding work in placeon bench tops. Made of solid iron with a black baked-enamel finish; holds work securely by simply tapping into11/16” hole in bench top (requires pre-drilling).
 #1708 - 4-1/4” reach; 8” length; 5/8” diameter.#1716 - 8” reach; 16” length; 5/8” diameter.
 Heavy-duty hold-down clamps are designed for mountinganywhere a T-slot or machine bolt can be installed. Theseclamps offer the advantage of bench-top and machine-table "surface" clamping. Rotates 360° around the boltand can be mounted on wood or metal surfaces. A uniquesquare-head screw offers wrench tightening for securehold. Also available with shielded screw which providesprotection against weld spatter.
 STOCK OPENING DEPTH OF DIAMETER NORMAL NUMBER CAPACITY THROAT OF SCREW LOAD LIMIT
 1834 3-7/8” 2-1/2” 13/16” 6,000 lbs.1834-S 3-5/8” 2-1/2” 13/16” 6,000 lbs.
 Style No. 1800Hold-Down Clamps
 Style No. 1600Style No. 1600 Shielded
 Stock No. 1652
 Style No. 1700
 Style No. 1800
 Style No. 1800 Shielded
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STOCK Maximum OPENINGNUMBER Capacity
 32150 1.50”
 32225 2.25”
 32400 4”
 Spring Clamps
 Style No. 3200 Spring ClampsSpring action allows instant opening and closing where fast, easyapplication to or removal from the work is required and wherespring pressure is adequate. Handle contours enable comfortableuse. Non-slip jaws become parallel at maximum opening capacities.Poly-vinyl “protected” handles and/or jaw tips are available in allsizes. Point-of-pressure always remains near jaw tips throughout theentire range of openings, to hold where needed.Jaws - light-weight, nickel-plated steel.Spring - heavy-duty tempered steel for maximum strength.Handles - designed for optimum comfort with minimized spread.
 STOCK MAX. JAW NUMBER DESCRIPTION OPENING LENGTH REACH
 CAPACITY
 3201 REGULAR STOCK 1” 4” 1-1/4”3201-H w/PROTECTED HANDLES 1” 4” 1-1/4”3201-T w/PROTECTED TIPS 1” 4” 1-1/4”3201-HT w/HANDLES AND TIPS 1” 4” 1-1/4”3202 REGULAR STOCK 2” 6” 2”3202-H w/PROTECTED HANDLES 2” 6” 2”3202-T w/PROTECTED TIPS 2” 6” 2”3202-HT w/HANDLES AND TIPS 2” 6” 2”3203 REGULAR STOCK 3” 9” 3”3203-H w/PROTECTED HANDLES 3” 9” 3”3203-T w/PROTECTED TIPS 3” 9” 3”3203-HT w/HANDLES AND TIPS 3” 9” 3”3204 REGULAR STOCK 4” 12” 4”3204-H w/PROTECTED HANDLES 4” 12” 4”3204-T w/PROTECTED TIPS 4” 12” 4”3204-HT w/HANDLES AND TIPS 4” 12” 4”
 This clamp style features instant opening and closing as with the origi-nal PONY steel spring clamps. In addition, the heavy-duty, tempered-steel spring action allows pressure adjustment from 1 to 50 pounds ofclamping force. Light-weight plastic jaws are designed for comfortableyet durable use. Soft, pivoting jaw pads easily hold irregular-shapedobjects and protect work pieces. Ideal for gluing models, crafts and various other projects.
 Style No. 3250 Adjust•a•Clamp™Pressure-Adjusting Spring Clamps
 Style No. 3270 Spring ClampsMicro/Mini Spring Clamps
 Jaws/Handles - glass filled nylon. Spring - heavy-duty temperedsteel for maximum strength. Jaw Pads - plastic.
 These Micro/Mini Plastic Spring Clamps are ideal for hobbyist, craftsor any light-duty project that requires instant opening and closingand where fast, easy application to or removal from the work isrequired.#3271 - Micro Spring Clamp Jar of 100#3272 - Mini Spring Clamp Jar of 50#3273 - Mini Wide-Jaw Spring Clamp Jar of 35
 27
 #3271 #3272
 #3273 #3274
 These new hand clamps have an innovative “box-joint” designwhich prevents twisting and keeps the jaws square and straight. Thepatented adjustment mechanism allows for infinite adjustments notfound in competitors hand clamps. The comfortable “dual durom-eter” handles provide a comfortable, soft grip and the 2.25” & 4”sizes have riveted jaws. Very affordably priced and a great value fora versatile clamp.
 Style No. 32000 Pony ISD Hand Clamps
 STOCK NOMINAL REACHNUMBER OPENING JAW LENGTH BETWEEN JAWS
 3242 2” 6-1/2” 2-1/2”
 3234 2pc steel w/stand
 3251 1” 4-1/2” 1-1/4”3252 2” 6-1/2” 2-1/8”
 Style No. 3200
 Style No. 3250
 Style No. 32000 #3274 - Long Nose Spring Clamp Jar of 40
 Stock No. 3234
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 Style No. 6700 Press Screws
 Available in three lengths, these heavy-duty press screws areideal for making veneering frames, and as panel clamps and forcustom jigs for all types of gluing, veneering, welding or otherassembly operations. Especially useful for deep-reach surfaceclamping. Large, removable cast-iron swivels permit easy instal-lation, while threaded bushings drive into a 1” hole and maybe secured further by screws (not furnished), if necessary.
 Screw - 11/16” diameter cold-drawn steel with special, smoothly cutAcme threads; crank-type handle.Castings - malleable and/or ductile iron; black baked-enamel finish.Swivel face (removable) - approximately 1-3/4” x 1-1/2”.
 STOCK NUMBERS (Size): 6709(9”); 6712(12”); 6718(18”).
 Style No. 6750Scandinavian-Type Bench Screw
 Use this unique bench screw to create a “traditional” vise. Itwill secure both tapered and parallel surfaces by means of aspecial swivel fixture - produces extraordinary force. Steelscrew (1-1/4” diameter) and cast iron components.
 #6758 - maximum opening - 7-5/8”; overall length - 14-3/4”; screwlength - 10”
 Style No. 8500 Cabinet Claw™
 The #8510 Cabinet Claw is a unique tool which combines the multiplesteps of face frame cabinet installation into one easy process. Usingthis clamp, face frame stiles can be tightened, aligned, pre-drilled and fastened - while the clamp remains in its original position; no removalor repositioning of the clamp is necessary. Professional - quality instal-lation is achieved at a fraction of the time compared to the use of more conventional clamps. In addition, clamp faces and alignment plate arefurnished with protective rubber pads to cushion and protect cabinetsfrom becoming marred during installation. Included is an 1/8” drill bitfor pre-drilling pilot hole for fastening cabinets together, installs twostiles from 1-1/2” to 2” width and up to 1-1/2” thickness (each) with4” opening capacity.Claws/Alignment Plate - aluminum.Screws - 1/2” diameter zinc-plated, cold-drawn steel with special,smoothly cut Acme threads. Handles - plastic.Pads - self-adhesive rubber.Drill Bit - #31 drill bit.
 Style No. 8520 Euro Claw™
 The #8520 Euro Claw for frame less face cabinets, has the same topquality design as our style 8510, however, this product is designed foruse with frame less style cabinets. This labor saving clamp aligns cabinetsfor mounting and fastening in one easy step. Fits easily to euro-style cabinets from 5/8” up to 1” capacity. Cams and alignment plate havespecial non-marring material to protect work.Claws/Alignment Plate - aluminum.Screws - 1/2” diameter zinc-plated, cold-drawn steel with special,smoothly cut Acme threads. Handles - plastic.Pads - self-adhesive rubber.Drill Bit - standard 1/8”.
 Style No. 6700
 Style No. 6750
 Style No. 8500
 Style No. 8520
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 Style No. 9000 “EZ Mark”™ Hinge MortiseHinge Mortises mark and cut sharp, clean profiles inwooden doors and jambs for accurate, professional hingeinstallation. All four sizes of these “hinge profile cutters”feature depth scribers for marking the correct depths ofbutt-hinge mortises.Frames - made of heat-treated steel alloy; black rust-resistant finish.
 STOCK NUMBERS (Size):9030(3”); 9035(3-1/2”); 9040(4”); 9045(4-1/2”)
 Style No. 9100 Corner Clamps
 #9133 Corner & Splicing Clamp - This die cast aluminumclamping device is handy for making all types of framesand for repairing window screens and storm doors, as wellas for splicing molding and trim. Fully adjustable to anyangle from 0˚ to 180˚, this clamp holds work up to 3”wide and leaves miter or butt joints fully exposed for mitercorrection or sawing, splicing, doweling, gluing and nailing. Two countersunk holes permit the clamp to bebenchtop mounted.
 Frame and sliding jaws - die cast aluminum.Screws - plated, cold-drawn steel with smoothly rolled U.S.S. threads;steel sliding-pin handles.
 #9144 Miter Box and Corner/Splicing Clamp - This diecast aluminum clamp is two tools in one. An adjustablemiter box and saw guide make true vertical miter cuts instock up to 3” wide. It adjusts to and locks at variousangles for making miter cuts from 45˚ to 90˚. As a cor-ner/splicing clamp it opens to a full 180˚ for splicing. Twocountersunk holes permit the clamp to be benchtopmounted. Saw guide adjusts for various blade widths.
 Frame, sliding jaws and saw guide - die cast aluminum.Screws - plated, cold-drawn steel with smoothly rolled U.S.S. threads;steel sliding-pin handles.
 #9166 90˚ Corner Clamp - This design is our most popu-lar corner clamp. Fixed at 90˚, the #9166 clamps miter orbutt joints, holds work up to 3” wide and leaves jointsfully exposed for miter correction, doweling, gluing ornailing. Two countersunk holes permit the clamp to bebenchtop mounted. Four clamps mounted as such provide a rectangular clamping fixture of unlimited size.
 Frame and sliding jaws - die cast aluminum.Screws - plated, cold-drawn steel with smoothly rolled U.S.S. threads;steel sliding-pin handles.
 Used in conjunction with Style #9000 E-Z Mark™ Hinge Mortises,these hinge bits allow precise, centered drilling of fastener holes forprofessional-quality hinge installation. During drilling, the spring-loaded outer guide accurately centers the drill, while the steel guide-sleeve retracts into its housing to ensure correct drilling depth. All-steel quality construction and high speed center drill provide consis-tent results in drilling wood, steel and plastic alike. These bits fitmost electric and cordless drills, and will unscrew easily for cleaning.
 Construction - all steel components.Drill Bit - high speed center drill.
 STOCK NUMBERS (Size): 8905 (7/64”); 8909 (9/64”); 8912 (11/64”); 8914 (13/64”)
 Style No. 8900 E-Z Mark™ Self-Centering Hinge Bits
 Style No. 8900
 Style No. 9000
 Stock No. 9133
 Stock No. 9144
 Stock No. 9166
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 The #9302 light-duty, die-cast aluminum attachmentmounts near a benchtop grinder for the sharpening of allround shank drills up to 1/2” diameter. It features easyadjustment to five settings - 41˚, 49˚, 59˚, 68˚ and 88˚ - toenable different grinding angles. Adjustment also is provided to assure correct center angle grind.
 Style No. 9200Stair Gauge Sets
 The #9249 die-cast aluminum gauges can be positionedonto a carpenter’s square to create a pattern for repeatangle cutting. They are a “must” for fast, accurate layoutsof repeat angles for stair stringers, roof frames, rafters andother such saw cuts.
 Style No. 9100 Corner Clamps#9170 Rapid Acting Miter Clamp will do miters/butt jointsand leaves joint fully exposed for correction, doweling,gluing or nailing. Features quick release for fast adjust-ments, 3” material capacity, 2” jaw width & 1” height, diecast frame for strength, large comfortable handle andacme threads for strength.Frame and sliding jaw – die cast aluminum.Screws – plated, cold-drawn steel with smoothly rolled threads andglass filled nylon handles.
 #9180 90º Angle Clamp will do miters, butt joints and T-joint. It is perfect for framing and cabinet assembly.Features 2”miter/butt joint capacity, 1-1/8” T-joint capacity, generous clearance for gluing, doweling or stapling material, plastic coated die cast jaws for non-mar-ring, rear jaw swivels for easy adjustment on differentmaterial thickness, large comfortable handle and acmethreads for strength.Frame and sliding jaw – die cast aluminum.Screws – plated, cold-drawn steel with smoothly rolled threads andglass filled nylon handles.
 Style No. 94004-Corner Framing Clamps
 These complete framing clamp kits include lengths of threadedrods, light-weight plastic corners and thumb-nuts which allowsize adjustments for rectangular clamping. #9424 clamps rectangular frames up to 24” square. #9448 clamps rectangu-lar frames up to 48” square.Threaded rods - 24” length; plated steel, 1/4-20 standard rolled threads. (4 included with #9424; 8 included with #9448)Corners - high-impact, glass/polycarbonate LexanR with tensile strength of 16,000 psi. (4 pieces)Clamping faces - 1” x 1-1/4”.Thumb-nuts - plated zinc alloy; firm-holding, easy-spinning design; (4 pieces)Couplers - plated steel. (4 pieces; #9448 only)
 STOCK NUMBERS (Opening capacity): 9424(24”); 9448(48”).
 This framing clamp has a simple operation and clamps all fourcorners at the same time. The clamp is self-squaring and hasreversible jaws for both small and large frames. Item 88094clamps frames from 5” x 7” to 26” x 30” and folds easily forcompact storage.
 Style No. 9300Drill Sharpening Jig
 30
 Stock No. 9170
 Stock No. 9180
 Stock No. 9219
 Stock No. 9400
 Style No. 88000 Framing Clamp
 Stock No. 9302
 Stock No. 88094
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 Style No. 9600Veneer Press Screws
 #9622 Veneer Press Screws - Slide onto either 1/2” or3/4” pipe for veneering, laminating and deep-reach surface clamping. They may be used by themselves onpipe, or in conjunction with PONY Style Nos. 50, 52 and56 Clamp Fixtures. With #9544 PONY Pipe Saddles theycan be used to make veneer press frames of unlimitedsizes. PONY Veneer Press Screws are made of plated steelhardware and orange baked-enamel die cast aluminumbodies.
 Style No. 9800Mounted Clamp Collars
 #9850 Mounted Clamp Collar Set - This patenteddesign creates a mounted base for #50 PONY 3/4” ClampFixtures. The bracket is mounted into wall studs or a frameand collars are placed in the bracket. Then, lengths ofpipe are inserted into pre-drilled holes and secured withthumbscrews. #50 PONY 3/4” clamp fixtures can now beinstalled onto the pipes yielding a clamping frame, workbench or free-standing work station. Ideal wherespace is limited. Recommended load: 200 lbs. (using 3 ft.pipe lengths).
 Style No. 71000Universal Wood Turning Lathe
 #71243 Universal Wood Turning Lathe for normalspindle turning and face turning. Features heavy aluminum bed and tool rest with 360˚ swing and heightadjustment. Includes: safety guard, four-spur drive center,face plate and screw center.
 Bed - heavy-duty aluminum alloy.Capacity - distance between centers 24”.Swing over bed - 3”.
 Style No. 9800Pony Board Boss
 The #9865 -Pony Board Boss pulls boards into shape forprofessional results in deck installation. Used with thePony #50-3/4” Pipe Clamp Fixture, the Board Boss pullsbowed and/or warped boards into position before fasten-ing to deck joist. The Pony Board Boss can be used anywhere along the length of the previously installedboard and is not limited to pushing off of joists as withother more expensive products on the market. The steelconstruction provides strength and the painted finishhelps prevent rust. (Pony #50-3/4” Pipe Clamp Fixturesold separately)
 Stock No. 9865
 Stock No. 9622
 Stock No. 9850
 Stock No. 71243
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 JORGENSEN, PONY and ADJUSTABLE vises constitute a complete and varied line of bench-mounted work-holding tools.Clamp-on vises, bench vises with swivel bases and woodworker’s vises provide a range of styles and sizes to suit everyneed. PONY vises are designed for light-duty home, shop or professional use. PONY bench vises are economical, yet manufactured to exacting specifications. The efficient design makes ADJUSTABLE ductile/steel bench vises stronger than comparable vises of similar weight - for serious do-it-yourself and professional use. JORGENSEN rapid-acting woodworker’s vises are designed for lifetime use. They are full-featured, finely made, high performance, heavy-dutywoodworker’s vises which can be fully opened and closed instantly. See pages 31-33.
 Style No. 10000Light-Duty Clamp-on Vise
 #13025 Clamp-On Vise - Is designed for light-duty home,shop and professional use. It is fully portable, yet mountseasily and securely on edges up to 2” thick. Plated-steeldouble guide-bars allow smooth operation.
 3” jaw width with 2-1/2” maximum opening capacity.Castings - grey iron with orange baked-enamel finish.All hardware - plated steel.
 Style No. 20000Light-Duty Bench Vises with Swivel Bases
 These Swivel-base Bench Vises are intended for light-dutyhome, shop and professional use. These vises featurerugged strength usually found in more expensive vises.The #23530 and #24545 both feature square four-holeswivel bases, sturdy steel jaw faces, ground and polishedanvils, permanent pipe jaws, and forming horns. BothPONY bench vises swivel a minimum of 270˚ on theirbases.
 #23530 has 3-1/2” jaw width with 3” maximum opening capacity,wt. 7.06 lbs.#24545 has 4-1/2” jaw width with 4-1/2” maximum opening capacity,wt. 13.75 lbs.Castings - grey iron with orange baked-enamel finish.All hardware - plated steel.
 Style No. 26000Light-Duty Bench Woodworker’s Vise
 This light-weight PONY Woodworker’s Vise is designed forlight-duty home and shop use. The #26545 operatessmoothly with Acme thread main screw and twin guide-bars of plated steel.
 6-1/2” jaw width with 4-1/2” maximum opening capacity.Castings - grey iron with orange baked-enamel finish. Jaws - countersunk holes for attachment of wood facings.
 Note: See “Accessory Products” Section for MagneticPads for Vises for PONY Style #10000, #20000 and#26000 Vises.
 Style No. 10000
 Style No. 20000
 Style No. 26000
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 Style No. 30000Professional Bench Vises with Swivel Bases
 The efficient design makes ADJUSTABLE ductile/steelBench Vises stronger than comparable vises of similarweight. Heavy cold-formed steel channel beams coverand protect the screws of these vises and add to theirgreat strength. The Style No. 30000 vises feature swivelbases with dual lock-nuts, replaceable hardened-steel serrated jaw faces, large ground and polished anvils, permanent pipe jaws, and large forming horns.
 Castings - ductile/steel with black enamel finish.Main screw - Acme threads. Hardware - bright-plated steel. Channel beam - cold-formed steel.Swivel base - all ADJUSTABLE bench vises swivel a full 360˚.
 Style No. 27000Medium-Duty Vise
 #27091 Woodworker’s Vise - This light and medium-duty vise features double guide-bars, continuous screwaction and solid steel dog.7” jaw width - with 9” opening capacity. Castings - gray iron with orange baked-enamel finish.Jaws - drilled and tapped or countersunk holes for attachment ofwood facings.Dog - solid steel.
 #30404 has 4” jaw width with 4” maximum opening capacity, wt. 19lbs.#30505 has 5” jaw width with 5” maximum opening capacity, wt. 30lbs.#30606 has 6” jaw width with 6” maximum opening capacity, wt. 35lbs.#30808 has 8” jaw width with 8” maximum opening capacity, wt. 45.1lbs.
 Style No. 29000 Heavy-Duty Workshop Bench Vises with Swivel Bases
 The Style No. 29000 vises are an economically priced andare an alternative to heavier duty bench vises but greaterin strength than light-duty vises. These vises feature swivel bases with a lock down-nut, replaceable hardened-steel serrated jaws faces, large ground and polished anvils,permanent pipe jaws and large forming horns.#29040 has 4” jaw width with 4” maximum opening capacity, wt. 19 lbs. #29050 has 5” jaw width with 5” maximum opening capacity, wt. 27 lbs.#29060 has 6” jaw width with 6” maximum opening capacity, wt. 43 lbs.
 Castings – ductile/steel with powder coated black finishMain screw – Acme threadsHardware – bright-plated steelChannel beam – cold-formed steelSwivel base – all vises swivel 180°
 Style No. 29000Pony Heavy-Duty Multi-Purpose Vise
 Our #29055 Pony Multi-Purpose bench vise featuresrugged strength usually available only in more expensivevises. Jaws rotate and swivel a full 360°. Ductile iron castings have a powder-coated finish and all hardware isbright-plated steel. The secure locking swivel base rotatesa full 360°. This vise has a 5” jaw width with 3-3/8” maximum opening capacity, wt. 50 lbs.
 Style No. 27000
 360° Rotating ViseStyle No. 29000 Multi-Purpose
 Style No. 29000
 Style No. 30000
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 Style Nos. 40000 & 41000Professional Woodworker’s Vises
 JORGENSEN Heavy-Duty Woodworker’s Vises areunequaled in quality. They feature standard “Quick Action”release for fast opening and closing and a solid-steel dog inthe front jaw which, used in conjunction with a bench stop,allows oversize work to be held securely on the bench top.Machined, toed-in jaws provide a solid grip, while northernhardwood handles provide balance and comfort. The frontand back jaws have drilled and tapped or countersunk holesto allow for optional wood facings. These vises fit a 2-1/4"bench or can adapt to any thickness.
 #40709 models have a 4”x 7” jaw size with a 9” maximumopening capacity, -C: continuous nut; -SH: rapid-acting with steelhandle; -C -SH: continuous nut with steel handle.
 #41012 models have a 4”x 10” jaw size with a 12” maximumopening capacity, -C: continuous nut; -SH: rapid-acting with steelhandle; -C -SH: continuous nut with steel handle.
 Castings - grey iron with black baked-enamel finish. Main screw - specially cut Acme threads.Twin guide-bars - cold-drawn steel. Dog - solid steel. Roller nut insert - cast bronze alloy.
 #1722 - 2-1/4” Bench Dog - For securing work when used in conjunc-tion with a vise dog; steel dog fits into 3/4” hole in bench top.
 Note: See “Accessory Products” Section for Magnetic Pads forVises for ADJUSTABLE Style #30000 and JORGENSEN Style#40000 and #41000 Vises.
 STOCK NUMBER OPTIONS
 40709 Rapid Acting40709-C Continuous Nut40709-SH Rapid Acting with Steel Handle40709-C-SH Continuous Nut with Steel Handle41012 Rapid Acting41012-C Continuous Nut41012-SH Rapid Acting with Steel Handle41012-C-SH Continuous Nut with Steel Handle
 Stock No. 1722
 Available in Quick Release or With Continuous Nut
 Style No. 40000 + 41000
 Style No. 29058
 Style No. 29000Drill Press Vise
 This “Pony” drill press vise is designed for the home work-shop. The 4” opening capacity will allow the user toclamp a wide range of products for safe drilling. This visehas slots along each side for ease of mounting to any drillpress. The jaws are 4” wide and have a throat depth of1/2”.
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 The JORGENSEN line of Miter Boxes and Miter Saws is innovative, comprehensive and affordable. Each is precision-crafted for accuracy and ease of use. From the Plastic and Hardwood boxes to the Professional Compound saw, each model has performance features and a price designed for every user. See pages 34-36.
 Style No. 60000Plastic Miter Boxes
 #60112 is a durable, practical high-impact plastic miterbox designed for light-duty projects. It will produce fixed45˚ and 90˚ angles and 45˚ face miter cuts. Extended frontlip design serves to steady the box against table top orbench. Features countersunk mounting holes for stablemounting and base openings for woodchips and sawdust.Inner dimensions: 11-1/4” x 3-1/2” x 2-1/4”.
 #60115 - Set includes one 14-inch back saw and one#60112 plastic miter box.
 Style No. 63000Aluminum Miter Boxes
 #63010 Clamp-&-Saw - Is a unique, quality mitering tooldesigned for accurate cutting of moldings, picture framesand other home projects. It includes material clamps forsecuring work and two countersunk mounting holes forstable mounting. Constructed of die cast aluminum, itproduces accurate fixed 45˚ and 90˚ angles. Also includesadjustable saw roller guides to accept back saws of varying thickness. Permanent or vise-mounted operation;clamps work of up to 4” width and 1-3/4” height.Durable enamel finish.
 Style No. 60000
 Style No. 63000
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 #64009 Quick Cut Miter Saw - This miter saw has quality designed solidone-piece aluminum table and durable enamel finish. Easy to use for trim,molding, framing and other types of home or professional carpentry. Comeswith the most common adjustments; (6 positive stops for both right and leftangles; (90°, 45°, 36°, 30° and 22.5°). This full-featured miter saw includesinterchangeable saw blades and open-ended guide rod for conventionalhand-saw use. Furnished with18 T.P.I. for aluminum, plastic and wood. Tabledimensions; 9-1/2" x 2-1/8" Back fence height 1-1/2". Maximum cuttingheight 4".
 Style No. 63000Handy Angle Miter Box
 #63134 - Handy angle miter box provides easy adjustment to fixed settingsfor most common cutting angles. Features aluminum back fence and basesupports, reinforced wedge plate and durable saw guide.
 #63145 6-Angle Miter Box - Is an accurately designed miter box for theserious home project enthusiast. It features all die cast aluminum construc-tion for lasting use and cast-in angle settings for accuracy. Easy, rapidadjustment to fixed settings (right and left) for most common cutting angles- 90˚, 60˚, 45˚, 30˚, 22.5˚ and 15˚. Also features cut depth and saw thickness adjustments. Countersunk mounting slots provide for stable operation. Die cast saw guide; durable enamel finish. Table dimensions:14” x 3-1/4”; back fence height: 3”.
 Style No. 64000Aluminum Base Miter Saws
 STOCK MAXIMUMNUMBER MITER ANGLE CUTTING WIDTH
 64009 45° 2-3/4”90° 4-3/8”
 Stock No. 63134
 StockNo. 63145
 These quality designed #64005 Miter Saws have solid one-piece durableplastic tables with a black finish. Easy to use for trim, molding, framing andother types of home or professional carpentry. Features: 6 quick-lockingautomatic settings at 90°, 45°, 36°, 30°, 22.5°, and 15° angles (right andleft), replaceable saw blade, material hold down clamp, saw can be usedfor conventional hand-saw use, screw holes for bench mounting, quickreading scale of working length. Furnished with a 14 T.P.I. saw blade.
 Style No. 64000Plastic Base Miter Saws
 This quality designed #64034 Compound Miter Saw has solid one-piecedurable plastic table with a black finish. Easy to use for trim, molding, fram-ing and other types of home or professional carpentry. Features: 6 quick-locking automatic settings for miter and bevel cuts at 90°, 45°, 36°, 30°,22.5°, and 15° angles (right and left), replaceable saw blade, material holddown clamp, saw can be used for conventional hand-saw use, screw holesfor bench mounting, quick reading scale of working length. Furnished witha 14 T.P.I. saw blade.
 STOCK MAXIMUMNUMBER MITER ANGLE CUTTING WIDTH
 64005 45° 2-3/4”90° 4-5/8”
 STOCK MAXIMUMNUMBER MITER ANGLE CUTTING WIDTH
 64034 45° 3-3/8”90° 5-3/8”
 Stock No. 64005
 Stock No. 64034
 Stock No. 64009
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Style No. 64000Aluminum Base Miter Saws - Continued
 #64027 - Mini-Compound Miter Saw produces precisemiters, bevels and compound miters. Versatile design for bothhome and professional use. Quick-locking automatic settings(90°, 45°, 36°, 30° and 22.5°) plus adjusting lever provide forcommon, variable and any desired angle cuts. This full-featuredmiter saw includes cut-depth regulator, adjustable length stopand material clamp. Durable enamel finish. Furnished with astandard *14 T.P.I. saw blade for general-purpose cutting. Tabledimensions: 15-1/2”x3”.
 STOCK MAXIMUMNUMBER MITER ANGLE CUTTING WIDTH
 64027 45° 4”90° 6-3/4”
 Style No. 65000 Material Hold-Down Clamp
 Replacement Material Hold-Down clamps for the #64016 PrecisionMiter Saw, the Professional Compound Miter Saw # 64020 and#64027 Mini-Compound Miter Saw
 STOCK FOR MITERNUMBER SAW NO. DESCRIPTION
 65001 64016 & 64027 1 piece65002 64020 1 piece
 Miter Boxes & Miter Saws / Assessory Products
 37
 Stock No. 64027
 Style No. 68000Miter Saw Replacement Blades
 STOCK FOR MITER TEETH BLADENUMBER SAW(S) PER INCH LENGTH
 68000 64005 10 T.P.I. 350MM or 13-3/4"68001 64005 14 T.P.I. 350MM or 13-3/4"68002 64005 18 T.P.I. 350MM or 13-3/4"68003 64005 24 T.P.I. 350MM or 13-3/4"68004 64005 32 T.P.I. 350MM or 13-3/4"68020 64007, 64016 10 T.P.I. 550MM or 21-5/8"68021 64007, 64016 14 T.P.I. 550MM or 21-5/8"68022 64007, 64016 18 T.P.I. 550MM or 21-5/8"68023 64007, 64016 24 T.P.I. 550MM or 21-5/8"68025 64007, 64016 32 T.P.I. 550MM or 21-5/8"68010 64009 14 T.P.I. 420MM or 16-1/2"68011 64009 18 T.P.I. 420MM or 16-1/2"68012 64009 24 T.P.I. 420MM or 16-1/2"68072 64020 10 TP.I 620MM or 24-3/8"68073 64020 14 T.P.I 620MM or 24-3/8"68074 64020 18 T.P.I 620MM or 24-3/8"68075 64020 24 T.P.I 620MM or 24-3/8"68080 64027, 64034 14 T.P.I. 600MM or 23-5/8"68081 64027, 64034 18 T.P.I. 600MM or 23-5/8"68082 64027, 64034 24 T.P.I. 600MM or 23-5/8"
 10 T.P.I. - Wood Cutting14 T.P.I. - Fine Tooth Wood Cutting18 T.P.I. - Extra Fine Tooth Wood Cutting24 T.P.I. - Plastics and Non-Ferrous Metals32 T.P.I. - Sheet Metal and Pipe
 Style No. 68000
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 Style No. 91800
 Picture Framing Kit#91835 has everything you need to make your own pictureframe. Includes saw, miter box, point driver, miter joint fastenertool, 100 each 1/4” & 3/8” miter joint fasteners, 80 trianglepoints, 16 screw eyes, 6-40 lb. & 4-25 lb. picture hangers, 2-25lb. plastic picture hangers, 20 nails, 15 ft. hanging wire, 8 steelhanging wire eyes and 10 hanging wire eye screws.Style No. 91800
 Style No. 66000 SawsHand Saws
 Pony’s line of hand saws offers superior cutting capabilities forany project you have. The FineLine technology provided 3 diamond ground edges and meets all ANSI standards. They allhave comfortable non-slip grip for safety and security. The teethare induction hardened and provide up to 5 times more cuttinglife than other saws.
 STOCK Saw SawNUMBER Length Style PPI
 66012 12 “ Back Saw 12Ppi66014 14 “ Back Saw 12Ppi66151 15” Hand Saw 8Ppi66152 15” Hand Saw 12Ppi66150 15” Hand Saw 8Ppi66201 20” Hand Saw 8Ppi66221 22” Hand Saw 8Ppi66222 22” Hand Saw 12Ppi66311 11-3/4” Pull Saw 11Ppi66312 10-5/8” Pull Saw 15Ppi66313 9-1/2” Pull Saw 18Ppi66414 13” Pruning Saw with Sheath66511 9-1/2” Folding Saw
 Style No. 66014
 Style No. 66150
 Style No. 66221
 Style No. 66313
 Style No. 66511
 Style No. 66414
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 Convenient for storing many styles of clamps. Durable heavy-gauge steel with orange baked enamel finish. In two sizes: #3108 (8” x 1-3/4”) and #3110 (10” x 2-1/4”).
 Style No. 3100Clamp Hangers
 Style No. 7400Pipe and Bar Clamp Pads
 These soft, durable, plastic pads provide a resilient, protectivecushion when clamping wood, metal and plastic surfaces. Non-mar, non-stick, non-slip pads eliminate “blocks” and can beadjusted and removed quickly, if desired. #7437 JORGENSENpads are recommended for use with JORGENSEN E-Z HOLD StyleNo. 3600 and JORGENSEN Style No. 3700 Steel Bar Clamps.#7456 PONY pads are recommended for use with PONY StyleNos. 50 and 52 Clamp Fixtures, JORGENSEN E-Z HOLD II StyleNo. 3400 Steel Bar Clamps and all JORGENSEN fixed-headdesign bar clamps (with minor trimming, if desired).
 /
 Style No. 3100
 Style No. 7400
 STOCK OVERALL DIAMETER OF DIAMETER OFNUMBER LENGTH SCREW SWIVEL FACE
 641 9-1/4” 5/8” 1-1/4”642 7-1/2” 1/2” 1-1/4”
 #643 fits style 1410 - 1430 and #644 fits styles 1430 - 1480Made of die-cast aluminumHandles - sliding-pin for Style#643 hardware
 These handy attachments are designed particularly for use with ourADJUSTABLE Style Nos.1410 through 1480 “C” Clamps. Theseedge-clamp fixtures provide 3-way edge gluing with pressure atright angles to axis of the clamp body. These easy to use fixtures area great way to expand your “C” clamp use.
 Style No. 640Edge-Clamp Fixtures
 STOCK OPENINGNUMBER CAPACITIES.
 643 1” THROUGH 3”644 3” THROUGH 8”
 These handy attachments are designed particularly for use with ourJorgensen Style Nos.4300 through 4500 Steel Bar Clamps, or otherbars of not more than 5/16” thickness. JORGENSEN Edge-ClampFixtures provide pressure at right angles to the axis of the bar of theclamp being used. These fixtures are used for applying molding toedges and for laminating or verneering when applied across the topor in the middle of a large surface area.
 #641 is a single-spindle design; #642 is a double-spindle design.
 Stock No. 642
 Stock No. 641
 Stock No. 643
 Stock No. 644
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 Style No. 91000 Promotional Sets
 JORGENSEN/PONY/ADJUSTABLE Style No. 91000 ClampSets feature JORGENSEN Bar Clamps, PONY SpringClamps, ADJUSTABLE “C” Clamps and other items in various assortments. A quick, convenient way of accumu-lating clamps and accessories, each set includes productswith popular features and opening capacities. Useful for avariety of do-it-yourself projects. Ideal for holiday promotions and gift-giving occasions.
 STOCK NUMBERS: (Contents)
 #91432 - 12-Piece Set (4 each - #1410 “C” clamps, #3201-HT Springclamps; 2 each - #1420 “C” clamps and #3202-HT Spring clamps).#91435 - 6-Piece Set (2 each - #1410 “C” clamps, #1420 “C” clamps,#3201-HT Spring clamps).#91437 - 6-Piece Set (2 each - #1420 “C” clamps, #3201-HT-1” and3202-HT 2” Spring clamps). #91439 - 6-Piece Set (2 each - #1410 - 1”, #1420 - 2” and #1430 - 3”“C” clamps).
 / /
 Style No. 31000
 Magnetic Pads for Vises#31135 and #31145 PONY and #31140, #31150 and #31160ADJUSTABLE Magnetic Pads for Bench Vises are made of high-quality, resilient PVC plastic. Pads attach securely to vise jaws viaflexible magnetic strips and are positioned and removed quickly.Each set of pads is sized compatibly to fit PONY Light-DutyVises, ADJUSTABLE and JORGENSEN Heavy-Duty Bench Vises.
 STOCK NUMBER (For Jaw Width):
 31130 (3”); 31135 (3-1/2”); 31140 (4”); 31145 (4-1/2”); 31150 (5”); 31160 (6”).
 #31265 PONY, #31307 and #31310 JORGENSEN Magnetic Padsfor Woodworker’s Vises are felt-covered, laminated wood whichprovide the ultimate in protective cushioning for fine wood-working applications. Pads contain full-surface magnetized vinylwhich attaches securely to vise jaws but allows easy removal, ifdesired. Each set of pads is designed exclusively to fit PONYLight-Duty and JORGENSEN Rapid-Acting Woodworker’s Vises.
 STOCK NUMBER (Pad size):31265 (6-1/2” x 2-1/4”); 31307 (7” x 4”); 31310 (10” x 3-1/2”).
 / /
 Style No. 31000
 Style No. 9500
 Bar Clamp and Pipe SaddlesJORGENSEN/PONY Saddles are accessory stands which act as“clamp holders” and combine stability and versatility to createinstant workbench surfaces. They provide a stable clampingframe when mounted on bench tops, sawhorses and foldingworktables. Mounted saddles leave both hands free for easywork re-positioning, finishing, drilling, etc. Saddles are made ofhigh-strength aluminum alloy. #9537 JORGENSEN Bar ClampSaddles are for use with JORGENSEN Style No. 3700 Steel BarClamps. #9544 PONY Pipe Saddles are for use with PONY StyleNos. 50 and/or 56 Clamp Fixtures for 3/4” pipe, and with #9622PONY Veneer Press Screws tocreate clamping frames.
 /
 *Bars and Pipe Not Included
 Style No. 9500
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 Style No. 92001 Adjustable Wrenches
 These wrenches are our most popular selling adjustable wrench-es; drop forged, hardened, and tempered from alloy steel forstrength. The jaws and knurled adjusting worm are precisionground for durability and accuracy. Available from 4” to 24” sizesand have a chrome or black phosphate finish.
 STOCK OverallNUMBER Length Finish
 01-004 4 “ Chrome01-006 6 “ Chrome01-008 8” Chrome01-010 10” Chrome01-012 12” Chrome01-015 15” Chrome01-018 18” Chrome01-024 24” Chrome
 01-072 6” & 8” Set Chrome01-073 6”, 8” & 10” Set Chrome
 01-006-PH 6” Black Phosphate01-008-PH 8” Black Phosphate01-010-PH 10” Black Phosphate01-012-PH 12” Black Phosphate01-015-PH 15” Black Phosphate
 Style No. 92001 Professional Adjustable Wrenches
 These wrenches provide comfort and ease of use for the profes-sional customer; drop forged, hardened, and tempered fromchrome vanadium steel for strength. The jaws and knurledadjusting worm are precision ground for durability and accuracy.The wider beam handles provide comfort and the jaws have grad-uated markings for quick adjustments. Available from 8” to 12”sizes and have a satin nickel finish for superior rust resistance.
 STOCK OverallNUMBER Length Finish
 01-108 8” Satin Nickel01-110 10” Satin Nickel01-112 12” Satin Nickel
 Style No. 45800 Ratcheting Adjustable Wrench
 This patented wrench allows this wrench to be used in a ratchet-ing action. The head is designed to slide open and around thefastener in one direction and grip tightly in the other. This featuremakes tightening and loosening faster than with other wrenches.The laminated steel construction ensures strength and durability.The extra soft cushioned handle provides comfort and reducesfatigue. They meet all ASME specifications for adjustable wrench-es and are MADE IN USA.
 STOCKNUMBER Length
 45806 6” 45808 8”
 45814 6” & 8” Set
 Style No. 92001
 Style No. 92001 Professional
 Style No. 45800
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 Style No. 92001 Pipe Wrenches
 These industrial pipe wrenches are the most common type sold in themarket today. The knurled adjustment nut and jaws are hardened,tempered, and machine ground for precision and durability. The handles are ductile iron and have a heavy-duty enamel finish. Thesepipe wrenches are industrial quality and are available from 8” to 36”lengths.
 STOCK OverallNUMBER Length
 01-308 8”01-310 10”01-312 12”01-314 14”01-318 18”01-324 24”01-336 36”
 Style No. 92001 Aluminum Handle Pipe Wrenches
 These pipe wrenches are designed for the professional user in themarket today. The knurled adjustment nut and jaws are hardened,tempered, and machine ground for precision and durability. The handles are cast aluminum to reduce weight and have a heavy-dutybaked enamel finish. These pipe wrenches are industrial quality andare available from 14” to 48” lengths.
 STOCK OverallNUMBER Length
 01-614 14”01-618 18”01-624 24”01-636 36”01-648 48”
 Style No. 92004 Raised Panel Combination Wrenches
 These raised panel design wrenches are the most popular sellingwrenches. They are drop forged, hardened and tempered from highquality chrome vanadium steel. The open end has a chamfered tip foreasy lead in to the fastener. The box end is designed to provide max-imum contact with the fastener. These wrenches are nickel chromeplated for maximum rust resistance. Wrenches are available as openstock or sets and available in both SAE and Metric
 STOCKNUMBER Description
 04-000 1/4" Combination Wrench04-001 5/16" Combination Wrench04-002 3/8" Combination Wrench04-003 7/16" Combination Wrench04-004 1/2" Combination Wrench04-005 9/16" Combination Wrench04-006 5/8" Combination Wrench04-007 11/16" Combination Wrench04-008 3/4" Combination Wrench04-009 13/16" Combination Wrench04-010 7/8" Combination Wrench04-011 15/16" Combination Wrench04-012 1" Combination Wrench
 SAE Individuals
 STOCKNUMBER Description
 04-057 7 mm Combination Wrench 04-058 8 mm Combination Wrench 04-059 9 mm Combination Wrench 04-060 10 mm Combination Wrench 04-061 11 mm Combination Wrench 04-062 12 mm Combination Wrench 04-063 13 mm Combination Wrench 04-064 14 mm Combination Wrench04-067 17 mm Combination Wrench04-069 19 mm Combination Wrench04-072 22 mm Combination Wrench
 Metric Individuals
 Sets STOCKNUMBER Description
 04-812 12 pc. SAE Combination Wrench Set includes: 1/4", 5/16", 3/8", 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8" with reusable rack
 04-813 12 pc. Metric Combination Wrench Set includes: 7mm, 8mm, 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 17mm, 19mm, 22mm, with reusable rack
 Style No. 92001
 Style No. 92001Aluminum
 Style No. 92004
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 Style No. 92004 Jumbo Combination Wrenches
 These jumbo combination wrenches are designed for those heavyindustrial applications. The extra length on these wrenches allow forextra torque on the heaviest of jobs. They are drop forged, hardenedand tempered from high quality chrome vanadium steel. The openend has a chamfered tip for easy lead in to the fastener. The box endis designed to provide maximum contact with the fastener. Thesewrenches are nickel chrome plated for maximum rust resistance.Wrenches are available as open stock or sets and available in SAE only.
 STOCKNUMBER Description
 04-013 1-1/16" Jumbo Combination Wrench04-014 1-1/8" Jumbo Combination Wrench04-016 1-1/4" Jumbo Combination Wrench04-017 1-5/16" Jumbo Combination Wrench04-018 1-3/8" Jumbo Combination Wrench04-019 1-7/16" Jumbo Combination Wrench04-020 1-1/2" Jumbo Combination Wrench04-022 1-5/8" Jumbo Combination Wrench04-023 1-11/16" Jumbo Combination Wrench04-024 1-3/4" Jumbo Combination Wrench04-025 1-13/16" Jumbo Combination Wrench04-026 1-7/8" Jumbo Combination Wrench04-028 2" Jumbo Combination Wrench04-030 2-1/8" Jumbo Combination Wrench04-032 2-1/4" Jumbo Combination Wrench04-034 2-3/8" Jumbo Combination Wrench04-036 2-1/2" Jumbo Combination Wrench
 SAE
 STOCKNUMBER Description
 04-816 6 pc. SAE Jumbo Combination Wrench Setincludes: 1-3/8", 1-1/2", 1-5/8", 1-3/4", 1-7/8", 2"
 Sets
 Style No. 92004 Professional Combination Wrenches
 These professional four point contact high polished wrenches aredesigned for those wanting the best in their combination wrenches.The four point contact allows for additional contact with the fasten-ers. This will help eliminate the rounding off of old or damaged fasteners. The extra length allows for extra torque on the heaviest ofjobs. They are drop forged, hardened and tempered from high quali-ty chrome vanadium steel. The open end has a chamfered tip for easylead in to the fastener. The box end is designed to provide maximumcontact with the fastener. These high polished nickel chrome platedwrenches are easy to clean and provide maximum rust resistance.
 STOCKNUMBER Description
 04-102 3/8" Combination Wrench04-103 7/16" Combination Wrench04-104 1/2" Combination Wrench04-105 9/16" Combination Wrench04-106 5/8" Combination Wrench 04-107 11/16" Combination Wrench04-108 3/4" Combination Wrench04-109 13/16" Combination Wrench04-110 7/8" Combination Wrench04-111 15/16" Combination Wrench04-112 1" Combination Wrench04-113 1-1/16" Combination Wrench 04-114 1-1/8" Combination Wrench04-116 1-1/4" Combination Wrench
 SAE Individuals
 STOCKNUMBER Description
 04-159 9 mm Combination Wrench 04-160 10 mm Combination Wrench04-161 11 mm Combination Wrench04-162 12 mm Combination Wrench 04-163 13mm Combination Wrench04-164 14 mm Combination Wrench 04-165 15 mm Combination Wrench 04-167 17 mm Combination Wrench 04-169 19 mm Combination Wrench04-171 21 mm Combination Wrench 04-173 23 mm Combination Wrench 04-175 25 mm Combination Wrench04-177 27 mm Combination Wrench04-178 28 mm Combination Wrench04-182 32 mm Combination Wrench
 Metric Individuals
 Sets STOCKNUMBER Description
 04-814 15 pc. SAE Combination Wrench Set includes: 3/8", 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1", 1-1/16", 1-1/8", 1-1/4" with vinyl pouch
 04-815 15 pc. Metric Combination Wrench Set includes: 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 15mm, 17mm, 19mm, 21mm, 23mm, 25mm, 28mm, 32mm with vinyl pouch
 Style No. 92004
 Style No. 92004 Jumbo Combination Wrench
 Four PointContact
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 Style No. 92007 Socket Sets
 These sockets sets are made from a high quality chrome vanadiumsteel. They are hardened and tempered for strength and durability.The sockets are designed to give maximum contact to preventrounding of fasteners. These tools have nickel chrome plating forsuperior rust resistance. The sets have an individually designed highimpact cases to keep all tools organized.
 STOCKNUMBER Description
 3/8" Drive, Socket Sets, SAE & Metric07-846 22 Piece, 3/8" Drive, Standard/Deep (SAE) 6 Point
 includes: 9 Standard & 9 Deep, 3/8", 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8", 8" Ratchet Handle, 1-3/4"& 3" Extension Bar, Blow-Mold Case
 07-847 22 Piece, Metric, 3/8" Drive, Standard/Deep, 6 Pointincludes: Standard Sockets - 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 15mm, 17mm, 19mm Deep Sockets: 9mm, 10mm, 11mm, 12mm, 13mm, 14mm, 15mm, 17mm, 19mm, Also includes: 8" Ratchet Handle, 1-3/4" & 3" Extension Bars, Blow-Mold Case
 07-851 31 Piece, SAE/Metric, 3/8" Drive, Standard/Deep, 6 Pointincludes: Standard Sockets-SAE-3/8", 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", Metric - 12mm, 13mm, 14mm, 15mm, 17mm, 19mm, Deep Sockets-SAE - 3/8", 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", Metric - 12mm, 13mm, 14mm, 15mm, 17mm, 19mm, also includes: 8" Ratchet Handle, 3" & 6" Extensions, Universal Joint, Blow-Mold Case
 07-890 50 Piece, 1/4"-3/8" Standard Set, (SAE/Metric), 6 Point includes: 1/4" Drive (SAE) Sockets - 3/16", 7/32", 1/4", 9/32", 5/16" 11/32", 3/8", 7/16", 1/4" Drive (Metric) Sockets - 4mm, 5mm, 6mm, 7mm, 8mm, 9mm, 10mm, 11mm, 12mm, 1/4" Drive Spinner Handle, 1/4" Drive Screwdriver bit adapter, 3 Slotted Bits, 3 Phillips Bits, 6 Hex Bits, 3 Star Bits, 3 Hex Keys, 3/8" Drive (SAE) Sockets -9/16", 5/8",11/16", 3/4", 13/16", 3/8" Drive (Metric) Sockets -13mm, 14mm, 15mm, 17mm, Spark Plug Socket,6" Extension Bar, Reversible Ratchet Handle, 3/8" - 1/4" Adapter, Blow-Mold Case
 1/2" Drive Socket Sets, SAE/Metric07-862 11 Piece, 1/2" Drive, Standard Socket Set, SAE, 12 Point
 includes: 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1", and Rack
 07-866 17 Piece, 1/2" Drive, Standard Socket Set, SAE, 12 Pointincludes: 7/16", 1/2", 9/16", 5/8", 11/16", 3/4", 13/16", 7/8", 15/16", 1", 1-1/16", 1-1/8", 1-1/4", 10" Ratchet, 14-1/2" Flex-Handle, 5" Extension Bar, Blow-Mold Case
 07-867 17 Piece, Metric, 1/2" Drive, Standard Socket, 12 Pointincludes: 10mm, 11mm, 12mm, 13mm, 14mm, 17mm, 19mm, 20mm, 21mm, 22mm, 23mm, 24mm, 27mm, 10" Ratchet, 14-1/2" Flex Handle, 5" Extension Bar, Blow-Mold Case
 07-868 25 Piece, 1/2" Drive, Standard Socket, SAE, 12 Pointincludes: 3/8", 7/16", 15/32", 1/2", 9/16", 19/32", 5/8", 11/16", 3/4", 25/32", 13/16", 7/8", 15/16", 1", 1-1/16", 1-1/8", 1-3/16", 1-1/4", 10" Ratchet Handle, 10" Sliding T-Bar, Speeder Handle, Universal Joint, 5" & 10" Extension Bars, Blow-Mold Case
 3/4" Drive, Socket Sets07-880 21 Piece, 3/4" Drive, Standard Socket, SAE, 12 Point
 includes: 7/8", 15/16", 1", 1-1/16", 1-1/8", 1-3/16", 1-1/4",1-5/16", 1-3/8", 1-7/16", 1-1/2", 1-5/8", 1-3/4", 1-15/16", 1-7/8", 2", 20" Ratchet Handle, 20” Sliding T-Bar, 4” & 8” Extension Bar, Metal Case
 07-886 26 Piece, 3/4" - 1"Drive, Standard Jumbo Socket Set, includes: 3/4" Drive Sockets - 15/16", 1", 1-1/16", 1-1/8", 1-3/16", 1-1/4", 1-5/16", 1-3/8", 1-7/1 6", 1-1/2", 1-5/8", 1-11/16", 1-3/4", 1-13/16", 1-7/8", 2", 12 Point Sockets: 2-1/4", 2-1/2", 2-3/4", Extension Bars 8" & 16", Adapter 3/4" X 1", 20" Sliding T-Bar, 3/4" Drive Ratchet, Flex Head, Metal Case
 Stock No. 07-847 Stock No. 07-851
 Stock No. 07-890
 Stock No. 07-880
 Style No. 07-886
 Stock No. 07-866
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3/8" Drive Ratchet, Nickel Chrome Plated07-020 8" Round Head
 1/2" Drive Ratchet, Nickel Chrome Plated07-040 10" Round Head
 STOCKNUMBER Description
 1/4" Regular - 6 Point - SAE06-003 3/16" 06-004 7/32" 06-005 1/4" 06-006 9/32" 06-007 5/16" 06-008 11/32" 06-009 3/8" 06-010 7/16"
 3/8" Regular - 6 Point - SAE06-033 3/8" 06-034 7/16" 06-035 1/2" 06-036 9/16" 06-037 5/8" 06-038 11/16" 06-039 3/4" 06-040 13/16" 06-041 7/8"
 3/8" Deep - 6 Point SAE06-342 3/8" Deep06-343 7/16" Deep 06-344 1/2" Deep 06-345 9/16" Deep 06-346 5/8" Deep 06-347 11/16" Deep 06-348 3/4" Deep 06-349 13/16" Deep 06-350 7/8" Deep
 1/2" Standard - 12 Point SAE06-140 3/8" 06-141 7/16" 06-142 1/2" 06-143 9/16" 06-144 5/8" 06-145 11/16" 06-146 3/4" 06-147 13/16" 06-148 7/8" 06-149 15/16" 06-150 1" 06-151 1-1/16" 06-152 1-1/8" 06-153 1-3/16" 06-154 1-1/4"
 STOCKNUMBER Description
 1/4" Regular - 6 Point - Metric06-015 4 mm 06-016 5 mm 06-017 6 mm 06-018 7 mm 06-019 8 mm 06-020 9 mm 06-021 10 mm 06-022 11 mm 06-023 12 mm
 3/8" Regular - 6 Point - Metric06-053 9 mm 06-054 10 mm 06-055 11 mm 06-056 12 mm 06-057 13 mm 06-058 14 mm 06-059 15 mm 06-061 17 mm 06-063 19 mm
 3/8" Deep - 6 Point Metric06-363 9 mm Deep 06-364 10 mm Deep 06-365 11 mm Deep 06-366 12 mm Deep 06-367 13 mm Deep 06-368 14 mm Deep 06-369 15 mm Deep 06-371 17 mm Deep 06-373 19 mm Deep
 1/2" Standard - 12 Point Metric06-185 10 mm 06-186 11 mm 06-187 12 mm 06-186 13 mm 06-189 14 mm 06-192 17 mm 06-194 19 mm 06-195 20 mm 06-196 21 mm 06-197 22 mm 06-198 23 mm 06-199 24 mm 06-200 27 mm
 Socket Sets & Pliers
 45
 Style No. 92006 Open Stock
 These open stock tools are manufactured from a high quality chromevanadium steel. They are hardened and tempered for strength anddurability. The sockets are designed to give maximum contact to prevent rounding of fasteners. These tools have nickel chrome plating for superior rust resistance.
 Style No. 92010 Slip Joint Pliers
 These slip joint pliers are drop forged from high quality alloy steel.They are hardened and tempered for strength and durability. Thejaws are machine ground to provide maximum gripping power.These pliers have an ergonomic double injected cushioned grip forcomfort and black nickel finish for maximum rust resistance.
 STOCKNUMBER Description
 10-006 6” Slip Joint10-008 8” Slip Joint 10-010 10” Slip Joint
 Stock No. 07-040Stock No. 07-020
 Open Stock
 Style No. 92010Slip Joint
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 Style No. 92010 Tongue & Groove Joint Pliers
 These tongue & groove joint pliers are drop forged from high quali-ty alloy steel. They are hardened and tempered for strength anddurability. The jaws are machine ground to provide maximum gripping power. An ergonomic double injected cushioned grip forcomfort and black nickel finish for maximum rust resistance.
 STOCKNUMBER Description
 10-110 10” Tongue & Groove10-112 12” Tongue & Groove
 Style No. 92010 Solid Joint Pliers
 These solid joint pliers are drop forged from high quality alloy steel.The solid rivet design provides maximum performance and quality.They are hardened and tempered for strength and durability. Thejaws are machine ground to provide maximum gripping power. Anergonomic double injected cushioned grip for comfort and blacknickel finish for maximum rust resistance.
 STOCKNUMBER Description
 10-206 6” Long Nose10-208 8” Long Nose10-307 7” Linesmen’s 10-308 8” Linesmen’s10-406 6” Diagonal Cutting 10-407 7” Diagonal Cutting 10-408 7.5” Diagonal Cutting
 Style No. 92010 Miniature Pliers
 These pliers allow for use in confined areas, electronics or hobbywork. They are drop forged from high quality alloy steel. Hardenedand tempered for strength and durability, the jaws are machineground to provide maximum gripping power. An ergonomic cush-ioned grip for comfort and black nickel finish for maximum rustresistance.
 STOCKNUMBER Description
 10-625 5” Needle Nose10-665 5” Long Nose
 Style No. 45700 Laminated Pliers
 These laminated pliers have a unique laminated steel constructionfor strength. The lamination are made from high carbon steel andallows for a more precise teeth pattern and will perform as well orbetter than conventional pliers. Extra soft cushioned handle for com-fort and control, all parts are individually coated for superior rustresistance. Will meet or exceed all ASME specifications for pliers andare MADE IN USA.
 STOCK JawNUMBER Length Style
 45858 6” Diagonal Cutter
 45855 6-1/2” Long Nose45850 6-1/2” Slip Joint45854 8” Slip Joint45853 8” Adjustable Joint45856 10” Adjustable Joint
 Style No. 92010Tongue & Groove
 Style No. 92010 Solid Joint
 Style No. 92010Miniature
 Style No. 45700Laminated
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 Style No. 92011 Locking Pliers
 These locking pliers are ideal for tightening, clamping, twisting,or turning materials and fasteners. They are made from alloysteel for strength and durability. These pliers are adjusted easilywith a slight turn of the screw adjustment. The jaws to grip atany angle and induction hardened for durability. The guardedrelease lever reduces the chances of accidental release. Brightlyplated finish for maximum rust resistance.
 STOCK JawNUMBER Length Style
 11-005 5” Curved w/cutter11-007 7” Curved w/cutter11-306 6” Long Nose11-010 10” Curved w/cutter
 Style No. 45600 Laminated Locking Pliers
 These laminated locking pliers are ideal for tightening, clamping,twisting, or turning materials and fasteners. The high carbonsteel jaws have a unique laminated steel construction forstrength. This laminated construction allows for a more preciseteeth pattern. The internal screw mechanism protects againstdirt from forming on the screw. The guarded release leverreduces the chances of accidental release. A brightly plated nickel finish for maximum rust resistance and a vinyl grip forcomfort, MADE IN USA.
 STOCK Jaw NUMBER Length Style
 45831 6” Curved 45832 7-1/2” Long Nose45833 8” Curved45834 8” Straight45835 10” Long Nose45836 10” Curved45837 10” Straight
 Style No. 45700 E-Z Lock Professional Locking Pliers
 These pliers have a patented automatic self-sizing feature. These pliers automatically size themselves according to the thickness ofthe material being held. The laminations are made from heattreated high carbon steel for strength and durability, also have anextra soft cushioned handle for comfort and control. All parts areindividually coated for superior rust resistance. Will meet orexceed all ASME specifications for locking pliers and are MADE INUSA.
 STOCK Jaw NUMBER Length Style
 45260 6” Curved45270 7” Straight45290 9” Curved
 45221 7” & 9” 7” Straight & 9” Curved45231 6”, 7”& 9” 6” Curved, 7” Straight, & 9” Curved
 Style No. 92001
 Style No. 45600
 Style No. 45700 Self Sizing
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Pliers & Screwdrivers
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 Style No. 92011 Locking Clamps
 These locking clamps are ideal for holding either wood or metalmaterials. They are made from alloy steel for strength and dura-bility. The extra reach on these clamps make them useful whenworking with odd shaped material. These clamps are adjustedeasily with a slight turn of the screw adjustment. The guardedrelease lever reduces the chances of accidental release. Brightlyplated finish for maximum rust resistance.
 STOCK JawNUMBER LENGTH Style
 11-406 6” C-Clamp11-409 9” Welding11-410 10” Sheet Metal11-411 11” C-Clamp
 Style No. 92022 Economy Screwdrivers
 These screwdrivers have a molded PVC handle. The round bladesare hardened and tempered from alloy steel for durability. Theblades have nickel chrome plating for superior rust resistance.
 Style No. 92022 Heavy-Duty Screwdrivers
 These screwdrivers have an extruded PVC handle. The handles areslightly larger than other screwdrivers to provide additional torque.The round blades are hardened and tempered from alloy steel fordurability. The blades have nickel chrome plating for superior rustresistance.
 Style No. 92022 Professional Screwdrivers
 These professional screwdrivers have an ergonomically designedhandle for comfort. The TP/TPR handles have a soft grip feel and pro-vide maximum protection against oil and solvents in the shop. Thechrome vanadium blades are hardened and tempered for strengthand durability. The magnetized tips allow ease of use when startinga fastener or picking up dropped items from tight spaces. The bladeshave nickel chrome plating for superior rust resistance.
 Style No. 92011
 Style No. 92022 Economy
 Style No. 92022 Heavy-Duty
 Style No. 92022 Professional
 STOCKNUMBER Size
 22-400 3/32" X 1-1/2" 22-402 1/8" X 2" 22-403 1/8" X 3" 22-404 1/8" X 4" 22-413 3/16" X 3" 22-414 3/16" X 4"22-42622-44822-45022-494 3/16" X 4" Cabinet22-498 3/16" X 8" Cabinet 22-419 3/16" X 9" 22-421 1/4" X 2-1/2" stubby 22-424 1/4" X 4" 22-436 5/16" X 6"
 22-451 0 1-1/2" 22-452 0 X 2-1/2"22-463 1 X 3"22-471 2 X 2-1/2" stubby22-47422-476 2 X 8"22-486 3 X 6"
 Torx22-440 T10 X 3"22-441 T15 X 3"22-442 T20 X 3"
 STOCKNUMBER Size
 22-314 3/16" X 4" 22-321 1/4" X 1-1/2" stubby 22-324 1/4" X 4" 22-336 5/16" X 6" 22-363 1 X 3" 22-371 2 X 1-1/2" stubby 22-374 2 X 4"
 Sets22-393 18 pc. Screwdriver set
 includes: 6 PC Jewelers S/D, 1/4 X 4", 3/16 X 4", #0 X 2-1/2", #1 X 3", #2 X 1-1/2", #2 X 4", #3 X 6", 1/4 X 1-1/2", 1/4 X 6", 5/16 X 6" and 2 PC offset S/D
 22-398 6 pc. Screwdriver setincludes: 3/16 X 4", 1/4 X 1-1/2", 1/4 X 4", #1 X 3", #2 X 1-1/2", #2 X 4"
 Offset22-921 #2 X 1/4"
 Combination Offset22-922 1/4" X 3/16"22-923 #1 X #2
 22-900 4-way pocket chain driver
 STOCKNUMBER Size
 22-103 1/8" X 3"22-113 3/16" X 3"22-114 3/16" X 4"22-124 1/4" X 4"22-121 1/4" X 2-1/2" stubby22-136 5/16" X 6" 22-148 3/8" X 8"
 22-152 0 X 2-1/2" 22-163 1 X 3"22-171 2 X 2-1/2" stubby22-174 #2 X 4"22-186 #3" X 6" 22-918 Scratch Awl 4"
 Nutdrivers29-100 3/16"29-101 1/4" 29-102 5/16"29-103 11/32"29-104 3/8"29-105 7/16"30-322
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Punch & Chisels / Bolt Cutters / Knives & Accessories
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 Style No. 92031 Punch & Chisels
 The punch and chisels are ideal for home or workshop. They aremanufactured from high quality alloy steel and heat treat forstrength. The cutting edges are drop forged and precision groundfor durability. They have a black powder coated finish and for supe-rior rust resistance.
 STOCKNUMBER Size Style
 31-204 1/2" x 6-1/2" Cold Chisel31-205 5/8" x 7" Cold Chisel31-206 3/4" X 7" Cold Chisel
 31-207 7/8" x 8" Cold Chisel31-208 7/8" x 10" Cold Chisel31-210 1" x 10" Cold Chisel31-259 1/8" x 6" Taper Punch 31-261 7/32" x 10" Taper Punch 31-264 3/8" x 12" Taper Punch 31-291 5/32" x 6" Center Punch 31-275 7/32" x 8" Center Punch 31-246 3/8" x 8" Pin Punch 31-307 4" x 7" Brick Chisel 31-103 5/8" x 7" Cold Chisel
 31-293 12 Pc. Punch & Chisel Setincludes: 6 pc cold chisels 1/2" X 6-1/2", 5/8" X 7", 3/4" X 8", 7/8" X 8", 7/8" X 10", 1" X 10", 3 pc Taper Punch 1/8" X 6", 7/32" X 10", 3/8" X 12", Two Piece Center Punch 5/32" X 6", 7/32" X 8", Pin Punch 3/8" X 8", Storage Pouch
 Sets
 Style No. 92039 Bolt Cutters
 These bolt cutters have compound action and come in a wide rangeof sizes. The alloy steel heads are drop forged, heat-treated, andtempered for strength. The tubular steel handles have a rubber gripfor comfort.
 STOCKNUMBER Size
 39-014 14” 39-018 18”39-024 24”39-036 36”
 Style No. 92033 Knives & Accessories
 Pony offers a selection of home or workshop knives for all jobs.These knives offer high quality blades for maximum performance.
 STOCKNUMBER Description
 33-001 Utility Knife w/ 5 blades33-006 5 Replacement Blades33-022 Mini Snap Blade Knife33-090 7” Linoleum Knife
 Style No. 92043 Professional Utility Knife
 This professional utility knife has features not found in other knives.The quick release mechanism releases the cutting blade and makesblade changes easy. It also contains a quick release storage maga-zine storing up to 4 additional blades. The ergonomic soft grip provides comfort for working those long hours. This professionalknife comes with 5 blades.
 STOCKNUMBER
 9260
 Style No. 92039
 Style No. 92033
 Stock No. 92043
 Stock No. 31-293
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Snips / Tape Measures & Hammers
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 Style No. 92039 Aviation Tin Snips
 These compound action tin snips are made from strong alloy steelfor durability. The blades are heat-treated and precision machinedfor excellent cutting performance. The vinyl grips are color-codedfor easy identification.
 STOCKNUMBER Cut Color Length
 39-101 Right Green 10”39-102 Left Red 10”39-103 Straight Yellow 10”Stock Number Description Size
 39-180 3pc Set (Right, Left & Center Cut) 10”
 Style No. 92043 Tape Measures
 These tape measures have easy to read markings every 1/8”forconvenient readability. The cases are made from high impactABS for strength and durability. These steel tapes meet federalspecifications for accuracy and performance. They all have aneasy to operate thumb lock for blade stoppage. Available in avariety of lengths and colors making them suitable for any typejob.
 STOCK BladeNUMBER Length Widths Case Material Color
 43-113 12’ 1/2” ABS Chrome43-119 16’ 3/4” ABS Chrome43-123 25’ 1” ABS Chrome43-127 25’ 1” ABS Neon Yellow43-128 25’ 1” ABS Neon Green43-129 25’ 1” ABS Neon Orange43-132 33’ 1’ ABS Chrome43-699 100’ 3/8” Steel Chrome
 Standard and Metric Markings
 43-145 16’/5M 3/4” ABS Chrome43-147 27’/8M 1” ABS Chrome
 Style No. 92043 Professional Tape Measure
 This professional quality tape measure is made from high impactABS material for strength and durability. The case has a con-toured shape and slip resistant rubber grip for comfort. The steeltape has easy to read markings every 1/8” for convenient readability. The thumb blade lock eliminates accidental releasingof the tape while locked. Meets federal specifications for accuracy and performance.
 STOCK BladeNUMBER Length Width Case Material Color
 9270 25’ 1” ABS Orange/Black
 Style No. 92060 Framing Hammers
 The most universally used hammers in the market today. The alloysteel heads are drop forged and fully polished. The heads are heattreated and tempered for durability and strength. The head stylesrange from claw to rip style depending on preference. The handlesare available in hickory, fiberglass, or steel. The fiberglass and steelhandles have an over molded rubber grip for comfort.
 STOCKNUMBER Style Head Weight Handle Material
 60-034 Claw 16 oz. Hickory60-320 Claw 16 oz. Fiberglass60-620 Claw 16 oz. Steel60-322 Rip 16 oz. Fiberglass
 Style No. 92039
 Style No. 92043
 Stock No. 9270
 Easy to Read Markings
 Framing Style No. 92060
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 Style No. 92060 Professional Framing Hammers
 These hammers represent the highest quality framing hammersavailable. They offer a more generous striking surface than otherhammers. The high quality alloy steel heads are drop forged andfully polished. The heads are heat treated and tempered for dura-bility and strength. The handles are available in hickory or fiberglass.The fiberglass handles have an over molded rubber grip for comfort.
 STOCKNUMBER Style Head Weight Handle Material
 60-534 Claw 16 oz. Hickory60-520 Claw 16 oz. Fiberglass
 Style No. 92061 Ball Peen Hammers
 These hammers have heat-treated and tempered alloy steel heads.The heads are concentrically ground and polished on both the headand peen. There is a generous bevel for using this hammer as aforming tool. The non-striking surfaces of the heads are finishedwith a rust resistant black paint. The handles are available in hicko-ry or fiberglass. The fiberglass handles have an over molded rubbergrip for comfort.
 Style No. 92062 Cross Peen Hammers
 The cross peen hammers are designed for striking unhardenedmaterials. The peen head allows for the shaping or bending ofunhardened materials. The drop-forged heads are made from alloysteel. The heads are heat treated and tempered for strength anddurability. These hammers are available in either a hickory or a pre-mium wood handle.
 STOCKNUMBER Style Head Weight Handle Material
 62-112 Cross Peen 2 lb. Premium Hardwood 62-113 Cross Peen 3 lb. Premium Hardwood62-123 Cross Peen 3 lb. Hickory
 Style No. 92062 Drilling Hammers
 These hammers represent the highest quality drilling hammers avail-able. They offer a more generous striking surface than other ham-mers. The high quality alloy steel heads are drop forged and fullypolished. The heads are heat treated and tempered for durabilityand strength. The handles are available in hickory or fiberglass. Thefiberglass handles have an over molded rubber grip for comfort.
 STOCKNUMBER Style Head Weight Handle Material
 62-212 Drilling 2 lb. Premium Hardwood 62-213 Drilling 3 lb. Premium Hardwood62-214 Drilling 4 lb. Premium Hardwood 65-034 Drilling 4 lb. Fiberglass
 Style No. 92060
 Style No. 92061
 Style No. 92062
 Style No. 92062
 Framing
 Ball Peen
 Cross Peen
 Drilling
 STOCKNUMBER Style Head Weight Handle Material
 61-238 Ball Peen 8 oz. Hickory 61-242 Ball Peen 12 oz. Hickory61-246 Ball Peen 16 oz. Hickory 61-274 Ball Peen 16 oz. Fiberglass61-254 Ball Peen 24 oz. Hickory61-276 Ball Peen 24 oz. Fiberglass61-262 Ball Peen 32 oz. Hickory61-278 Ball Peen 32 oz. Fiberglass 61-264 Ball Peen 40 oz. Hickory
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STOCKNUMBER Head Weight Handle Material
 61-108 8 oz. Premium Wood61-116 16 oz. Premium Wood61-124 24 oz. Premium Wood61-182 32 oz. Premium Wood
 Hammers
 52
 Style No. 92061 Rubber Mallets
 These rubber mallets provide a soft blow when working with sheetmetal, construction materials, or in woodworking. Featuring pre-mium wood handles are available from an 8 oz. to 32 oz. weights.
 Style No. 92062 Chipping Hammer
 This chipping hammer is used to remove slag or other loose mater-ial from metal. The head has a long tapered point on one end anda vertical chisel on the other. The ergonomic spiral metal handlereduces fatigue and shock for the user. The head is heat treated andmade from tough alloy steel.
 STOCKNUMBER Style Head Weight Handle Material
 61-618 Chipping 18 oz. Spiral Steel
 Style No. 92062 Brick Hammer
 This brick hammer is used for setting bricks, masonry tile, and chip-ping mortar. The forged alloy head is heat-treated and tempered fordurability. The handle is made from hickory to reduce shock andprovide durability.
 STOCKNUMBER Style Head Weight Handle Material
 61-424 Brick 24 oz. Hickory
 Style No. 92062 Builders Hammer/Hatchet
 This builder’s hammer/hatchet is a great multi purpose tool for thecontractor. The two sided head is fully polished and has a 3-1/2”blade for cutting on one end and a traditional hammer head on theother end. This tool also has a nail slot milled along the heat treat-ed head for convenience. This hammer/hatchet has a premiumhardwood handle for durability.
 STOCKNUMBER Style Head Weight Handle Material
 60-096 Hammer/Hatchet 28 oz. Premium Hardwoodl
 Style No. 92061
 Stock No. 60-096
 Stock No. 61-424
 Stock No. 61-618
 Rubber Mallet
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 Style No. 92065 Sledge Hammers
 These heavy-duty sledgehammers have a forged alloy steel head.The heads are hardened and tempered for durability. These double-faced heads have chamfered edges to reduce chipping and damage. The striking surface has been polished and coated with arust resistant acrylic. The non-striking surfaces are painted with anenamel paint to eliminate rusting. Available with a wood or rubbergripped fiberglass handle.
 STOCKNUMBER Head Weight Handle Length Handle Material
 62-321 2 lb. 16” Premium Hardwood62-323 3 lb. 16” Hickory65-163 3 lb. 16” Fiberglass62-324 4 lb. 16” Hickory65-164 4 lb. 16” Fiberglass65-165 6 lb. 16” Fiberglass62-326 6 lb. 36” Hickory65-166 6 lb. 36” Fiberglass65-167 8 lb. 16” Fiberglass62-328 8 lb. 36” Hickory65-168 8 lb. 36” Fiberglass62-330 10 lb. 36” Hickory65-170 10 lb. 36” Fiberglass62-332 12 lb. 36” Hickory65-172 12 lb. 36” Fiberglass62-336 16 lb. 36” Hickory65-176 16 lb. 36” Fiberglass62-340 20 lb. 36” Hickory
 Replacement Handles 69-216 16” Hickory handles for 2-4lb. sledge 69-236 36” Hickory Handle for 6-16lb. Sledges/6-8 lb. Mauls
 STOCKNUMBER Weight
 64-604 4 lbs.64-605 5 lbs.
 Style No. 9206 Splitting Wedges
 These heavy-duty splitting are drop forged from alloy steel. Thewedges are hardened and tempered for durability. The striking sur-face has a chamfered square striking surface for safety. The tips havebeen hand ground to provide the best cutting edge possible. Thenon-striking surfaces are painted with an enamel paint to eliminaterusting.
 STOCKNumber Head Size Handle Length
 64-378 8” x 8” 42” 64-380 10” x 10” 42”
 Style No. 92069 Tampers
 These tampers are perfect for compacting loose soil or material. Thecast heads are heat-treated for strength and durability. The headshave a black powder coated finish for superior rust resistance.Premium hardwood handles.
 Style No. 92065
 Style No. 92065
 Style No. 92069
 Style No. 9206
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Pry Bars
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 Style No. 92064 Wrecking Bars
 These wrecking bars will handle any ripping, prying, or pulling job.They are forged from high a quality alloy steel and heat-treated forstrength and durability. A 90° bend on one end and have a sharppinch point on the other for any heavy job. Black enamel paint fin-ish and the ground surfaces are coated with an acrylic epoxy for rustresistance.
 STOCKNumber Length
 64-418 18”64-424 24”64-430 30” 64-436 36”64-448 48”
 Style No. 92064 Pry Bars & Nail Pullers
 These pry bars and nail pullers are designed for light-duty prying likenails, loose boards, and cabinets. Manufactured high quality alloysteel and heat-treated for strength. They have a black enamel paintfinish and the ground surfaces are coated with an acrylic epoxy forrust resistance.
 STOCKNumber Length Style
 64-491 11” Nail Puller64-494 7” Utility Bar64-495 15” Utility Bar
 Style No. 92064 Heavy Duty Bars
 These heavy-duty bars have a forged ends from high quality alloysteel head. They are hardened and tempered for strength anddurability. The polished tips are coated with an acrylic for rustresistance. The non-striking surfaces are painted with an enam-el paint to eliminate rusting.
 STOCKNUMBER Length Length Style
 64-454 24” Aligning 64-460 30” Aligning
 64-508 42” 8lbs Pinch Point64-512 51” 12lbs Pinch Point64-518 60” 18lbs Pinch Point
 64-530 1” x 60” 14lbs Digging 64-532 1” x 72” 17lbs Digging64-549 1” x 69” 17lbs Posthole Digging
 64-578 48” Stripping w/claw
 Style No. 92064
 Stock No. 64-494
 Stock No. 64-495
 Stock No. 64-454 Aligning
 Stock No. 64-530
 Stock No. 64-508Pinch Point
 Digging
 Style No. 92064 Pick Axes
 STOCKNumber Style Head Weight
 64-150 5 Lb Pick Mattock 5 Lb.64-350 5 Lb Railroad Pick Mattock 5 Lb.64-360 6 Lb Railroad Pick Mattock 6 Lb.
 Stock No. 64-150
 Stock No. 64-360
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 Style No. 92007 Hex Key Set
 This hex key set is made from a chrome vanadium alloy steel. Thisitem is hardened and tempered for strength and durability. The setkey ring keeps all keys together and makes finding the right hex keyeasy. 1/4”)
 STOCKNUMBER Size
 04-981 Sizes 1/16”, 5/64”, 3/32”, 1/8”, 5/32”, 3/16”, 7/32” , 1/4”
 Style No. 92029 Heavy Duty Riveter Kit
 This heavy-duty riveter kit has a cast alloy body for durability. Theriveter has chrome moly jaws and over molded handles for comfort.The unit easily stores in a plastic case and come with 100 assortedrivets. (Sizes 2.4mm, 3.2mm, 4.0mm, and 4.8mm)
 STOCKNUMBER
 29-890
 Style No. 92034 Adjustable Hacksaw
 This adjustable hacksaw allows for adjustments from 8” to 12”. Thesolid steel frame is designed for durability and has a wing nut adjust-ment for blade tensioning.
 STOCKNUMBER
 34-320
 Style No. 92029 12” Hacksaw (Bi-Metal)
 The 12” hacksaw has a rectangular tubular steel frame for strength.The 12” flexible bi-metal blade can be adjusted to a 45º or 90º cut-ting angle. The bi-metal will last longer and cut quicker when cut-ting hardened material. This saw also has the capability to functionas a close quarter saw when needed. The blade tension is easilyadjusted by the wing nut at the lower portion of the handle.
 STOCKNUMBER
 34-340
 Style No. 92039 PVC Pipe & Hose Cutter
 This cutter will handle all PVC pipe and hose up to 1-1/4” in size.The ratcheting handle action allows for easy clean cuts of material.This PVC cutter also has a handle latch to keep unit safely closedduring storage.
 STOCKNUMBER
 39-910
 Stock No. 04-981
 Stock No. 29-890
 Stock No. 34-340
 Stock No. 39-910
 Stock No. 34-320
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 Style No. 92043 Torpedo Level
 This 3-vial torpedo level allows for horizontal, vertical, or 45º mea-surements. The impact resistant plastic material provides protectionand durability. A magnet along one side for use on leveling appliances or bench power tools.
 STOCKNUMBER Size
 43-000 9” NO PICTURE
 Style No. 92052 Wire Brushes
 These wire brushes are perfect for home or workshop use. The steelwires are tempered for durability. The hardwood handles are sand-ed to a smooth finish for comfort.
 STOCKNumber Description
 52-010 Long Handle Wire Brush52-020 Shoe Handle Wire Brush52-080 Brass Mini Brush52-081 Stainless Mini Brush
 Style No. 92069 Safety Goggles
 These safety goggles help protect you from flying particles, dust, orspray. They are lightweight and ventilated to prevent fogging.
 STOCKNUMBER
 69-901
 Style No. 52-052
 Stock No. 69-901
 Stock No. 43-000
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Full One-Year Warranty
 All devices manufactured by ADJUSTABLE CLAMP COMPANY are intendedsolely for use by a consumer as “hand tools,” and are designed to accept suchreasonable load as may be applied by hand. They are warranted against faultyworkmanship or material for a period of one (1) year from the date of pur-chase. Any tool(s) claimed to be defective within the warranty period must bereturned to the manufacturer, ADJUSTABLE CLAMP COMPANY, 404 NorthArmour Street, Chicago, IL, 60622, shipping charges prepaid. The purchaser’sexclusive remedy, and the manufacturer’s only liability, under this warrantyfor any defect due to faulty workmanship or materials is for the manufacturerat its option to make free repair or replacement within sixty (60) days of thereceipt of the returned tool(s).
 IN NO EVENT SHALL THE MANUFACTURER BE LIABLE FOR INCIDENTAL ORCONSEQUENTIAL DAMAGE OF ANY KIND, INCLUDING LOSS OR DAMAGE TOPROPERTY OR INJURY TO PERSON. Some states do not allow the exclusion orlimitation of incidental or consequential damages, so the above limitations orexclusion may not apply to you.
 This warranty gives you specific legal rights. You may also have other rightswhich vary from state to state.
 Please use care and wear protective eyewear for safety when using any hand tool.
 ADJUSTABLE CLAMP COMPANY
 404 North Armour Street, Chicago, IL, 60622 Phone: (312) 666-0640 Fax: (312) 666-2723
 www.adjustableclamp.com
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