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B-CONTROL DEEJAY BCD3000IMPORTANT SAFETY INSTRUCTIONS

CAUTION: To reduce the risk of electric shock, do not removethe
top cover (or the rear section). No userserviceable parts inside;
refer servicing toqualified personnel.

WARNING: To reduce the risk of fire or electric shock, donot
expose this appliance to rain and moisture.The apparatus shall not
be exposed to drippingor splashing and no objects filled with
liquids,such as vases, shall be placed on the apparatus.

This symbol, wherever it appears, alerts you tothe presence of
uninsulated dangerous voltageinside the enclosurevoltage that may
besufficient to constitute a risk of shock.

This symbol, wherever it appears, alerts you toimportant
operating and maintenance instructionsin the accompanying
literature. Please read themanual.

1) Read these instructions.

2) Keep these instructions.

3) Heed all warnings.

4) Follow all instructions.

5) Do not use this apparatus near water.

6) Clean only with dry cloth.

7) Do not block any ventilation openings. Install inaccordance
with the manufacturers instructions.

8) Do not install near any heat sources such as radiators,heat
registers, stoves, or other apparatus (includingamplifiers) that
produce heat.

9) Do not defeat the safety purpose of the polarized
orgrounding-type plug. A polarized plug has two bladeswith one
wider than the other. A grounding type plughas two blades and a
third grounding prong. The wideblade or the third prong are
provided for your safety. Ifthe provided plug does not fit into
your outlet, consultan electrician for replacement of the obsolete
outlet.

10) Protect the power cord from being walked on or

pinched particularly at plugs, convenience receptacles,and the
point where they exit from the apparatus.

11) The apparatus shall be connected to a MAINS socketoutlet
with a protective earthing connection.

12) Where the MAINS plug or an appliance coupler isused as the
disconnect device, the disconnect deviceshall remain readily
operable.

13) Only use attachments/accessories specified by
themanufacturer.

14) Use only with the cart, stand, tripod, bracket, or
tablespecified by the manufacturer, or sold with theapparatus. When
a cart is used, use caution when movingthe cart/apparatus
combination to avoid injury fromtip-

over.

15) Unplug this apparatus during lightning storms orwhen unused
for long periods of time.

16) Refer all servicing to qualified service personnel.Servicing
is required when the apparatus has beendamaged in any way, such as
power supply cord or plugis damaged, liquid has been spilled or
objects have falleninto the apparatus, the apparatus has been
exposed torain or moisture, does not operate normally, or has
beendropped.

17) CAUTION - These service instructions are for use byqualified
service personnel only. To reduce the risk ofelectric shock do not
perform any servicing other thanthat contained in the operation
instructions unless youare qualified to do so.
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B-CONTROL DEEJAY BCD3000

B C D

3 0 0 0

B-CONTROL DEEJAY BCD3000Next-Generation DJ MachinePlay, Mix,
Perform and Scratch Your MP3 Files like Vinyl Records

Get ultimate control over your virtual DJ machine and play, mix
and scratch MP3, AAC, WMA, OGG,WAV and AIFF files with vinyl
feeling

Includes Native Instruments Traktor 3 LE DJ software with iTunes
import, Beatport music store integrationplus additional podcasting
and recording software

Powerful 4-channel USB audio interface with 24-bit converters
and ultra-low latency operation underWindows XP and Mac OS X
operating systems

Your complete DJ setup in a single box: dual player, mixer,
effects, 2 phono preamps plus a full-fledgedmonitor section

2 versatile jog wheels to control typical DJ functions like
scratching, pitch bending and cue searching

Total performance control through 3-band kill EQ, loop buttons,
pitch and level faders per channel plus anultra-smooth
crossfader

Use the 2 internal phono preamps to mix your vinyl records with
MP3 files or run the BCD3000 as a digitalDJ mixer with full effects
control

Internal microphone preamp with dedicated Level and EQ controls
for MC performances or DJs talkover

Dedicated control elements for play, cue, loop, pitch bend,
search, effects and many more

High-quality components and exceptionally rugged construction
ensure long life

Conceived and designed by BEHRINGER Germany
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B-CONTROL DEEJAY BCD3000FOREWORD

Dear Customer,

Welcome to the team ofBEHRINGER users, andthank you very much
forexpressing your confi-dence in us by purchas-ing the
B-CONTROL.

Writing this foreword foryou gives me greatpleasure, because
itrepresents the culmi-nation of many months ofhard work delivered
byour engineering team toachieve a very ambitiousgoal: to present a
first-rate DJ system thatcombines software withcontroller
technology. TheB-CONTROL fulfills thewish of DJs who want

intuitive and needs-oriented controllers. The task of
designingour new B-CONTROL certainly meant a great deal
ofresponsibility, which we assumed by focusing on you,
thediscerning computer user and musician. Meeting yourexpectations
also meant a lot of work and night shifts. But it wasfun, too.
Developing a product usually brings a lot of peopletogether, and
what a great feeling it is when all who participatedin such a
project can be proud of what theyve achieved.

It is our philosophy to share our enjoyment with you, becauseyou
are the most important member of the BEHRINGER team.With your
highly competent suggestions for new products youvemade a
significant contribution to shaping our company and makingit
successful. In return, we guarantee you uncompromising qualityas
well as excellent technical and audio properties at an
extremelyreasonable price. All of this will enable you to give free
rein toyour creativity without being hampered by budget
constraints.

We are often asked how we manage to produce such high-quality
equipment at such unbelievably low prices. The answeris quite
simple: its you, our customers! Many satisfied customersmean large
sales volumes enabling us to get better purchasingterms for
components, etc. Isnt it only fair to pass this benefit onto you?
Because we know that your success is our successtoo!

I would like to thank all of you who have made the
B-CONTROLpossible. You have all made your own personal
contributions,from the developers to the many other employees at
this company,and to you, the BEHRINGER user.

My friends, its been worth the effort!

Thank you very much,

Uli Behringer
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B-CONTROL DEEJAY BCD30001. INTRODUCTION

Thank you for expressing your confidence in us by purchasingthe
B-CONTROL. The BCD3000 is a 4-channel audio interface,and enables
control over virtually all current DJ applications byusing the
powerful virtual mixer (TRAKTOR 3 LE softwareincluded). Despite its
compact size, it offers a fully fitted controllerconsole with
24-bit A/D und D/A converters, a full-speed USBaudio interface with
a high-grade microphone preamplifier, a 3-band kill EQ for each
channel, ultra-precise faders, a smoothcrossfader and talkover
function.

The BCD3000 features 2 first-class Phono preamps, one ofwhich is
switchable to the CD input. The sophisticated Headphonesection
includes a PFL function as well as the option to monitorthe master
output signal directly. Start/Stop, Cue, Loop and Pitch-Bend have
dedicated controls to support your intuitiveperformance, plus 4
user-assignable controls and buttons areavailable in the Effects
section. Benefit now from the hugepotential that modern laptops
have to offer, with the real-timeaccessibility to digital sound
files of different formats!

The following user s manual is intended tofamiliarize you with
the units control elements, sothat you can master all the
functions. After havingthoroughly read the users manual, store it
in a safeplace for future reference.

1.1 Before you get started

1.1.1 ShipmentThe BCD3000 was carefully packed at the assembly
plant toassure secure transport. Should the condition of the
cardboardbox suggest that damage may have taken place, please
inspectthe unit immediately and look for physical indications of
damage.

Damaged equipment should NEVER be sent directlyto us. Please
inform the dealer from whom youacquired the unit immediately as
well as thetransportation company from which you tookdelivery.
Otherwise, all claims for replacement/repair may be rendered
invalid.

To assure optimal protection of your B-CONTROLduring use or
transport, we recommend utilizing acarrying case.

Please always use the original packaging to avoiddamage due to
storage or shipping.

Never let unsupervised children play with the B-CONTROL or with
its packaging.

Please dispose of all packaging materials in anenvironmentally
friendly fashion.

1.1.2 Initial operationPlease make sure the unit is provided
with sufficient ventilation,and never place the B-CONTROL on top of
an amplifier or in thevicinity of a heater to avoid the risk of
overheating.

A power supply unit which meets the necessary safetyrequirements
is enclosed for connecting the B-CONTROL to themains.

Important information for installation

The sound quality may diminish within the range ofpowerful
broadcasting stations and high-frequencysources. Increase the
distance between thetransmitter and the device, and use shielded
cablesfor all connections.

1.1.3 Online registrationPlease do remember to register your new
BEHRINGER equipmentright after your purchase by visiting
www.behringer.com(alternatively www.behringer.de) and kindly read
the terms andconditions of our warranty carefully.

Should your BEHRINGER product malfunction, our goal is to haveit
repaired as quickly as possible. To arrange for warranty
service,please contact the retailer from whom the equipment
waspurchased. Should your BEHRINGER dealer not be located inyour
vicinity, you may directly contact one of our
subsidiaries.Corresponding contact information is included in the
originalequipment packaging (Global Contact
Information/EuropeanContact Information). Should your country not
be listed, pleasecontact the distributor nearest you. A list of
distributors can befound in the support area of our website
(www.behringer.com).

Registering your purchase and equipment with us helps usprocess
your repair claims quicker and more efficiently.

Thank you for your cooperation!

1.2 Features with Mac OS XWhen using the BCD3000 with a Mac,
there are several limitationsin comparison to using it with
Windows.

Hardware driver is not required.

Input A is only switchable between the Microphone andPhono input
by using MIDI commands.

The outputs are dedicated: channels 1-2 are always routedto
MASTER OUT and channels 3-4 are routed to PHONES.

The properties of the MIDI interface and LED cannot
bereconfigured.

Control Panel software to control the latency is not
required.

1.3 System requirements

Minimum system requirements for PC:Processor: Pentium III /
Athlon XP 1 GHz

1 free USB port (USB 1.1 or higher)

CD drive

512 MB RAM

OS: Windows XP SP 2

Minimum system requirements for Mac:Processor: G4 1.5 GHz or
Dual Core 1.6 GHz

1 free USB port (USB 1.1 or higher)

CD drive512 MB RAM

OS: Mac OS X 10.4

1. INTRODUCTION
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B-CONTROL DEEJAY BCD30002. INSTALLATION

When using Windows XP, please continue with Chapter 2.1.Mac
users continue with Chapter 2.2.

2.1 Installation on Windows XPFirst, install the driver on your
computer. The driver is provided

on the included BCD3000 CD-ROM.

2.1.1 Hardware installation on Windows XP1. Connect the BCD3000
to a free USB port on your computer

2 . Start Windows XP

3. Once your computer has booted, switch on the BCD3000and wait
for the device to be detected by the system. TheFound New Hardware
Wizard opens up

4. Close all applications, in particular those running in
thebackground, such as virus scanner software

5. Put the driver/software CD-ROM supplied with the unit intothe
CD/DVD drive

6. In the first window that opens up, select Automaticsoftware
installation and click on Next >

7. If the error message Driver software has not passedWindows
Logo testing appears, ignore it and click onContinue anyway to
install the first part of the driver

8. Then click on Finish

9. Now the installation window for the WDM driver of theBCD3000
appears on the screen. Again, select Automaticsoftware installation
and click on Next >

10. If the error message is shown again (Driver software hasnot
passed Windows Logo testing), ignore it and click onContinue
anyway

11. The second part of the driver is installed

12. Click on Finish.

The driver installation is complete. After a system reboot,
theBCD3000 is ready for use.

Note for notebook users: If you encounter problemsoperating the
BCD3000 from your system, pleasedisable the following settings:

1. In the Device Manager (right click on My Computer> Manage
> Device Manager), click option Batteries> disable Microsoft
ACPI-Compliant Control MethodBattery.

2 . In the USB Contro ller, do the fo llowing for each single
USB Root Hub: Right click > Properties > Powermanagement >
disable the option Allow thecomputer to turn off this device to
save power.

3. Restart Windows XP. Now the system performanceof your
computer should be more stable.

2.1.2 Installing TRAKTOR 3 LE on Windows XPInstallation:1.
Insert the TRAKTOR 3 LE CD in the CD/DVD drive.

2. Open Windows Explorer (My Computer > right mouse
button> Explorer).

3. In Windows Explorer, select the drive containing theTRAKTOR 3
LE CD (for example, double-click DVD drive

(D:)).4. Double-click the setup file (.exe) to start the
installation

process.

5. Follow the on-screen installation instructions.

After the installation, the TRAKTOR 3 LE software is ready
foruse.

Now, you can run the TRAKTOR 3 LE program via the Startmenu:
Start > All Programs > Native Instruments TRAKTOR 3 LE>
TRAKTOR 3 LE.

2.2 Installation on Mac OS X

2.2.1 Hardware installation on Mac OS X1. Connect the BCD3000 to
a free USB port of your Mac.

2. The BCD3000 is now ready for use.

When Audio MIDI Setup is open, you see an icon for theBCD3000.
You can find the Audio MIDI Setup application underMacintosh HD
> Applications > Utilities > Audio MIDI Setup.

Fig. 2.1: The BCD3000 in Audio MIDI Setup

2.2.2 Installing TRAKTOR 3 LE on Mac OS X1. Insert the TRAKTOR 3
LE CD in the CD/DVD drive.

2. Double-click the TRAKTOR 3 LE CD icon to display thecontents
of the CD.

3. Double-click the TRAKTOR 3 LE setup file.

4. The program displays a welcome screen. Press Continue.A
dialog appears in which you can specify the type ofinstallation and
the target folder.

5. Follow the on-screen instructions.

After the installation, the TRAKTOR 3 LE software is now
readyfor use.

You can run the TRAKTOR 3 LE program via Macintosh HD
>Programs > TRAKTOR 3 LE and double-click the TRAKTOR 3LE
icon.

2. INSTALLATION
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B-CONTROL DEEJAY BCD3000

3.1 Control surfaceThe microphone input section (MIC INPUT)

Set the volume of the microphone signal with the MIC
LEVELcontrol.

The CLIP LED illuminates as soon as the microphone signallevel
is too high and could possibly cause audible distortion.If this
happens, slightly turn the MIC LEVEL control counter-clockwise.

The microphone input section has a 2-band equalizer ( EQ HIGH
for high frequencies and EQ LOW for lowfrequencies).

Select the input source with the buttons EXT IN A / EXT INB. If
the buttons are not pressed (LEDs are off), the DeckA and B signals
in the TRAKTOR 3 LE software are playedback. If you press one of
the buttons (LEDs light up), theanalog input signal of the BCD3000
is passed on to the

corresponding deck in the TRAKTOR software. On DeckA, the Phono
input A or microphone signal is playedback. On Deck B, you hear the
input B signal (Phono orCD).

3. CONTROL ELEMENTS AND CONNECTIONSThe various control elements
of your BCD3000 are described in this chapter. All controls and
connections are explained in detail, andthere are several useful
tips on their use.

Fig. 3.1: The BCD3000s control elements

You can either specify the input source for Deck A in theControl
Panel (Windows only) or with MIDI commands (seeChapter 6.3). For
Deck B, select the input source on the

rear panel of the device (Phono/Line switch ).The FX CONTROL
sectionThis section allows you to select and control effects with
theBCD3000. In the manual of the TRAKTOR 3 LE software (as PDFin
the TRAKTOR 3 LE folder under Documentation), you canfind the
available effects.

The ON button activates the effects section.

The FX button switches to the preceding availableeffect.

The FX button switches to the next available effect.

The assignment of the four controls and the ACTIONbutton depends
on the selected effect.

The OUTPUT sectionThe CUE A and CUE B buttons allow you to
listen in on DeckA or B. Keep the respective button pressed to feed
thesignal of Deck A or Deck B to the Headphone output .

3. CONTROL ELEMENTS AND CONNECTIONS
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B-CONTROL DEEJAY BCD3000The PHONES output (1/4" stereo
connector) is used forconnecting headphones.

The PHONES VOL control lets you adjust the volume levelof the
Headphone output .

The PHONES MIX control is used to adjust the relationbetween the
stereo MASTER OUT and MONITOR OUTsignal. When the control is turned
fully left, you hear theMONITOR OUT signal, and when turned fully
right, you

hear the MASTER OUT signal.The KEY DECK A+B button is used to
activate the KeyLock function of the TRAKTOR 3 LE software.
Thepitching of a track usually changes both the musics speed(tempo)
and pitch/key. The Key Lock function (or MasterTempo) makes sure
the pitch is retained. Find more on thistopic in the PDF manual of
TRAKTOR 3 LE.

Set the volume of the MASTER output with the MASTER OUTPUT
control.

The POWER ON -LED lights up when the BCD3000 isswitched on.

The deck sections A and BThe control elements of decks A and B
are the same. However,

some of them are grouped the opposite way round. We
willtherefore describe the elements to only once. All of
thesecontrol elements refer to the software functions which can
beremotely controlled from the BCD3000.

The crossfader is used to fade between deck A and deck B.

The GAIN control allows you to adjust the deck signal to
anominal level.

Each deck features a 3-band equalizer ( HI, MID and LOW )with
kill feature. Thus, the signal can be attenuated to amuch greater
extent (-24 dB) than it can be raised (+12 dB).

The KILL buttons, which are found below the EQcontrollers, allow
you to cut out the relevant frequencyrange at the push of a button.
This way you can achieveinteresting filter effects. The function is
also required forbeat juggling.

The SET CUE button sets a cue point at the current positionof
the track being played. This happens without interruptingplayback.
You can find information on the CUE function inChapter 5.2.

SET LOOP allows you to set the start and end points of
afour-beat sequence that is to be played back repeatedly(loop). The
first time this button is pressed, the start pointof the loop is
set and the following four beats are repeatedas often as you like.
Press the button a second time to stopthe loop.

RELOOP is used to play a loop that you specified with SETLOOP
beforehand. Press SET LOOP once againto stop the loop.

SYNC allows you to synchronize two tracks, which arerunning on
Deck A and B, by matching their speeds. Thedeck, which has its SYNC
button pressed, synchronizesitself automatically with the speed of
the second deck.

The Scratch Wheel allows you to scratch while thedeck is playing
or paused. Please press the SCRATCHbutton (LED lights up) in order
to scratch.

The VOLUME fader is used to adjust the volume level of
theparticular deck.

Press the PLAY button to begin playback. Press this buttona
second time to stop playback. By pressing PLAY again,playback
continues from the point at which it was stopped.

Every time playback is stopped, the cue point is placed atthe
current song position. You can find information on theCUE function
in Chapter 5.2.

Press the CUE button to stop playback and return to thelast set
cue point.

By keeping the CUE button pressed, the music begins atthe cue
point and continues until you let go of the button.Then, the deck
jumps back to the cue point. You can findinformation on the CUE
function in Chapter 5.2.

BEND buttons: Press the UP button (+) to increase theplayback
speed. Press the DOWN button () to decrease

the playback speed. This function lets you match the beatsof two
playing tracks.

The Pitch fader adjusts the playback speed seamlessly.

Use the SEARCH buttons to move forward or backward ina song.

The function performed by the scratch wheel depends onwhether
the deck is in PLAY or PAUSE mode.

In PLAY mode, re-create the analog feel by using the wheelto
nudge (turn wheel to the right) or slow down (turnwheel to the
left), allowing you to easily match the speedof the current deck to
the speed of the other deck playing.Press the SCRATCH button in
order for you to scratch withthe wheel.

In PAUSE mode, you can use the wheel to move back andforth
through the song. You can also scratch with thewheel by pressing
the SCRATCH button.

3.2 The rear panel

Fig. 3.2: The rear-panel audio connectors of the BCD3000

MIC INPUT . The MIC IN connector is the balanced XLRinput for
your dynamic microphone.

The analog input A ( PHONO ) is used for connecting
aturntable.

Connect the ground cable on your turntable to the GND screw on
the BCD3000 housing.

Analog input B. To connect a CD player or tape deck to
thisinput, set the switch to LINE .

Connect the MASTEROUTPUT to your power amplifier. Itprovides the
main output signal, which can be adjustedwith the MASTER control
.

SERIAL NUMBER .

3. CONTROL ELEMENTS AND CONNECTIONS
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B-CONTROL DEEJAY BCD3000

Fig. 3.3: POWER switch, mains and USB connectors

The USB connector is used for connecting to a computerwith a
compatible USB port. The BCD3000 uses the USBconnector to send and
receive audio and control data.

A standard power socket is provided for connection to themains.
A matching power cable is included with the unit.

The POWER switch turns your BCD3000 on and off. Itshould always
be in the OFF position (out) whenconnecting the unit to or
disconnecting the unit from the

mains.Please note: The power switch does not completelyseparate
your BCD3000 from AC power. If you planon not using your BCD3000
for a prolonged periodof time, please disconnect it from the mains
byremoving the power cable from the wall outlet.

4. THE SOFTWARE

4.1 The TRAKTOR 3 LE softwareThe following gives you a short
overview of the provided TRAKTOR 3 LE program. A complete guide to
working with the system(hardware and software) is found in Chapter
5 as many of the programs functions are controlled by the
B-CONTROL. A fulldescription of the TRAKTOR 3 LE software is
available in the included TRAKTOR 3 LE manual. You can find the
manual as PDFdocument in the TRAKTOR 3 LE folder under
Documentation (also from the Start menu in Windows).

Fig. 4.1: The TRAKTOR 3 LE main window

The TRAKTOR 3 LE user interface is split up into several
sections: on the top half of the screen, you see the decks on the
right andleft side, similar to the setup of two CD players or
turntables (Deck A on the left side and Deck B on the right side).
In between, youfind the mixer section with the crossfader and the
level meters for both decks.

On the bottom half, the List Browser is displayed on the left
and the currently selected list on the right.

Each deck displays the waveform of the track that is currently
loaded.

4. THE SOFTWARE
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B-CONTROL DEEJAY BCD3000The WDM/MME page:

Fig. 4.3: The WDM/MME window in the BCD3000 control panel

Use the WDM/MME driver if your music software does not
supportASIO (e. g. most software media players).

RECORD SELECT allows you to select BCD3000 input IN A or IN

B for 2-channel recording.When you choose IN A, you can
determine in the left-hand fieldwhether the phono or microphone
signal will be recorded.

PLAYBACK of this driver type is always stereo (channels 1-2).For
this reason, the MASTER OUT connectors on the rear paneland the
PHONES connector on the front panel always providethe same music
signal.

The MIDI page:

Fig. 4.4: The MIDI window in the BCD3000 control panel

On the MIDI page no parameters can be set. It only informs
youabout the various MIDI modes, depending on the GLOBAL
MODEselected:

In STANDARD mode, the buttons are toggle off, i. e. when
yourelease a button after pressing, the MIDI command is set back
toits original value (like when you release a key on a
keyboard).

In STANDARD mode, all LEDs can be switched on and
offindividually with specific MIDI commands.

In ADVANCED mode, all buttons are toggle on, i. e. press =switch
on; press again = switch off the MIDI function (similarto a light
switch).

In ADVANCED mode, the response of the button LEDs dependson the
respective button, i. e. LED on = function enabled, LEDoff =
function disabled.

4.2 The Control Panel (Windows XP only)The BCD3000 control panel
allows you to control some generalsettings of the BCD3000. The
control panel will be available inthe system as soon as the driver
has been installed and theBCD3000 has been connected and switched
on. To start thecontrol panel software, click on the BCD3000
control panelsymbol in the task bar at the bottom right of your
screen.

The following basic settings can be selected in the control
panel:GLOBAL MODE selection:If STANDARD is selected, you can only
adjust the input sourcefor IN A (Mic or Phono A) and the driver
latency on the ASIOpage (see below). The outputs are assigned as
follows:

CH 1-2: channels 1-2 are always routed to the MASTEROUT,

CH 3-4: channels 3-4 are always routed to the PHONESOUT.

Additionally, the BCD3000s MIDI characteristics differ from
thosein ADVANCED mode (see below). In ADVANCED mode, allselection
options are available in the ASIO window.

The ASIO page:

Fig. 4.2: The ASIO window in the BCD3000 control panel

This is where you adjust all parameters of the ASIO driver.
TheTRAKTOR 3 LE software uses ASIO as is the case with
mostprofessional music applications.

You can only select one software button per field.

In the field IN A (CH 1-2) , you can select the input source to
berouted to the computer on channels 1-2 (Record).

In the MASTER OUT section, you can select the playback
channelsCH 1-2 or CH 3-4 for the main outputs (Playback).

In the PHONES OUT field, you can select the playback channelsCH
1-2 or CH 3-4 for the headphones connector (Playback).

Use Driver Latency to adjust the latency in order to
optimizeyour computers performance. If you set the control to
lowthis will optimize the response of your BCD3000, but also
increasethe processor workload. In extreme cases, this can lead
toclicking and drop-outs in the audio signal. The mid positiongives
you a good compromise between processor workloadand the response
time of the BCD3000. A high latency ensurestrouble-free performance
even on slow computers.

Latency is the time that elapses between anoperator action on
the BCD3000 (e. g. pressing thePLAY button) and the actual output
of the audiosignal from the OUT connectors. Latency dependson the
system used and the processing speed ofyour computer. Typical
latencies are in themilliseconds range (1 ms = one thousandth of
asecond). Most people cannot hear latencies below10 ms. When audio
signals are passing through acomputer, it is impossible to achieve
a 0-ms latency.

4. THE SOFTWARE
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B-CONTROL DEEJAY BCD30005. OPERATION

The control concept of the BCD3000 is designed to be
extremelyintuitive so that you master it quickly. All control
elements havebeen arranged in such a way that you may already know
from aDJ mixer or DJ CD player. The softwares user interface
reflectsthe console of the BCD3000, allowing you to immediately
controlas many functions as possible with the B-CONTROL,
withouthaving to use the computers mouse.

5.1 First stepsWiringFirst of all, connect all the devices you
need to the BCD3000.Make sure the unit is off before connecting it
to other equipment.If you want to use the BCD3000 without
additional audio sources(CD player, turntable, microphone), you
only need to wire theoutputs:

USB MASTER OUT

Power ampEP1500

HeadphonesHPX4000

EUROLIVEB1520 PRO

BCD3000

EUROLIVEB1520 PRO

USB AUDIO

Computer &Traktor 3 LESoftware

Fig. 5.1: Standard wiring of the BCD3000

Connect the MASTER output to your hi-fi system, a pair of
activespeakers or the PA system in the club where you are
playing.Connect your headphones to the PHONES output . The
BEHRINGERDJ headphones HPX4000 are particularly well suited.

Program launchAfter you have successfully installed the driver
and TRAKTOR 3LE software, run the program. First, boot your
computer, andthen switch on the BCD3000.

XP: The computer detects the driver and displays the
ControlPanel icon. Start the TRAKTOR 3 LE program from the
StartMenu: Start > All Programs > Native Instruments TRAKTOR3
LE > TRAKTOR 3 LE.

Mac: Go to Macintosh HD > Applications > TRAKTOR 3 LE
anddouble-click the program icon TRAKTOR 3 LE.

The output sectionSet the volume of the MASTER output with the
MASTER control.The MASTER output always provides the signal routed
to thecrossfader.

Adjust the volume level of the headphones with the PHONESVOL
control . The PHONES MIX control lets you adjustthe balance between
the Monitor/CUE signal (fully left) and theMaster output signal
(fully right).

The Track CollectionCreate your own Track Collection by
selecting the menu itemPreferences (top right) > Browser
Preferences > Data Location.Click Add on the bottom right of the
dialog box, and then selectthe folder you want to add.

In addition to folders, you can also import single track titles
oryour iTunes library. You can find more information in the
TRAKTOR

3 LE manual, which is on the CD.Load titleLoad a song from the
list by using the mouse to click on the titleand drag it onto Deck
A. Alternatively, there are many otherapproaches, such as
right-click or Ctrl-click, by selecting thetrack and then pressing
Return, or by using hot keys (explainedin the TRAKTOR manual).

Start playbackMove the crossfader fully to the left and start
playback by pressingthe PLAY button of deck A. Select a second
track, move it todeck B and start it by pressing the PLAY button of
deck B.

Pre-listen to next songListen in on the second tune with your
headphones, turning upthe PHONES VOL control and moving the PHONES
MIX control

to the right (for example, center position). At first you hear
theMASTER signal (Deck A). As soon as you press the CUE Bbutton,
the signal of Deck B is added to the headphones. Nowyou can adjust
the balance between both deck signals with thePHONES MIX control
.

Next, match the tempo of Deck B with the current MASTER signalof
Deck A. This can be achieved in various ways.

Adjust the speed with the Pitch fader .

Use the Pitch Bend buttons below the Pitch fader .

A third option is to turn the Scratch wheel clockwise(quicker)
or counterclockwise (slower).

Ideally, listen to the bass drum or snare. If they match, the
beat isperfect. The Beat Mix indicator in the waveform display is
agreat help, or simply use the Sync Slave function (button ).

5.2 Additional DJ functionsCUE functionThe CUE function lets you
place a cue point within a piece ofmusic. A cue point marks the
position in a tune that you canspecify. This will primarily be a
point in the track to which youwant to return later, in order to
play the track from that point, forexample.

When PLAY is pressed while a track is playing, the playbackis
paused and the cue point is placed at the current position.

With SET CUE, a cue point is placed at the current
positionwithout pausing the playback of a track.

Press the CUE button to stop the playing track and jumpback to
the last placed cue point. Playback is interrupted inthis case.

5. OPERATION
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B-CONTROL DEEJAY BCD3000By pressing CUE, the Song Position
cursor jumps back to the lastselected cue point. If no cue point
has previously been selected,the cursor jumps automatically to the
beginning of the track.

Pitch BendThe Pitch Bend function allows you to change the
tracks speedso that it can be matched to the second track being
played on theother channel. There are several possibilities:

The Pitch fader is used to control the Pitch function of
thesoftware application. Move the Pitch fader up ordown to decrease
or increase the speed.

The Bend + and Bend buttons correspond to the

softwares function of the Pitch Bend button. Press one ofthese
buttons to change the speed for a short time.

If the deck is in Play mode, you can also use the wheel
tomomentarily speed up or slow down the song in order tosynchronize
it with the other deck.

Loop functionThe Loop function, which is integrated into the
TRAKTOR 3 LEsoftware, can also be controlled by the BCD3000. The
followingcontrol elements are available for this purpose:

SET LOOP

RELOOP

The first time the SET LOOP button is pressed, a 4-beat
loopstarts seamlessly on the next beatthe LED of the RELOOPbutton
lights up in this case. To stop the loop, press the samebutton (SET
LOOP ) againthe LED of the RELOOP buttongoes out. The music
continues at the end of the loop without anypause.

This loop is stored until you load a new song into the deck.
Pressthe RELOOP button to call up the saved loop again. Pressthe
SET LOOP button to exit.

When the LED of the RELOOP button is off, press the SET
LOOPbutton to specify a new loop.

SyncThe Sync function is a tool in the TRAKTOR 3 LE software
thatsynchronizes two pieces of music for you. This function
shouldbe activated in the channel being monitored or else the
rhythmmay be irregular, which would be very annoying. In doing so,
themonitored tune is matched to the piece of music currently
played.

5.3 Extended SetupThe BCD3000 system can do without external
drives and media,however, it is possible to extend this setup of
controller andsoftware by adding a CD player (which may already be
available)or two turntables. In this case, the analog signal is fed
into thesoftware mixer and can be processed with all the decks
real-

time functions (such as EQ, cut-off filter, effects,
fader,crossfader, etc.). Controlling these functions is just as
intuitiveas the internal mixing.

Fig. 5.2: Expanding the standard setup

In this setup, the standard setup shown in fig. 5.1 is
expandedby adding two turntables and a microphone. The connection
tothe computer and the other peripheral devices is the same as
inexample 1.

Connect the outputs of the turntables to the inputs A and B.When
using input B, the PHONO/LINE switch needs to be in thePHONO
position. Optionally, you can connect a CD player toinput B. In
this case, the PHONO/LINE switch needs to be in theLINE position.
Activate the inputs by pressing the input sourcebuttons EXT IN A or
EXT IN B . You are able to manage up

to four source signals by switching between the analog
source

and the software signal.You can connect a dynamic microphone by
using the availableMIC input, which has an XLR connector. There is
a MIC LEVELcontrol in the MIC INPUT section with which you can
adjust thevolume level of the microphone signal. The EQ controls
LOW and

HIGH let you change the microphone signal additionally.
Whenlevels are too high, the Clip LED lights up and audible
distortionmay occur. If this happens, turn the MIC LEVEL control to
the leftuntil the LED does not light up anymore.

The ANALOG INPUT A is switchable between themicrophone signal
and PHONO A. This can be done the followingways:

Via MIDI Program Change command (see Table 6.7),

In Windows XP, via the tab ASIO or WDM/MME in ControlPanel.

5. OPERATION
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B-CONTROL DEEJAY BCD30005.4 Signal routing

With the USB interface, you can record and play back up to
fouraudio signals simultaneously. The signal routing is specified
bythe settings of the applied software (for example, TRAKTOR 3LE),
Control Panel and the state of the buttons on the device.

In Windows, the possibilities of signal routing depend on
thechosen driver (ASIO or WDM/MME).

5.4.1 Routing possibilities with the ASIO driver(Windows)

STANDARD Mode:If STANDARD is selected in the GLOBAL MODE of
ControlPanel, only the input signals can be selected. The
outputassignment is preconfigured. The software outputs 1-2 are
routedto the MASTER OUTPUT (rear panel) and the softwareoutputs 3-4
are routed to the PHONES output (front panel).Usually, it is
recommended to use the STANDARD mode, whichis also the case when
using the TRAKTOR 3 LE software.

BCD3000Hardware

BCD3000Hardware

Windows Software

MIC ININ A (PHONO)

IN B PHONOLINE

MICPHONO A IN A CH 1-2

CH-3-4

MASTER OUT

PHONES OUT

CH 1-2

CH-3-4

ASIOWindows Driver

ASIOWindows Driver

CONTROL PANELWindows Software

OUT

IN

CONTROL PANEL

Abb. 5.3: Audio routing in STANDARD mode (ASIO driver)

Advanced Mode:In Advanced mode, all parameters of the ASIO
driver can beadjusted. In Control Panel, you can select the input
source forchannel IN A (CH 1-2, Mic or Phono A). The input source
for IN B(CH 3-4, Phono or Line) is selected with the PHONO/LINE
switch

on the rear panel of the BCD3000. The playback channels

CH 1-2 or CH 3-4 are also selected in Control Panel for the
mainoutputs and the headphone output (in the MASTEROUT and PHONES
OUT fields). If you assign the software outputchannels 1-2 to the
headphone output, the channels 3-4 areautomatically assigned to the
MASTER OUTPUT, and vice versa.

MIC ININ A (PHONO)IN B PHONO

LINE

MICPHONO A CH 1-2

CH-3-4

CH 1-2CH 3-4

CH 1-2CH 3-4

MAST OUT

PHNS OUTPHONES OUT

CH 1-2

CH 3-4

IN A

BCD3000Hardware

BCD3000Hardware

Windows Software

ASIOWindows Driver

ASIOWindows Driver

CONTROL PANELWindows Software

OUT

INCONTROL PANEL

MASTER OUT

Fig. 5.4: Audio routing in Advanced Mode (ASIO)

5.4.2 Routing possibilities with the WDM/MME driver(Windows)

The WDM/MME driver supports playback/recording of 2
audiosignals. For 2-channel recording you can select input IN A or
INB in the WDM/MME window of the control panel. When youchoose IN
A, you can also determine the signal to be recorded(Phono A or
MIC).

When you select IN B, you can use the PHONE/LINE switch
todetermine the signal to be recorded (phono or line).

Playback with the WDM/MME driver is always in stereo, which
iswhy the MASTER output and the PHONES connector of theBCD3000
provide the same music signal.

MASTER OUTSTEREO(CH 1-2)

PHONES OUT

MIC ININ A (PHONO)IN B PHONO

LINE

MICPHONO A IN A

IN B

RECSELECT

STEREO(CH 1-2)

BCD3000Hardware

BCD3000Hardware

Windows Software

WDM/MMEWindows Driver

WDM/MMEWindows Driver

CONTROL PANELWindows Software

OUT

INCONTROL PANEL

Fig. 5.5: Audio routing with the WDM/MME driver

5.4.3 Routing possibilities (Mac OS X)With Mac, the BCD3000
always runs in the STANDARD mode,which means that only the input
signals can be configured. Forchannel IN A, you can assign Mic or
Phono A with MIDI commandsin an appropriate software (see Table
6.7). The input source forIN B (CH 3-4, Phono or Line) is selected
with the PHONO/LINEswitch on the rear panel of the BCD3000.

The output assignment is preconfigured. The software outputs1-2
are routed to the MASTER OUTPUT (rear panel) and thesoftware
outputs 3-4 are routed to the PHONES output(front panel).

MIC ININ A (PHONO)IN B PHONO

LINE

MICPHONO A Prog Chg 0

Prog Chg 1CH 1-2

CH-3-4

MASTER OUT

PHONES OUT

CH 1-2

CH-3-4

BCD3000Hardware

BCD3000Hardware

Mac OS X

Core AudioMac OS X

Core AudioMac OS X

OUT

INMIDI COMMAND

Fig. 5.6: Audio routing on the Mac

5. OPERATION


	
8/12/2019 Data-manfull Bcd3000 Eng Rev A

14/18

14

B-CONTROL DEEJAY BCD30006. MIDI CONTROL

All control functions of the BCD3000 are sent to your computeras
MIDI data. The Musical Instruments Digital Interface is a
generic,non-manufacturer-specific standard that enables
communicationbetween electronic musical instruments. Although the
BCD3000is not equipped with the classic 5-pin MIDI connectors, it
stilluses the MIDI protocol for data transmission via USB. Thus,
theBCD3000 can also control third-party software, as long as it
isable to speak MIDI. In turn, the BCD3000 can receive MIDI dataand
use them to show the switching status of the button LEDs.

Primarily, two MIDI data types are used: Control Change (CC
no.)and Note commands (Note no.). The CC commands allow
values,which change continuously, to be transmitted in real time.
Buttonfunctions are sent with Note commands. You can match the
MIDIcommands to the software functions in the DJ software of
yourchoice. Please note that the different behaviors of the LED
controland the buttons Toggle On/Off mode depend on the
selectedGLOBAL MODE, as explained in Chapter 4.2 under The
MIDITab.

6.1 Sending control change functions

All rotary knobs, faders, wheels and the crossfader are
controlelements that send CC data. A CC number is assigned to
eachcontrol element; the transmitted absolute values range between0
and 127. The Scratch wheels are the exception, owing to thefact
that continuous encoders do not transmit absolute values.They send
value changes (increment = +1, decrement = -1)when used. The
following table shows the regular assignmentof CC numbers
categorized in function groups.

Rotary control functions:

Group Name MIDI CC no.LOW (EQ) 3MID (EQ) 4HIGH (EQ) 5GAIN 6LOW
(EQ) 7MID (EQ) 8HIGH (EQ) 9GAIN 10Data 1 13Data 2 14Data 3 15Data 4
16

OUTPUT PHONES MIX 17

DECK A

FX CONTROL

DECK B

Table 6.1: MIDI commands for transmitting rotary control
functions

Infinitely variable encoder functions:

Group Name MIDI CC no.DECK A PITCH BEND/CUE

SEARCH WHEEL19*

DECK B PITCH BEND/CUESEARCH WHEEL

18*

* The Scratch wheels only send +1/-1 impulses (Inc/Dec):
leftturn value 63, right value 65. When the acceleration function
isactivated (preset after switching on), the value change can
alsobe larger; this depends on the wheels speed when
scrolledmanually (see Chapter 6.3).

Table 6.2: MIDI commands for transmitting infinitely variable
encoder functions

Fader functions:

Group Name MIDI CC no.PITCH Fader 11VOLUME Fader 0

DECK AB CROSS Fader 1PITCH Fader 12VOLUME Fader 2

DECK A

DECK B

Table 6.3: MIDI commands for transmitting fader functions

6.2 Sending button functionsAll switching elements (buttons) of
the BCD3000 transmit MIDInote commands. When you press a button,
the system sends anote on command, together with the corresponding
notenumber. When the button is released, the system transmits anote
off command.

Press (and hold) a button = note on / release a button = note
off.

(For a permanent note-on command, please select toggle on in the
software.)

Group Name MIDI noteno.

MIDI notename

SEARCH > 1 C# -1BEND - 2 D -1BEND + 3 D# -1LOW KILL 12 C 0MID
KILL 13 C# 0HIGH KILL 14 D 0SET CUE 4 E -1SET LOOP 15 D# 0RELOOP 5
F -1SYNC 16 E 0SCRATCH 17 F 0

PLAY 18 F #0CUE 19 G 0SEARCH > 7 G -1BEND - 8 G# -1BEND + 9 A
-1LOW KILL 20 G #0MID KILL 21 A 0HIGH KILL 22 A# 0SET CUE 10 A#
-1SET LOOP 23 B 0RELOOP 11 B -1SYNC 24 C 1SCRATCH 25 C# 1PLAY 26 D
1CUE 27 D# 1EXT IN A 29 F 1EXT IN B 30 F# 1ON (FX unit active) 31 G
1FX (preset down) 32 G# 1FX (preset up) 33 A 1

ACTION (or TAP) 34 A# 1CUE CUE A 35 B 1

SELECT CUE B 36 C 2KEY DECK

A+BKEY DECK A+B * 28 E 1

DECK A

DECK B

INPUTSELECT

FXCONTROL

* Activates the Time Stretch mode for Decks A+B
simultaneously.

Table 6.4: MIDI commands for transmitting button functions

6. MIDI CONTROL
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B-CONTROL DEEJAY BCD30006.3 Receiving MIDI commands

The reception of MIDI data also allows for transmitting
commandsfrom third-party DJ software to your BCD3000. Although
thisfunction is not necessary to control the device from the
software,you can still display the switching status of button LEDs,
whichenables you to work more intuitively.

All button LEDs receive MIDI control change data (on/off). If
the

controller value transmitted is between 0 and 63, this
valuecorresponds to the switched-off status (LED off). If the value
is64 or higher (max. 127), the LED illuminates.

Group Name MIDI CC no.LOW KILL 24MID KILL 23HIGH KILL 22RELOOP
21SYNC 20SCRATCH 19PLAY 18CUE 17LOW KILL 16

MID KILL 15HIGH KILL 14RELOOP 13SYNC 12SCRATCH 11PLAY 10CUE 9EXT
IN A 8EXT IN B 7ON (FX unit active) 6FX (preset down) 5FX (preset
up) 4

ACTION (or TAP) 3CUE A 2CUE B 1

KEY DECK A+B

KEY DECK A+B 25

CUE SELECT

DECK B

INPUTSELECT

FX CONTROL

DECK A

Table 6.5: MIDI commands for receiving button LED statuses

Data request for all moving elements:If the Data Request command
(demand for data) is sent from asuitable software application to
the BCD3000 as Control Changecommand (100) on MIDI channel 1, the
B-CONTROL transmits itscurrent controls settings to the MIDI or DJ
software application.This affects all knobs and faders apart from
both wheels andbuttons.

MIDI channel MIDI CC no.

CH.1 100Table 6.6: Controller for data request

Selecting the input channel:You can select the analog input A
(see chapter 2.3) via MIDI. Todo this, a program change command
must be sent to theBCD3000.

ANALOG INPUT A selection

MIDI channel MIDI message

PHONO A IN CH. 1 Program Change 0

MIC IN CH. 1 Program Change 1Table 6.7: Switching the analog
input using program change

commands

Acceleration behavior of the Wheels:Both wheels are
automatically selected when the accelerationoption is switched on.
The quicker you turn one of the wheels,the stronger the value
changes. In TRAKTOR 3 LE, this meansthe following:

In PLAY mode, you can speed up or slow down the
trackquicker.

In PAUSE mode, you can move quicker through the track.

The value change relates directly to the wheels speed
whenscrolled manually. When the SCRATCH button is activated,
theacceleration is temporarily turned off in order to ensure an
optimumscratch behavior.

In case you want to deactivate the acceleration when usingother
MIDI software applications, apply a MIDI command that istransmitted
from the MIDI application to the BCD3000. After doingso, the value
changes will be constant when scrolling the wheel(left turn: 63,
right turn: 65), regardless how quick.

MIDI Channel MIDI CC no. Value Behavior

0-63Wheels Acceleration =

off

64-127Wheels Acceleration =

on (default)CH.1 99

Table 6.8: Switching between wheels accelerations

6. MIDI CONTROL
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B-CONTROL DEEJAY BCD30007. AUDIO CONNECTIONS

You will need a large number of cables for different
applications.The illustrations below show how the connectors should
bewired. Be sure to use only high-grade cables.

The microphone input of the BCD3000 is electronically balancedto
avoid hum problems.

Of course, you can also connect unbalanced microphones tothe
balanced input. In this case, connect pin 1 and pin 3.

Fig. 7.1: XLR connector

Fig. 7.2: 1/4" TRS headphones connector

8. SPECIFICATIONSAUDIO INPUTSMicrophone inputType XLR
balancedGain range -oo - +50 dBFrequency response 10 Hz - 29 kHz
(-3 dB)Impedance approx. 2 k (balanced)

Max. input level -25 dBu @ 35 dB Gain(mic level center
position)

Signal-to-noise ratio 110 dB (A-weighted)Distortion (THD+N) 0.01
% (A-weighted)CMRR typ. -40 dBEqualizerEQ low 12 dB @ 40 HzEQ high
12 dB @ 12 kHz

Line inputsPhono in 40 dB GainLine in 0 dB GainImpedance approx.
47 k Max. input level +12 dBu

AUDIO OUTPUTSMaster OutType RCAImpedance 120 Signal-to-noise
ratio 101 dBCrosstalk
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B-CONTROL DEEJAY BCD30009. WARRANTY

1 Other warranty rights and national law

1. This warranty does not exclude or limit the buyers statutory
rightsprovided by national law, in particular, any such rights
against the sellerthat arise from a legally effective purchase
contract.

2. The warranty regulations mentioned herein are applicable
unless theyconstitute an infringement of national warranty law.

2 Online registrationPlease do remember to register your new
BEHRINGER equipment right

after your purchase by visiting http://www.behringer.com and
kindly readthe terms and conditions of our warranty carefully.

Registering your purchase and equipment with us helps us process
yourrepair claims quicker and more efficiently.

Thank you for your cooperation!

3 Warranty

1. BEHRINGER (BEHRINGER International GmbH including
allBEHRINGER subsidiaries, except BEHRINGER Japan) warrants
themechanical and electronic components of this product to be free
of defectsin material and workmanship for a period of one (1) year*
from the originaldate of purchase, in accordance with the warranty
regulations describedbelow. BEHRINGER warrants the mechanical and
electronic componentsof this product to be free of defects in
material and workmanship for a

period of one (1) year* from the original date of purchase, in
accordancewith the warranty regulations described below. If the
product shows anydefects within the specified warranty period that
are not excluded fromthis warranty as described under 5, BEHRINGER
shall, at its discretion,either replace the product by providing a
new or reconditioned product orrepair the product using suitable
new or reconditioned parts. In the casethat other parts are used
which constitute an improvement, BEHRINGERmay, at its discretion,
charge the customer for the additional cost of theseparts. In case
BEHRINGER decides to replace the product, this warrantyshall apply
to the replacement product for the remaining initial
warrantyperiod, i.e one year* from the date of purchase of the
initial product.

2. If the warranty claim proves to be justified, the product
will bereturned to the user freight prepaid.

3. Warranty claims other than those indicated above are
expresslyexcluded.

4 Limited Warranty Valves And Meters

Where applicable, BEHRINGER warrants the valves or meters
containedin the product to be free from defects in material and
workmanship for aperiod of ninety (90) days from date of purchase,
PROVIDED however,that this limited warranty is extended only to the
original retail purchaser.

This limited warranty is also subject to the conditions,
exclusions andlimitations hereinafter set forth.

4 Return authorization number

1. To obtain warranty service, the buyer (or his authorized
dealer) mustcall BEHRINGER during normal business hours BEFORE
returning theproduct. To obtain warranty service, the buyer (or his
authorized dealer)must call BEHRINGER as exclusive distributor of
BEHRINGER products(see enclosed list) during normal business hours
BEFORE returning theproduct. All inquiries must be accompanied by a
description of the problem.The buyer or his authorized dealer will
receive a return authorization number.

2. Subsequently, the product must be returned in its original
shippingcarton, together with the return authorization number. The
return shipment

address will be indicated by BEHRINGER.3. Shipments without
freight prepaid will not be accepted.

5 Warranty regulations

1. Warranty services will be furnished only if the product is
accompaniedby a copy of the original retail dealers invoice. Any
product deemedeligible for repair or replacement under the terms of
this warranty will berepaired or replaced.

2. If the product needs to be modified or adapted in order to
comply withapplicable technical or safety standards on a national
or local level, in anycountry which is not the country for which
the product was originallydeveloped and manufactured, this
modification/adaptation shall not be

considered a defect in materials or workmanship. The warranty
does notcover any such modification/adaptation, irrespective of
whether it wascarried out properly or not. Under the terms of this
warranty, BEHRINGERshall not be held responsible for any cost
resulting from such a modification/ adaptation.

3. Free inspections and maintenance/repair work are expressly
excludedfrom this warranty, in particular, if caused by improper
handling of theproduct by the user. This also applies to defects
caused by normal wearand tear, in particular, of faders,
crossfaders, potentiometers, keys/ buttons, tubes, guitar strings,
illuminants and similar parts.

4. Damage/defects caused by the following conditions are not
coveredby this warranty:

improper handling, neglect or failure to operate the unit
incompliance with the instructions given in BEHRINGER useror
service manuals.

connection or operation of the unit in any way that does
notcomply with the technical or safety regulations applicable inthe
country where the product is used.

damage/defects caused by force majeure or any othercondition
that is beyond the control of BEHRINGER.

5. Any repair or opening of the unit carried out by unauthorized
personnel(user included) will void the warranty.

6. If an inspection of the product by BEHRINGER shows that
thedefect in question is not covered by the warranty, the
inspection costs arepayable by the customer.

7. Products which do not meet the terms of this warranty will be
repairedexclusively at the buyers expense. BEHRINGER will inform
the buyer ofany such circumstance. If the buyer fails to submit a
written repair orderwithin 6 weeks after notification, BEHRINGER
will return the unit. Costsfor freight and packing will be invoiced
separately C.O.D. When the buyerhas sent in a written repair order
such costs will also be invoiced separately.

6 Warranty transferability

This warranty is extended exclusively to the original buyer
(customer ofretail dealer) and is not transferable to anyone who
may subsequentlypurchase this product. No other person (retail
dealer, etc.) shall be entitledto give any warranty promise on
behalf of BEHRINGER. No other person(retail dealer, etc.) shall be
entitled to give any warranty promise on behalfof either BEHRINGER
or BEHRINGER

7 Claim for damages

Failure of BEHRINGER to provide proper warranty service shall
notentitle the buyer to claim (consequential) damages. In no event
shall theliability of BEHRINGER exceed the invoiced value of the
product.

* Customers in the European Union please contact
BEHRINGERGermany Support for further details.

Technical specifications and appearance are subject to change
without notice. The information contained herein is correct at the
time of printing. Alltrademarks (except BEHRINGER, the BEHRINGER
logo, JUST LISTEN and B-CONTROL) mentioned belong to their
respective owners and are notaffiliated with BEHRINGER.BEHRINGER
accepts no liability for any loss which may be suffered by any
person who relies either wholly or in part uponany description,
photograph or statement contained herein. Colors and specifications
may vary slightly from product. Products are sold through
ourauthorized dealers only. Distributors and dealers are not agents
of BEHRINGER and have absolutely no authority to bind BEHRINGER by
any expressor implied undertaking or representation. No part of
this manual may be reproduced or transmitted in any form or by any
means, electronic or mechanical,including photocopying and
recording of any kind, for any purpose, without the express written
permission of BEHRINGER International GmbH. iTunes,Mac OS and
FireWire are trademarks of Apple Computer, Inc., registered in the
U.S. and other countries. Windows is a registered trademark of
MicrosoftCorporation in the United States and other countries. ASIO
is a trademark and software of Steinberg Media Technologies
GmbH.

ALL RIGHTS RESERVED.(c) 2007 BEHRINGER International
GmbH.BEHRINGER International GmbH,Hanns-Martin-Schleyer-Str.
36-38,

47877 Willich-Muenchheide II, Germany.Tel. +49 2154 9206 0, Fax
+49 2154 9206 4903
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B-CONTROL DEEJAY BCD3000

FEDERAL COMMUNICATIONS COMMISSIONCOMPLIANCE INFORMATION

Responsible party name: BEHRINGER USA, Inc.

Address: 18912 North Creek Parkway, Suite 200Bothell, WA 98011,
USA

Phone/Fax No.: Phone: +1 425 672 0816,Fax: +1 425 673 7647

hereby declares that the product

complies with the FCC rules as mentioned in the following
paragraph:

This equipment has been tested and found to comply with the
limits for a Class B digital device, pursuant to part 15 of theFCC
Rules. These limits are designed to provide reasonable protection
against harmful interference in a residential installation.This
equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance withthe instructions,
may cause harmful interference to radio communications. However,
there is no guarantee that interferencewill not occur in a
particular installation. If this equipment does cause harmful
interference to radio or television reception,

which can be determined by turning the equipment off and on, the
user is encouraged to try to correct the interference byone or more
of the following measures:

Reorient or relocate the receiving antenna.

Increase the separation between the equipment and receiver.

Connect the equipment into an outlet on a circuit different from
that to which the receiver isconnected.

Consult the dealer or an experienced radio/TV technician for
help.

This device complies with Part 15 of the FCC rules. Operation is
subject to the following two conditions:(1) this device may not
cause harmful interference, and (2) this device must accept any
interferencereceived, including interference that may cause
undesired operation.

Important information:

Changes or modifications to the equipment not expressly approved
by BEHRINGER USA can voidthe users authority to use the
equipment.

B-CONTROL DEEJAY BCD3000

B-CONTROL DEEJAY BCD3000

B-CONTROL DEEJAY BCD3000
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