


	
		×
		

	






    
        
            
                
                    
                        
                    
                

                
                    
                        
                    
                

                
                    
                        
                            
							
                        

                    

                

                
                    	
                            Log in
                        
	
                            Upload File
                        


                

            


            
                
                    	
                            Most Popular
                        
	
                            Art & Photos
                        
	
                            Automotive
                        
	
                            Business
                        
	
                            Career
                        
	
                            Design
                        
	
                            Education
                        
	
                            Hi-Tech
                        


                    + Browse for More
                

            

        

    



    
        
            
                
                

                
                	Home
	Documents

	MODEL 575 SERIES Intrinsically Safe Submersible Level … · 2020. 6. 19. · Submersible Level...



                




    
        
            
                
                    
                        

                        
                        
                    

                    
                        
						1

10
                        
                    

                    
                        
                        100%
Actual Size
Fit Width
Fit Height
Fit Page
Automatic


                        
                    

					
                

            

            
                
                    
                    
                    
                

                
                    

                    

                    
                        
                         Match case
                         Limit results 1 per page
                        

                        
                        

                    

                

            

            
									
    
        
        

        

        

        
        
            www.ametekusg.com MODEL 575 SERIES Intrinsically Safe Submersible Level Transmitters Installation and Operating Instructions K796423 REV G 9/2015 
        

        
    






				            

        

    









                
                    MODEL 575 SERIES Intrinsically Safe Submersible Level … · 2020. 6. 19. · Submersible Level Transmitters Model Numbering: 575 level transmitter 575 Series submersible level transmitter


                    
                                                Download PDF
                        
                        Report
                    

                    
                        	
								Upload

									others
								

							
	
                                View

                                    3
                                

                            
	
                                Download

                                    0
                                

                            


                    

                    
                    
                        
                        
                            
                                    
Facebook

                        

                        
                        
                            
                                    
Twitter

                        

                        
                        
                            
                                    
E-Mail

                        

                        
                        
                            
                                    
LinkedIn

                        

                        
                        
                            
                            
Pinterest

                        

                    


                    
                

                

                    
                    Embed Size (px)
                        344 x 292
429 x 357
514 x 422
599 x 487


                    

                    

                    
                                        Citation preview

                    Page 1
						

www.ametekusg.com
 MODEL 575 SERIES Intrinsically Safe Submersible Level Transmitters
 Installation and Operating Instructions
 K796423 REV G 9/2015

Page 2
						

User Manual
 2
 FEATURES:• Low cost measurement solution, easy
 installation and precision accuracy
 • Rugged 316 stainless steel construction and wetted materials resists the corrosive effects of caustic medias with excellent environmental protection, designed for continuous submersion
 • 2 wire, 4 to 20 mA output
 • Reverse polarity and surge protected with additional lightning and surge protectors as well as EMI protection options
 • CSA approved for intrinsically safe operation in hazardous areas in Canada and U.S.
 • Full potting option and desiccant available to minimize moisture effects
 APPLICATIONS:• Inventory tank measurement
 • Ponds, rivers and lakes
 • Lift stations and slurries or sludge
 • Water/ Water wells
 • Landfills
 • Pump control
 DESCRIPTION:The Model 575 is used in general water/wastewater applications. The transmitter is offered in a standard non-clogging snub nose end, flush diaphragm or protected flush diaphragm with flange base for sewage or sludge type media. The 575 series is CSA approved for intrinsically safe operation when used with an approved safety barrier.
 The sensor is designed to provide the convenience of direct submergence in many types of liquids for quick, accurate and reliable measurement. With stainless steel isolation diaphragm (standard) and all 316 stainless steel housing, these solid state instruments provide long lasting service with virtually no maintenance.
 The 575 Series transmitters indicate the level of liquid by continuously measuring hydrostatic pressure via its sensing element, an ion implanted silicon semiconductor chip with integral Wheatstone bridge circuit. The pressure measurement is transmitted by a 4-20 mA output signal. This design, with isolation diaphragm for media compatibility, provides for excellent linearity and repeatability, low hysteresis and long term stability with a precision accuracy at ±0.25% FS (BFSL) typical.
 The transmitter is easy to install. Simply lower the unit into a tank or vessel. All electronics are mounted in the submersible 316 stainless steel housing and full potting is also provided as an option. A special cable support bracket is also available to provide extra stability when used with longer cable lengths or when used in an agitated liquid. Optional steel support cable is also available for use with the support bracket.
 The transmitters are available calibrated for any span needed from 0-6 psi (0-13.8 ft of water, 0-.4 bar, 0-4.2 meters of water) to 300 psi (0-692 ft of water, 0-20 bar, 0-211 meters of water). The transducer is offered as a standard 2 wire, 4-20 mA device.
 To complete your liquid measurement and control system, consider the Model DDMC meter/controller or the complete Levelmate III system.
 The 575 transducer is manufactured in the United States under ISO 9001:2008 and meets ARRA.
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 Sales/Technical Support Telephone: +1 215-355-6900 or e-mail: [email protected] 820 Pennsylvania Boulevard | Feasterville, PA 19053 U.S.A. | Order Fax: +1 215-354-1802
 © 2015, by AMETEK, Inc. All rights reserved. Printed in the U.S.A. K7946422 – Effective: 6-2015, Supersedes: New (110132)
 Specifications are subject to change without notice. Visit our Web site for the most up-to-date information. www.ametekpmt.com
 Product Data
 2EPMP -
 ELECTRONIC PRESSURE MEASUREMENT PRODUCTS
 Model 575 Series Submersible Level TransmittersSPECIFICATIONSFeet of Water: 0/14, 0/35, 0/69, 0/138, 0/230, 0/345, 0/460, 0/690
 Meters of Water: 0/4, 0/10, 0/21, 0/42, 0/70, 0/105, 0/140, 0/210
 Bar: 0/0.4, 0/1, 0/2, 0/4, 0/7, 0/10, 0/14, 0/20
 PSI: 0/6, 0/15, 0/30, 0/60, 0/100, 0/150, 0/200, 0/300
 Output: 4 to 20 mA, 2 wire, current limited to 30 mA DC
 Power Supply: 12 to 40 VDC with reverse polarity surge protection; limited to 28 VDC for CSA I.S.
 Loop Resistance: 1400 ohms maximum at 40 volts
 Temperature Range: General Ambient Operating: -25 to 180°F (-32 to 82°C)**
 ** CSA intrinsically safe when connected per AMETEK drawing BK750535. Temperature code T3C ambient high temperature limit (Tamb) = 104°F (40°C) max.
 If submerged in a liquid that has frozen, damage will result
 Storage: -40° to 180°F (-40°C to 82°C)
 Overrange Effect: ±0.15% full scale at 200% of maximum range
 Overrange Limit: 200% of maximum range
 Accuracy: ±0.25% full scale, BFSL (including linearity, hysteresis and repeatability); ±0.50% full scale (6 psi range only)
 Zero Offset: ±0.50% full scale set at 77°F (25°C)
 Span: ±0.50% full scale set at 77°F (25°C)
 Temperature Effects: (15 psi and above)
 Compensated: 23° to 130°F (-5°C to 55°C); maximum ±1% URL output change for ±25°C temperature change within compensated range when calibrated at 25°C
 Consult factory for lower or alternate pressure ranges.
 Power Supply Effect: ±0.005% full scale per volt
 Construction: Diaphragm: 316 stainless steel 575 S and M models, HASTELLOY C standard on 575F and 575PB
 Housing Type: 316 stainless steel
 Nut/Washer Type: 316 stainless steel
 Cable Grommet: Viton standard
 Housing O Ring: Viton standard
 Please contact factory for other cable and grommet materials.
 Cable Jacket: Polyurethane (standard)
 Media Compatibility: Reference materials of construction
 Electrical Connection: Attached 20 gauge polyurethane shielded cable (standard); unspliced lengths available up to 5000 ft. (1662 m) Consult control drawing or contact the factory for cable length limits for Intrinsically Safe (I.S.) use.
 Weight: 1 lb. (454 g) model 575S; 1 lb. 3 oz. (539 g) model 57P with standard base
 Approvals: Meets CSA requirements for intrinsically safe operation in hazardous locations as designated by Class I, Div 1, Groups A, B, C & D and Class II, Groups E, F & G. Temperature Code T3C (when used with approved barrier)
 Snub Nose: Nylon 6/6 or optional 316 stainless steel; removable to a 1/2" female NPT process connection
 Calibration:
 NOTE: Units are calibrated 4-20 mA over standard full scale range unless otherwise specified
 Examples:
 Model 575SB0015NLS will be calibrated as 4 mA = 0 psi, 20 mA = 15 psi or 4-20 mA over 0-34.6 ft. of water
 For a special calibration select the appropriate standard pressure range and indicate the special calibration as follows:
 Model 575SB0015NLS: Calibrate 0-10 psi or calibrate 0-23 ft. of water
 Options and Accessories●● Heavy base for model 57PB, see code “J” under diaphragm material on model code page
 ●● 57PB heavy base field conversion kit
 ●● Allows user to convert standard 57PB to heavy base unit without affecting calibration – order kit part # K680029
 ●● Stainless steel support cable for use with “R” support bracket units. 1/16" diameter cable, order by feet, required part # K515183
 See the back page for additional options and accessories.
 • Heavy base for model 57PB, see code “J” under diaphragm material on model code page
 • 57PB heavy base field conversion kit
 • Allows user to convert standard 57PB to heavy base unit without affecting calibration – order kit part # K680029
 • Stainless steel support cable for use with “R” support bracket units. 1/16" diameter cable, order by feet, required part # K515183
 See the back page for additional options and accessories.
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 Sales/Technical Support Telephone: +1 215-355-6900 or e-mail: [email protected] 820 Pennsylvania Boulevard | Feasterville, PA 19053 U.S.A. | Order Fax: +1 215-354-1802
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 3EPMP -
 ELECTRONIC PRESSURE MEASUREMENT PRODUCTS
 Model 575 Series Submersible Level Transmitters
 INCHES(MM)
 575SB or 575MBStandard 1/2 NPT
 575FBFlush Diaphragm
 575PB Protected FlushDiaphragm
 1/16" Thick Plate
 575PB Protected FlushDiaphragm With 3/4"
 Plate (J Option)
 In Line Desiccant OptionFor Use With Vent Tube Cables
 Part #K234436 (original assembly desiccant with hardware)
 Part #K234446 (replacement cartridge ONLY –requires some assembly of parts from
 original assembly)
 Optional ConduitAdapter
 Optional Cable SupportBracket With Nut and Cable
 For Tank, Pipeor Vessel Mount
 Transmitter WithDesiccant
 For Tank, Pipeor Vessel Mount
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 Sales/Technical Support Telephone: +1 215-355-6900 or e-mail: [email protected] 820 Pennsylvania Boulevard | Feasterville, PA 19053 U.S.A. | Order Fax: +1 215-354-1802
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 4EPMP -
 ELECTRONIC PRESSURE MEASUREMENT PRODUCTS
 Model 575 Series Submersible Level TransmittersModel Numbering:
 575 level transmitter
 575 Series submersible level transmitter
 Sensing port
 S Nylon snub nose (standard)M Stainless steel snub noseF FlushmountP Protected flush
 Input/Output*
 B 12 to 40 VDC / 4 to 20 mA
 Pressure ranges** Reference equivalents
 PSI BAR0006 0.4B 0-13.8 ft. water 0-4.2 meters water0015 001B 0-34.6 ft. water 0-10.5 meters water0030 002B 0-69.2 ft. water 0-21.1 meters water0060 004B 0-138 ft. water 0-42.2 meters water0100 007B 0-230 ft. water 0-70.3 meters water0150 010B 0-345 ft. water 0-105.4 meters water0200 014B 0-460 ft. water 0-140.6 meters water0300 020B 0-690 ft. water 0-211 meters water
 Electrical connection
 N Polyurethane cable w/ nut (standard) R Polyurethane cable w/ nut and cable support bracketC Polyurethane cable w/ conduit adapterD Polyurethane 22AWG cable w/ vent tube (K515072), potted w/ standard nutE Polyurethane cable w/ EMI protection and nutF Polyurethane cable w/ EMI protection, nut and cable support bracketG Polyurethane cable w/ EMI protection, conduit adapterJ Polyurethane 22AWG cable w/ vent tube (K515072), potted w/ standard nut and cable support bracketS Teflon cable w/ nut and cable support bracketT Teflon cable w/ nutV Teflon cable w/ conduit adapter
 Diaphragm material
 H Hastelloy C (standard for 575F and 575PB)L 316 stainless steel (standard)M Monel (consult factory)
 Fill fluid
 S Silicone oilM Mineral oil
 Cable length (specify in feet)*** Enter as separate line item
 K515076 Polyurethane (standard) K515075 TeflonK515072 Polyurethane w/ vent tube
 575 S B 0015 N L S (100 feet of cable – K515076)
 * Please contact the factory for availability of different input / output options ** Calibrated ranges can be specified after the model code; the specific range should be between the upper and lower ranges in the category selected *** Note: Unspliced lengths available up to 5000 feet (1662m) Please contact factory for other options
 CAUTION: Remove power before installing or servicing.To install the Model 575 Transmitter, connect the sur-face end of the cable to the Ametek Model DMC Meter Controller or other power source and indicator. Suspend the transmitter into a well or tank supported only by its at-tached shielded electronic cable. Insure that the opening in the well or tank cover is large enough for possible future removal of the transmitter.
 Additional support to the transmitter is available with an optional factory installed cable support. The optional cable support is recommended when using longer lengths of cable or when suspending the transmitter into agitated liquids. The cable support provides strain relief for the excess stress found under these circumstances. See dia-gram of Model 575 Transmitter with cable support using customer supplied and installed support cable.
 Caution - The cable grommet and support are special-ly installed by factory-trained personnel to insure wa-tertightness. Any adjustment or removal of these items may destroy the watertight feature thus exposing the transmitter to water seepage, an electrical short and transmitter failure. Any adjustment or removal of the cable grommet or cable support voids the warranty.
 Caution - Waterproof cable should not be kinked or nicked, this would allow water into the electronics housing. Permanent damage will result. (Never cut or splice the waterproof cable). The surface end of the cable is used as the system’s atmospheric reference, this end should not be sealed. Vent to dry temperature stable environment.
 MODEL 575 TRANSMITTER INSTALLATION
 Surge or lightning protectors are available as optional items and are strongly recommended for protection from secondary surges or lightning strikes. The units are easy to install, are maintenance-free and respond in less than one nanosecond. Install in accordance with the instructions:
 1. Lightning protection devices should be placed as close to the instrument as possible and wired in accordance with National Electric Code in an approved watertight enclo-sure.
 2. If the distance between the meter and transmitter, or the meter and recorder is less than 100 feet, only 1 protector per line may be used.
 3. Use No. 10 AWG ground wire or better from protector to earth ground.
 4. Provide a separate ground for each run of shielded cable or metal conduit.
 5. Keep the ground wire less than 1 foot long and tie to a suitable ground rod or metal frame ground. Surge capabil-ity is only as good as the grounding method. All ground connections must be installed.
 6. Install all protectors in weathertight enclosures.
 7. Run signal lines shielded and away from power lines.
 8. Wire according to the Electrical Code.
 9. When used for an intrinsically safe installation, only one LMA912 should be installed in the hazardous loca-tion. Do not substitute protector types.
 Caution - This or any installation cannot protect against a direct lightning strike, or secondary strikes of sufficient magnitude. Ametek cannot accept liability for damage due to lightning or secondary surges.
 SURGE OR LIGHTINING PROTECTION
 HOUSING COVERALLOW SLACK INELECTRICAL CABLE
 APPROXIMATE DISTANCETO FIRST WIRE TIE
 CUSTOMER SUPPLIED AND INSTALLEDSUPPORT CABLE WITH TIES AT
 REGULAR INTERVALS
 USE PLASTIC TIE WRAPSTO PREVENT CUTTING INTOTHE WATERPROOF SHEATH
 OF THE CABLE
 12.00
 MODEL 575 WITH CABLE SUPPORT
 RED, +EXCITATIONCABLE SHIELD
 BLACK, -EXCITATIONGREEN, CASE GROUND
 + DC POWER SUPPLY
 CONTROLLER/RECORDER
 CURRENT SENSE+
 575 P B 0006 N L S B (CABLE LENGTH, SPECIFY IN FEET)
 GROMMET/COVER SEAL (OPTIONAL FIELD) (IF OMITTED, GROMMET & COVER SEALS ARE VITON)B=BUNA-NF=FLUROSILICONEN=NEOPRENEV=VITON
 FILLF=FLUROLUBEM=MINERAL OILS=SILICONE OIL (STANDARD)
 DIAPHRAGM MATERIALH=HASTELLOYL=316L (STANDARD)M=MONEL
 ELECTRICAL CONNECTIONN=POLYURETHANE CABLE W/ NUT (STANDARD)R=POLYURETHANE CABLE W/ NUT & CABLE SUPPORT BRACKETC=POLYURETHANE CABLE W/ CONDUIT ADAPTERL=VENTED POLYURETHANE CABLE W/ NUTM=VENTED POLYURETHANE CABLE W/ NUT & CABLE SUPPORT BRACKETP=VENTED POLYURETHANE CABLE W/ CONDUIT ADAPTERE=POLYURETHANE CABLE W/ EMI PROTECTION & NUTF=POLYURETHANE CABLE W/ EMI PROTECTION & NUT & CABLE SUPPORT BRACKETG=POLYURETHANE CABLE W/ EMI PROTECTION & CONDUIT ADAPTERT=TEFLON CABLE W/ NUTS=TEFLON CABLE W/ NUT & CABLE SUPPORT BRACKETV=TEFLON CABLE W/ CONDUIT ADAPTER
 PRESSURE RANGEXXXX=PSIXXXB=BAR(STANDARD RANGES*: 6 PSIG/0.4 BAR, 15 PSIG/1 BAR,30 PSIG/2 BAR, 60 PSIG/4 BAR, 100 PSIG/7 BAR,150 PSIG/10 BAR, 200 PSIG/14 BAR, 300 PSIG/20 BAR)
 INPUT/OUTPUT (APPROVED POWER SUPPLY REQUIRED)B=12-28VDC/4-20mA (STANDARD)
 SENSING PORTF=FLUSH MOUNTM=STAINLESS STEEL SNUB NOSEN=1/2 NPT FEMALE (SNUB NOSE OMITTED)P=PROTECTED FLUSHS=NYLON SNUB NOSE (STANDARD)
 MODEL 575 SUBMERSIBLE LEVEL TRANSMITTER
 MODEL CODE
 * ALTERNATE & LOW PRESSURE RANGES FROM 0-300 PSI ARE AVAILABLE, CONSULT FACTORY. DECIMAL POINTS FOR NON UNIT RANGES MAY BE USED. DECIMAL POINT REQUIRES ONE MODEL CODE POSITION, ie 1.08=4 POSITIONS.
 EXAMPLE: To specify Model 575 Snubnose submersible with 12-40 VDC input and 4-20mA output to measure 15 PSI having a standard nut with cable electrical connection, 316L Stainless Steel diaphragm, silicone oil fill and 100 Ft. of cable. Order: 575-S-B-0015-N-L-S (100 Ft. Cable)
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 THIS DRAWING IS THE PROPERTY OF AMETEK INC. ALL RIGHTS ARE RESERVED AND NEITHER THIS DRAWING NOR ANY INFORMATION ITCONTAINS IS TO BE COPIED, REPRODUCED, DISCLOSED TO OTHERS, OR USED WITHOUT WRITTEN PERMISSION FROM AMETEK INC.
 LIMITS OF ACCEPTABLE WORKMANSHIP ARE DEFINED IN MS-645-A.
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 Transmitter InstallationCAUTION: Remove power before installing or servicing. To install the Model 575 Transmitter, connect the surface end of the cable to the Ametek Model DDMC Meter Controller or other power source and indicator. Suspend the transmitter into a well or tank supported only by its attached shielded electronic cable. Insure that the opening in the well or tank cover is large enough for possible future removal of the transmitter.
 Additional support to the transmitter is available with an optional factory installed cable support. The optional cable support is recommended when using longer lengths of cable or when suspending the transmitter into agitated liquids. The cable support provides strain relief for the excess stress found under these circumstances. See diagram of Model 575 Transmitter with cable support using factory or customer supplied and installed support cable.
 CAUTION - The cable grommet and support are specially installed by factory-trained personnel to insure watertightness. Any adjustment or removal of these items may destroy the watertight feature thus exposing the transmitter to water seepage, an electrical short and transmitter failure. Any adjustment or removal of the cable grommet or cable support voids the warranty.
 CAUTION - Waterproof cable should not be kinked or nicked as this would allow water into the electronics housing. Permanent damage will result. (Never cut or splice the waterproof cable). The surface end of the cable is used as the system’s atmospheric reference, this end should not be sealed. Vent to dry temperature stable environment.
 Model 575 with Cable Support
 Surge Or Lightning ProtectionSurge or lightning protectors are available as optional items and are strongly recommended for protection from secondary surges or lightning strikes. The units are easy to install, are maintenance-free and respond in less than one nanosecond. Install in accordance with the instructions:
 1. Lightning protection devices should be placed as close to the instrument as possible and wired in accordance with National Electric Code in an approved watertight enclosure.
 2. If the distance between the meter and transmitter, or the meter and recorder is less than 100 feet, only 1 protector per line may be used.
 3. Use No. 10 AWG ground wire or better from protector to earth ground.
 4. Provide a separate ground for each run of shielded cable or metal conduit.
 5. Keep the ground wire less than 1 foot long and tie to a suitable ground rod or metal frame ground. Surge capability is only as good as the grounding method. All ground connections must be installed.
 6. Install all protectors in weathertight enclosures.
 7. Run signal lines shielded and away from power lines.
 8. Wire according to the Electrical Code.
 9. When used for an intrinsically safe installation, only one LMA912 should be installed in the hazardous location. Do not substitute protector types.
 CAUTION - This or any installation cannot protect against a direct lightning strike, or secondary strikes of sufficient magnitude. Ametek cannot accept liability for damage due to lightning or secondary surges.
 CAUTION: Remove power before installing or servicing.To install the Model 575 Transmitter, connect the sur-face end of the cable to the Ametek Model DMC Meter Controller or other power source and indicator. Suspend the transmitter into a well or tank supported only by its at-tached shielded electronic cable. Insure that the opening in the well or tank cover is large enough for possible future removal of the transmitter.
 Additional support to the transmitter is available with an optional factory installed cable support. The optional cable support is recommended when using longer lengths of cable or when suspending the transmitter into agitated liquids. The cable support provides strain relief for the excess stress found under these circumstances. See dia-gram of Model 575 Transmitter with cable support using customer supplied and installed support cable.
 Caution - The cable grommet and support are special-ly installed by factory-trained personnel to insure wa-tertightness. Any adjustment or removal of these items may destroy the watertight feature thus exposing the transmitter to water seepage, an electrical short and transmitter failure. Any adjustment or removal of the cable grommet or cable support voids the warranty.
 Caution - Waterproof cable should not be kinked or nicked, this would allow water into the electronics housing. Permanent damage will result. (Never cut or splice the waterproof cable). The surface end of the cable is used as the system’s atmospheric reference, this end should not be sealed. Vent to dry temperature stable environment.
 MODEL 575 TRANSMITTER INSTALLATION
 Surge or lightning protectors are available as optional items and are strongly recommended for protection from secondary surges or lightning strikes. The units are easy to install, are maintenance-free and respond in less than one nanosecond. Install in accordance with the instructions:
 1. Lightning protection devices should be placed as close to the instrument as possible and wired in accordance with National Electric Code in an approved watertight enclo-sure.
 2. If the distance between the meter and transmitter, or the meter and recorder is less than 100 feet, only 1 protector per line may be used.
 3. Use No. 10 AWG ground wire or better from protector to earth ground.
 4. Provide a separate ground for each run of shielded cable or metal conduit.
 5. Keep the ground wire less than 1 foot long and tie to a suitable ground rod or metal frame ground. Surge capabil-ity is only as good as the grounding method. All ground connections must be installed.
 6. Install all protectors in weathertight enclosures.
 7. Run signal lines shielded and away from power lines.
 8. Wire according to the Electrical Code.
 9. When used for an intrinsically safe installation, only one LMA912 should be installed in the hazardous loca-tion. Do not substitute protector types.
 Caution - This or any installation cannot protect against a direct lightning strike, or secondary strikes of sufficient magnitude. Ametek cannot accept liability for damage due to lightning or secondary surges.
 SURGE OR LIGHTINING PROTECTION
 HOUSING COVERALLOW SLACK INELECTRICAL CABLE
 APPROXIMATE DISTANCETO FIRST WIRE TIE
 CUSTOMER SUPPLIED AND INSTALLEDSUPPORT CABLE WITH TIES AT
 REGULAR INTERVALS
 USE PLASTIC TIE WRAPSTO PREVENT CUTTING INTOTHE WATERPROOF SHEATH
 OF THE CABLE
 12.00
 MODEL 575 WITH CABLE SUPPORT
 RED, +EXCITATIONCABLE SHIELD
 BLACK, -EXCITATIONGREEN, CASE GROUND
 + DC POWER SUPPLY
 CONTROLLER/RECORDER
 CURRENT SENSE+
 575 P B 0006 N L S B (CABLE LENGTH, SPECIFY IN FEET)
 GROMMET/COVER SEAL (OPTIONAL FIELD) (IF OMITTED, GROMMET & COVER SEALS ARE VITON)B=BUNA-NF=FLUROSILICONEN=NEOPRENEV=VITON
 FILLF=FLUROLUBEM=MINERAL OILS=SILICONE OIL (STANDARD)
 DIAPHRAGM MATERIALH=HASTELLOYL=316L (STANDARD)M=MONEL
 ELECTRICAL CONNECTIONN=POLYURETHANE CABLE W/ NUT (STANDARD)R=POLYURETHANE CABLE W/ NUT & CABLE SUPPORT BRACKETC=POLYURETHANE CABLE W/ CONDUIT ADAPTERL=VENTED POLYURETHANE CABLE W/ NUTM=VENTED POLYURETHANE CABLE W/ NUT & CABLE SUPPORT BRACKETP=VENTED POLYURETHANE CABLE W/ CONDUIT ADAPTERE=POLYURETHANE CABLE W/ EMI PROTECTION & NUTF=POLYURETHANE CABLE W/ EMI PROTECTION & NUT & CABLE SUPPORT BRACKETG=POLYURETHANE CABLE W/ EMI PROTECTION & CONDUIT ADAPTERT=TEFLON CABLE W/ NUTS=TEFLON CABLE W/ NUT & CABLE SUPPORT BRACKETV=TEFLON CABLE W/ CONDUIT ADAPTER
 PRESSURE RANGEXXXX=PSIXXXB=BAR(STANDARD RANGES*: 6 PSIG/0.4 BAR, 15 PSIG/1 BAR,30 PSIG/2 BAR, 60 PSIG/4 BAR, 100 PSIG/7 BAR,150 PSIG/10 BAR, 200 PSIG/14 BAR, 300 PSIG/20 BAR)
 INPUT/OUTPUT (APPROVED POWER SUPPLY REQUIRED)B=12-28VDC/4-20mA (STANDARD)
 SENSING PORTF=FLUSH MOUNTM=STAINLESS STEEL SNUB NOSEN=1/2 NPT FEMALE (SNUB NOSE OMITTED)P=PROTECTED FLUSHS=NYLON SNUB NOSE (STANDARD)
 MODEL 575 SUBMERSIBLE LEVEL TRANSMITTER
 MODEL CODE
 * ALTERNATE & LOW PRESSURE RANGES FROM 0-300 PSI ARE AVAILABLE, CONSULT FACTORY. DECIMAL POINTS FOR NON UNIT RANGES MAY BE USED. DECIMAL POINT REQUIRES ONE MODEL CODE POSITION, ie 1.08=4 POSITIONS.
 EXAMPLE: To specify Model 575 Snubnose submersible with 12-40 VDC input and 4-20mA output to measure 15 PSI having a standard nut with cable electrical connection, 316L Stainless Steel diaphragm, silicone oil fill and 100 Ft. of cable. Order: 575-S-B-0015-N-L-S (100 Ft. Cable)
 FACTORY OR CUSTOMER SUPPLIED AND INSTALLED SUPPORT CABLE WITH TIES AT REGULAR INTERVALS
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 FACTORY SERVICEFactory service is available by contacting the Customer Service Department. Supply the following information:
 1) Instrument Model Number and Serial Number as shown on the Instrument Data Tag.
 2) Description of problem being experienced.
 3) Description and location of the installation.
 For service: TEL: (215) 355-6900
 FAX: (215) 354-1804
 PARTS / ORDERINGWhen ordering replacement parts, supply the following information:
 1) Part description and part number.
 2) Quantity of each item required.
 3) Shipping instructions and address.
 Mail, Telephone, Fax or Email Orders to:
 AMETEK U.S. GAUGE, PMT PRODUCTS
 820 Pennsylvania Blvd., Feasterville, PA 19053
 TEL: (215) 355-6900
 FAX: (215) 354-1800
 EMAIL: [email protected]
 Service & Accessories
 ACCESSORIES / PARTSPart Number DescriptionLMA 912 30 VDC SURGE/LIGHTNING PROTECTOR
 Protects the excitation and signal lines between an Ametek Model DMC Meter Controller, or other power source and indicator, and the Model 575 4-20mA output transmitter.
 K680025 Protected flush calibration fitting test kit. For use on For use on 575PB or 575FB series only.
 Warranty PolicyAMETEK [“Seller”] warrants for a period of one year from the date of shipment and that all products manufactured by the seller are free from defects of material and workmanship when used within the service, range, and purpose for which they were manufactured. Seller will, at its option, repair, replace, or refund the purchase price of parts found by Seller to be defective in material or workmanship provided that written notice of such defect requesting instructions for repair, replacement, or refund is received by Seller at the address below within the warranty period and provided that any instructions thereafter given by Seller are complied with.
 This warranty shall not apply (i) to the performance of any system of which Seller’s products are a component part, (ii) to deterioration by corrosion or any cause of failure other than defect of material or workmanship, or (iii) to any of Seller’s products or parts thereof which have been tampered with or altered or repaired by anyone except Seller or someone authorized by Seller, or subjected to misuse, neglect, abuse or improper use or misapplication such as breakage by negligence, accident, vandalism, the elements, shock, vibration, or exposure to any other service, range, or environment of greater severity than that for which the products were designed.
 SELLER MAKES NO WARRANTY OF ANY KIND, EXPRESS OR IMPLIED. INCLUDING WITHOUT LIMITATION ANY WARRANTIES OF FITNESS OR OF MERCHANTABILITY WITH RESPECT TO ITS PRODUCTS, OR ANY PART THEREOF, OTHER THAN AS EXPRESSLY SET FORTH ABOVE. NOR SHALL SELLER HAVE INCURRED ANY OTHER OBLIGATIONS OR LIABILITIES OR BE LIABLE FOR ANY ANTICIPATED OR LOST PROFITS, INCIDENTAL DAMAGES, CONSEQUENTIAL DAMAGES, TIME CHARGES, OR ANY OTHER LOSSES INCURRED IN CONNECTION WITH THE PURCHASE, INSTALLATION, REPAIR, OR OPERATION OF ITS PRODUCTS (INCLUDING ANY PARTS REPAIRED OR REPLACED).
 This warranty does not extend to anyone other than the original Buyer from Seller.
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 OPTIONS AND ACCESSORIES
 Display Meters, Surge Protectors, Junction Boxes and DesiccantsDISPLAY METERS AND SYSTEMSModel DDMC Digital Meter/ControllerDual display meter provides power to the sensor with alarm and 4-20 mA analog output options. Standard panel mount housing or a NEMA 4X weathertight housing for field mounting is available. The weathertight housing also provides internal mounting locations for lightning and surge protectors.
 LEVEL MATETM III Level Measurement SystemThe complete LEVEL MATE III system includes a level sensor (various models are available), cable and a meter/controller all packaged in a NEMA 4X enclosure. Every-thing is factory programmed for easy installation and the LEVEL MATE III has an extended 2-year warranty.
 Inside view of the NEMA 4X enclosure showing the desiccant and optional surge protectors. Unit is factory wired so that the user needs to connect power and sensor only.
 LIGHTENING AND SECONDARY SURGE PROTECTORSLightning protection units are available to help protect systems and components from lightning and secondary surges. These LP units are available in both 30 VDC (LMA912) for 24 VDC supply on excitation/signal lines and analog meter output lines to protect the meter and/or the transmitter as well as 115 VAC (LMA918) and 230 VAC (LMA919) to protect the meter on AC power input lines.
 JUNCTION BOXESModel SBJ100 with Reusable DesiccantThese boxes are used on long cable runs and provide quicker access to atmospheric reference. SBJ100 pro-vides a clean, dry enclosure with an internal, reusable desiccant canister.
 Back view of SBJ100 junction box that shows the reus-able desiccant canister.
 DESICCANTSAn initial desiccant is supplied with the SBJ100 and the LEVEL MATE III enclosure. The desiccant canister is reus-able with visible color change when the time comes to replace the desiccant.
 Disposable in-line cartridges are also available for use with sensors with a separate vent tube only.
 NOTE: the in-line cartridges will not fit in the SBJ100 junction box.
 BACK VIEW
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